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CODE ANALYSIS

CLIENT

APPLICABLE CODES

Year Year

International Building Code __ 2006 National Electrical Code ____2005

International Mechanical Code ____2006  Uniform Code for

International Plumbing Code  ___ 2006 Building Conservation  ___ NA.

International Fire Code _ 2006  ADA Accessibility

International Energy Guildelines __ 2006

Conservation Code 2006

COMVECTING COMMUMTIES

STATION #3437A
SR-44 @ M.P. 0.5 £
GREENDALE UTAH

K.

Occupancy and Group: S2 B

DESIGNER

GARAGE OFFICES
ACCESSORY

Change in Use: Yes No X Mixed Occupancy: Yes X No

Special Use and Occupancy (e.g. High Rise, Covered Mall): _nN.A.

Type of Construction (circle one):

iz 1 1 1 T T ¥ ¥
A B A B A B HT A

Fire Resistance Rating Requirements for the Exterior Walls based on the fire
separation distance (in hours):

North: 0 South: 0 East: 0 West: 0
Mixed Occupancies: __ YES Nonseparated Uses: _ YES
Sprinklers:

Required: _ NO Provided: _ NO Type of Sprinkler System: N.A.

Seismic Design Category: __ B Design Wind Speed: 9 MPH, EXPOSURE C

GROUP

| architecture - planning - design services |
1135 South West Temple, Ste. A
Salt Lake City, UT 84101
P:(801) 961-7070
F:(801) 961-7373

CONSULTANTS

Number of Stories: 1 Building Height: _24-6"

Actual Area per Floor (square feet): 4,997 SF

Tabular Area: 9000 SF

Area Modifications:

) A A+Atlf | Auls |.=100 F 0.25 w
a = = —_— . —
a "1 100 100 f P 30

15750 SF = 9000 + 9000 (75) + 9000 (0)
B 100 100

b) Sum of the Ratio Calculations for Mixed Occupancies:

Actual Area < 4997 SF

Allowable Area 15750 SF

= 317

c) Total Allowable Area for:

1) One Story: 15750 SF
2) Two Story: A,(2)__NA.
3) Three Story: A,(3)__NA.

d) Unlimited Area Building: Yes No X Code Section:

Fire Resistance Rating Requirements for Building Elements (hours).

PROFESSIONAL SEAL

RALPH M.
STANISLAW

95-310818—-0301

ISSUE

/\ 5/10/07|DFCM CODE REVIEW

Assembly

Element Hours Element Hours

Assembly

05/01/07| CONSTRUCTION DOCUMENTS

Listing Listing

Exterior Bearing Walls N.A. Floors - Ceiling Floors

N.A.

N.A.

Interior Bearing Walls
Exterior Non-Bearing Walls

N.A. Roofs - Ceiling Roofs
N.A. Exterior Doors and Windows

MARK| DATE DESCRIPTION

N.A.

Structural Frame N.A. Shaft Enclosures

N.A.

Partitions - Permanent N.A. Fire Walls

N.A.

o |o|o|jo|o (o

Fire Barriers N.A. Fire Partitions

N.A.

O |O|lo|o|o|o|o

Smoke Partitions

N.A.

Design Occupant Load: 13* (Per IBC TABLE 1004.1.2 Using 500 S.F. per Occupant for garages,

100 S.F. for office areas)

Exit Width Required: 3.9" Exit Width Provided: 36"

Actual Occupant Load: 4 BASED ON ACTUAL UDOT STAFFING

a) Water Closets - Required (m) __ 1+ (f) __1* Provided (m) __ 1+ (f) _1*

Minimum Number of Required Plumbing Facilities: *UNISEX (IBS SECTION 2902.2 EXPECTION 2)

b) Lavatories - Required (m) 1+ (f) __ 1* Provided (m) __ 1+  (f) __1*

c) Bath Tubs or Showers: 1 (EMERGENCY EYEWASH)
d) Drinking Fountains: 1 Service Sinks: 1

MAXIMUM EMPLOYEES PERMITTED =15

GENERAL NOTE:

1. CONSTRUCTION OF NEW STATE BUILDINGS AND REMODELING OF
EXISTING BUILDINGS SHALL COMPLY WITH ALL THE REQUIREMENTS OF
THE DFCM STANDARDS, INCLUDING ENHANCED ACCESSIBILITY. THE DFCM
STANDARDS CAN BE FOUND AT THE FOLLOWING WEB SITE:
www.dfcm.utah.gov.

2. STEEL BUILDINGS SHALL COMPLY WITH IBC SECTION 106.3.4.2, DEFERED
SUBMITALS.
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SHEET TITLE

GENERAL NOTES,
ABBREVIATIONS,
LEGENDS AND

CONDITIONS AT THE SITE BEFORE SUBMITTING A BID OR PROCEEDING COLUMN CENTER LINE ALUM. ALUMINUM F.A. FIRE ALARM MTD. MOUNTED STL. STEEL G000 COVER SHEET
WITH ANY PORTION OF THE WORK. A.B. ANCHOR BOLT F.E. FIRE EXTINGUISHER MUL. MULLION STOR. STORAGE G001 GENERAL NOTES, ABBREVIATIONS, SYMBOLS, LEGEND & SHEET INDEX
WHENEVER QUESTIONS ARISE OR CONDITIONS ARE ENCOUNTERED WHICH & AND F.EC. F.E. CABINET - NOMINAL STRUCT.  STRUCTURAL/STRUCTURE 6002 MASTER KEYNOTE LIST
ARE NOT COVERED BY OR ARE IN CONFLICT WITH THE CONTRACT E ARCH. ARCHITECTURAL FLR./FL.  FLOOR : SYM. SYMMETRICAL
DOCUMENTS, CONSULT WITH THE ARCHITECT PRIOR TO TAKING ANY 0 AT OR AT THE F.D. FLOOR DRAIN N. NORTH S.STL STAINLESS STEEL ARCHITECTURAL
FURTHER ACTION. N.I.C NOT IN CONTRACT
FTG. FOOTING 1.C.
ALL DIMENSIONS ARE TO FACE OF CONCRETE OR FACE OF GYPSUM BM. BEAM FDN FOUNDATION N.T.S. NOT TO SCALE TEL TELEPHONE
BOARD, U.N.O BLK BLOCK ' NO. OR #  NUMBER TEMP. TEMPORARY /TEMPERED AD101 DEMOLITION SITE PLAN
BLKG. BLOCKING GALV. GALVANIZED THK. THICK (NESS) 2:2; ARCHITECTURAL SITE PLAN
DO NOT SCALE DRAWINGS FOR DIMENSIONS. sgngLoEqT Elr? 8D, SOARD Gl GALVANIZED IRON oFO! OWNER FURNISH. T&G TONGUE AND GROOVE GATE PLAN, GATE HOUSING ELEVATION & FENCE DETAILS
m m BUILDING SECTION BOT. SOTTOM GA. GAUGE OWNER INSTALL T/CONC.  TOP OF CONCRETE AE101 FIRST FLOOR AND MEZZANINE PLANS
DIMENSIONS NOTED AS N.T.S. ARE TO BE FIELD VERIFIED.
W SHEET NO. W BLDG. BUILDING oL GLASS OFC OWNER FURNISH, T/CURB TOP OF CURB AE121 FIRST FLOOR AND MEZZANINE REFLECTED CEILING PLANS
ALL WOOD IN CONTACT WITH OR WITHIN 8” OF SOILS IS TO BE FIELD GR. GRADE CONTRACTOR INSTALL  T.0.P. TOP OF PLATE AE141 ROOF PLAN
TREATED FOR MOISTURE, RODENT AND INSECT PROTECTION. I CLKG. CAULKING oND CROUND OFF. OFFICE T/WALL TOP OF WALL AE201 EXTERIOR ELEVATIONS
THE CONTRACTOR SHALL COORDINATE THE SEQUENCING OF WORK WITH C.l CAST IRON GYP. GYPSUM -~ ON CENITER r TREAD AL202 EXTERIOR ELEVATIONS
THE OWNER AND ARCHITECT TO MEET THE OWNERS SCHEDULE. CLG. CEILING GYP. BD.  GYPSUM BOARD OPNG. OPENING TYP. TYPICAL AE301 BUILDING SECTIONS
ELE‘IQATL'ET'}EEO- CEM. CEMENT OPP. OPPOSITE AE311 WALL SECTIONS
$8§[§ACET§URIP;|EQ#L é%éVEA‘;VOTm /::FLE[;\SOFBRSA%NI{I %'—HEléy /;':E FREE OF /A A ELEVATION CTR. CENTER HDWR. HARDWARE OFP. H. . OPPOSITE HAND UNF. UNFINISHED AE401 ENLARGED RESTROOM FLOOR PLAN, INT. ELEVTATIONS AND DETAILS
CONSTRUCTION ACTIVITY SHALL BE CONTAINED WITHIN CONSTRUCTION W SHEET NO. W CENTER LINE HDWD. HARDWOOD 0.D. OUTSIDE DIAMETER U.N.O. UNLESS NOTED OTHERWISE AE402 STAIR PLAN, SECTIONS, ELEVATIONS AND DETAILS
BARRICADES OR FENCES. CONTRACTOR SHALL PROTECT OWNERS EXISTING CER. CERAMIC HT. HEIGHT AE501 WALL TYPES
COmTRLTIN A0 ST ol 6 o CORTUCTOL S i o o o s st souce w0 e, BTN
THE COMPLETION OF CFCl CONTRACTOR FURNISH, HORIZ. HORIZONTAL PR. PAR VERT. VERTICAL AE503  MISC. DETAIS
WALL SECTION NO CONTRACTOR INSTALL H.B. HOSE BIBB :ET' :EZ'ST;(;?AN V.T.R. VENT THROUGH ROOF AE601 DOOR SCHEDULE, DOORTYPES, AND DETAILS
PROVIDE WATER SUPPLY ROUGH—IN AND ELECTRICAL SUPPLY TO : CFOI CONTRACTOR FURNISH, HM HOLLOW METAL : AE602 WINDOW FRAME TYPES, & FINISH SCHEDULE AND DETAILS
wi:-?(AéTION CONTROLS. PROVIDE PVC SLEEVE UNDER PAVEMENTS AND /ﬂ\ OR LETTER m WALL SECTION OWNER INSTALLED HR HOURS (FIRE RATING) PLAS. PLASTER w/ WITH
10. THE DESIGN OF THE PRE MANUFACTURED STRUCTURAL ROOF SYSTEM CLO. CLOSET IN. INCH PL PLATE WP. WATERPROOF
INCLUDING THE STEEL DECK, JOISTS, GIRDERS, COLUMNS AND THE I coL COLUMN 1. INSIDE DIAMETER PM PRESSED METAL WSCT. WAINSCOT
LTI oRE 195 St NGLUDNC 00 PAES) 5 o oot WL o . poron wo o S GO STUCTUAL O
' INT. INTERIOR PT. POINT W.P. WORKING POINT 3101 FOOTING AND FOUNDATION PLAN
FOOTINGS, STEEL COLUMNS, CONCRETE PIER SIZES & LOCATIONS SHOWN CMU CONCRETE MASONRY UNIT $201 FUEL ISLAND DETAILS
ARE AN ESTIMATE OF ACTUAL SIZES. ACTUAL SIZES WILL BE PROVIDE W.R. WATER  RESISTANT
AFTER PREFABRICATED METAL BUILDER IS SELECTED. ALL BIDDERS SHALL — CONN. CONNECTION JAN. JANITOR Q.T. QUARRY TILE $501 FOOTING AND FOUNDATION DETAILS
PROVIDE UNIT PRICES FOR ADDING OR SUBTRACTING VOLUME OF CONSTR. CONSTRUCTION JT. JOINT $502 FOOTING AND FOUNDATION DETAILS
CONCRETE, WEIGHT OF REINFORCING STEEL AND VOLUME OF EARTHWORK. " CONT. CONTINUE /CONTINUOUS J—BOX JUNCTION BOX RAD. RADIUS 3503 MEZZANINE STAIR DETAIL
CONTR. CONTRACTOR RW.L. RAIN WATER LEADER S601 SCHEDULES
G R A P HI || C S Y M O “_S cs c5 INTERIOR ELEVATION C.J. CONTROL JOINT K. KITCHEN RE: REFER TO
CORR. CORRIDOR REFL. REFLECTED
- — R corE L LT MECHANICAL
C2 . LAV LAVATORY REINF. REINFORCING
CTSK. COUNTERSUNK - Lo REQ. REQUIRED
EIETE  eARTH GRAVEL - DETAL b LoW POINT EEV. E:-:stleD ::gg: MECHANICAL SYMBOLS AND SCHEDULES
s . MECHANICAL FLOOR PLAN
DIA. DIAMETER
SAND CONCRETE AT_\DETAL NO. | | ENLARGED DETAIL o SMENSION VAINT. MAINTENANCE R.D. ROOF DRAIN M601 MECHANICAL DETAILS
(7] T AE401/ SHEET NO. | [ ' RM ROOM M602 MECHANICAL DETAILS
s CONG W/ FINSK LA OAST STONE | | DN. DOWN R MANUPACTURE RC; ROUGH OPENING M603 MECHANICAL DETAILS
| | DWG. DRAWING MAX. MAXIMUM SCHED.  SCHEDULE POO! PLUMBING SYMBOLS AND SCHEDULES
BRICK GRANITE | | D.F. DRINKING FOUNTAIN MECH. MECHANICAL P201 PLUMBING PLAN
XL oMU STONE | JUIVNN 4 MEMB. MEMBRANE AL SLALANT P301 PLUMBING ENLARGEMENTS
S EA. EACH MEN MEN'S TOILET X o P01 PLUMBING DETAILS
- S.SK. SERVICE SINK
(255 LIMESTONE PLYWOOD ELEC'/ ELECTRIC (AL) MTL./MET.  METAL SHT SHEET P602 PLUMBING DETAILS
ELEV./EL.  ELEVATION MIN. MINIMUM :
[_—"] WooD (BLOCKING) £~ 7] WooD FINISH / AT\ DETAL No. Fa. FQUAL IR, MIRROR SIM. SIMILAR P603 PLUMBING DETAILS
ENLARGED SECTION DETAIL SL./SLP.  SLOPE
[=="] WoOD FRAMING D77 AMNN \AE401/  SHEET NO. EQUIP. EQUIPMENT / ELECTRICAL
_ ‘ EXP. EXPANSION s.C. SOLID CORE
Q2277 STEEL SUL0] BATT INSULATION | EXT. EXTERIOR SPEC. SPECIFICATIONS E001 GENERAL NOTES, SCHEDULES AND RISER DIAGRAM
sQ. SQUARE '
EEEE] RIGID INSULATION ACOUSTICAL TILE EW EACH WAY E002 ELECTRICAL PANELS AND LOAD CALCS
E101 SITE PLAN
RisEsd  PLASTER BACKER ROD AND FILLER
E201 LIGHTING AND POWER PLANS
COMP. FILLER GYPSUM BOARD DETAIL NO—— X X ‘ ET A| |= N A '\/1 E
fr] METAL LATH FENCE SHEET NO. —— xx—xxx| REF. REFERENCE DWG SCALE: DWG. SCALE
REVISION INDICATION
¢ REFERENCE ELEVATION
OR WORKING POINT
—1 FIRE EXTINGUISHER 8 VALVE CABINET
d FIRE EXTINGUISHER
@ R & EXIT SIGN WITH OR
WITHOUT DIRECTIONAL ARROW
FHVC
[ I FIRE HOSE VALVE CABINET
<
R DOOR REFERENCE
=
W # WINDOW REFERENCE
F WALL TYPES
1 G 2 3 4 5
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MASTER KEYNOTE LIST — (APPLIES TO ARCHITECTURAL DRAWINGS ONLY)

DIVISION 1
DIVISION 2

02200

SITEWORK

EARTHWORK

GENERAL REQUIREMENTS

05500

METAL FABRICATIONS (CONT.)

02200.A0
02200.B0
02200.CO

02512

COMPACTED FILL
GRAVEL BASE
SAND

ZERO VOIDS ASPHALT PAVING

05500.V0
05500.X1
05500.X2
05500.Y0
05500.Y1
05500.20

05510

FLOOR PLATE

STEEL STUD (RE:STRUCTURAL)

STEEL RUNNER (RE:STRUCTURAL)

AIR DUCT SCREEN

AIR DUCT SCREEN, RE: MECHANICAL — PAINTED
CHAIN - GALVANIZED

METAL STAIRS

DIVISION 8

08111

DOORS AND WINDOWS

STANDARD STEEL DOORS AND FRAMES

08111.A0
08111.A1
08111.B0
08111.C0

08360

PRESSED METAL FRAME
GROUT-FILLED PRESSED METAL FRAME
HOLLOW METAL DOOR

JAMB ANCHOR

SECTIONAL OVERHEAD DOORS

10425

SIGNS

02512.A0

02513

ZERO VOIDS ASPHALT PAVING (THICKNESS)

ASPHALT CONCRETE PAVING

02513.A0

DIVISION 3

03053

ASPHALT CONCRETE PAVING

CONCRETE

CONCRETE WATER PROOFING ADMIXTURE

03053.A0

03054

CONCRETE WATER PROOFING ADMIXTURE

OLIOPHOBIC TOPICAL CONCRETE SEALER

03054.A0

03300

OLIOPHOBIC TOPICAL SEALER

CAST-IN-PLACE CONCRETE

05510.A1
05510.B0
05510.C0
05510.D1
05510.E1
05510.F0
05510.F1
05510.G1
05510.HO
05510.H1
05510.J1
05510.J2
05510.K1

05521

LADDER RUNGS

LADDER RAILS

LADDER MOUNTING BRACKET

RUBBER SHOE AT BOTTOM OF EACH RAIL

NON SKID SURFACE @ NOSING

STEEL STRINGER — (SIZE)

STEEL STRINGER — (SIZE) — GALVANIZED
3/16” STEEL CLOSURE PLATE - GALVANIZED
CONC. FILLED METAL PAN STAIR - GALVANIZED

PRE-FORMED, CONC. FILLED METAL PAN STAIR TREAD - (SIZE) — GALVANIZED

METAL PAN STAIR SUPPORT — (SIZE) — GALVANIZED
PAN ANCHORAGE - (SIZE) — GALVANIZED
STEEL CHANNEL DECK SUPPORT - GALVANIZED

PIPE & TUBE RAILINGS

08360.A0
08360.80
08360.C0
08360.D0

08520

OVERHEAD SECTIONAL DOOR

3” HEAVY DUTY OVERHEAD SECTIONAL DOOR TRACK
WEATHERSTRIPPING

DOOR GUIDE

ALUMINUM WINDOWS

10425.A0
10425.A1
10425.B1
10425.C1
10425.D1

10500

ROOM SIGNAGE

OIL SIGNAGE

WELDING SIGNAGE

ACCESSIBLE SIGNAGE
ACCESSIBLE/UNISEX RESTROOM SIGNAGE

METAL LOCKERS AND STORAGE CABINETS

10500.A0
10500.B0

10522

METAL LOCKERS (WIDTH)
METAL STORAGE CABINETS

FIRE_EXTINGUISHERS, CABINETS, AND ACCESSORIES

03300.A0
03300.A1
03300.A2
03300.B1
03300.B2
03300.C0
03300.C1
03300.D0
03300.E0
03300.F0
03300.G0
03300.HO
03300.H1
03300.J0
03300.J1

03300.J2
03300.J3
03300.K1
03300.L1

03300.M1
03300.NO
03300.P3
03300.P4
03300.P6
03300.P7
03300.51

03300.S2
03300.T1

DIVISION 5

05120

CONCRETE — SLAB ON GRADE
CONCRETE SLAB-ON-GRADE — RE: STRUCTURAL
CONCRETE SLAB-ON-GRADE (THICKNESS)
CONCRETE SLAB — RE:STRUCTURAL
CONCRETE SLAB (THICKNESS)

FOOTING

FOOTING — RE: STRUCTURAL

CONCRETE PAD

RETAINING WALL

CAST-IN-PLACE REINFORCED CONCRETE
CONCRETE OVER METAL DECK - RE:STRUCTURAL
FOUNDATION WALL, RE: STRUCTURAL
CONCRETE PIER, RE: STRUCTURAL
REINFORCING

REINFORCING — RE: STRUCTURAL

#4 BARS CONTINUOUS (QUANTITY)

#5 BARS CONTINUOUS (QUANTITY)
THICKENED SLAB, RE: STRUCTURAL

304 FELT

MOISTURE BARRIER

CONCRETE CURB

CONTROL JOINT RE: STRUCTURAL
CONSTRUCTION JOINT

CHAMFER JOINT

SAWCUT CONSTRUCTION JOINT, TYP.
SPLASH BLOCK

CONCRETE SWALE

CONCRETE @ STAIR TREAD

METALS

STRUCTURAL STEEL

05120.A1
05120.B1
05120.C1

05310

STEEL BEAM — RE: STRUCTURAL - GALVANIZED
COLUMN — RE: STRUCTURAL - GALVANIZED
TUBE STEEL BEAM - RE: STRUCTURAL - GALVANIZED

STEEL DECK

05310.A1

05400

METAL DECK - RE: STRUCTURAL

COLD-FORMED METAL FRAMING

05521.A1
05521.A2
05521.A3
05521.B1
05521.B2
05521.B3
05521.C2
05521.D1
05521.E1
05521.F1

05530

1 1/2" 0.D. STEEL GUARDRAIL

PIPE GUARDRAIL (DIAMETER) — GALVANIZED
1 1/2” 0.D. PIPE GUARDRAIL — GALVANIZED
1 1/2" 0.D. HANDRAIL

PIPE HANDRAIL (DIAMETER) — GALVANIZED

1 1/2” 0.D. PIPE HANDRAIL — GALVANIZED
ESCUTCHEON WITH EASED EDGES (SIZE)
PIPE RAIL SUPPORT — GALVANIZED

1" 1.D. PIPE RAILING ANCHOR - GALVANIZED
1/2” DIA. THRU BOLT

GRATINGS

08520.A0
08520.B0
08520.CO
08520.M0
08520.P0
08520.Q0
08520.RO

08521

WINDOW UNIT

FIXED ALUM. WINDOW

ALUM. WINDOW W/SLIDING GLASS PANEL

SILL STARTER, SET IN SEALANT

BREAKMETAL

WEATHERSTRIPPING

ALUMINUM FLASHING, FINISH TO MATCH WINDOW FRAME

HORIZONTAL SLIDING VINYL (PVC) WINDOWS

10522.A0

10800

FIRE EXTINGUISHER

TOILET AND BATH ACCESSORIES

08521.80
08521.C0

08710

FIXED VINYL WINDOW
VINYL WINDOW W/SLIDING GLASS PANEL

DOOR HARDWARE

08710.A0
08710.B0
08710.C0O

08800

THRESHOLD
DOOR SWEEP
WEATHERSTRIPPING

GLAZING

05530.A0
05530.A1
05530.B0
05530.C1
05530.C2

DIVISION 6

06105

TRENCH FRAME — GALVANIZED

STEEL GRATE 22-W-4 (SIZE) GALVANIZED
ALUMINUM BAR PANELS

METAL GRATE PANEL - GALV.

METAL GRATE TREAD - GALV.

WOOD AND PLASTICS

MISCELLANEQUS CARPENTRY

08800.C0
08800.G1
08800.G3

DIVISION 9

09255

WIRE GLASS
CLEAR INSULATING GLASS (SIZE)
OPAGUE INSULATING GLASS

FINISHES

GYPSUM BOARD ASSEMBLIES

10800.80
10800.B1
10800.CO
10800.C1
10800.D0
10800.E0
10800.E1
10800.FO
10800.F1
10800.HO
10800.H1
10800.P1
10800.P2
10800.R1
10800.T1
10800.T0

PAPER TOWEL DISPENSER & WASTE RECEPTACLE
SEMI-RECESSED PAPER TOWEL DISPENSER & WASTE RECEPTACLE
TOILET TISSUE DISPENSER

RECESSED TOILET TISSUE DISPENSER/SAN. NAP. DISPOSAL
MOP RACK

GRAB BAR

GRAB BAR (SHOWER)

ROBE HOOK

DOUBLE PRONG ROBE HOOK

SOAP DISPENSER

SOAP DISH

SHOWER CURTAIN ROD

SHOWER CURTAIN

FRAMED MIRROR (SIZE)

FOLDING SHOWER SEAT

METAL SHELF (SIZE)

DIVISION 11 EQUIPMENT

11151

MOBILE LIFT

06105.L2
06105.P1
06105.P2
06105.P6
06105.P9
06105.P10
06105.Q2
06105.R2
06105.R3
06105.V1
06105.V6
06105.20

06402

BLOCKING AS REQUIRED

2X4

2X6

4X4

2 x FRAMING, FIRE TREATED

PRESSURE TREATED WOOD TIMBER (SIZE)
SHIM AS REQUIRED

SHEATHING - PLYWOOD (THICKNESS) GRADE (SIZE)
PROTECTION BOARD (THICKNESS)
EXTERIOR GRADE PLYWOOD (THICKNESS)
PEGBOARD (THICKNESS)

ANCHOR AS REQUIRED

INTERIOR ARCHITECTURAL WOODWORK

05400.X1
05400.X2
05400.X3

05500

STEEL STUD
STEEL TRACK
STEEL JOIST — RE:STRUCTURAL

METAL FABRICATIONS

05500.A1
05500.A2
05500.B0
05500.B2
05500.C1
05500.D0
05500.D1
05500.D2
05500.E0
05500.E1
05500.E2
05500.E3
05500.J1
05500.M1
05500.P0
05500.P1

ANGLE - RE: STRUCTURAL

STEEL ANGLE (SIZE) - GALVANIZED

CLIP ANGLE

CLIP ANGLE (SIZE)

SHEET METAL ANGLE — 22 GA. — GALVANIZED (SIZE)
CHANNEL (SIZE)

CHANNEL — RE: STRUCTURAL

HAT CHANNEL (SIZE)

PLATE (SIZE)

PLATE - RE: STRUCTURAL

PLATE (SIZE) — GALVANIZED

BENT PLATE — SEE STRUCTURAL

PIPE BOLLARD (DIAMETER) - GALV. & PAINTED
CHECKERED PLATE (SIZE) GALVANIZED
ANCHOR BOLT(S)

ANCHOR BOLTS (DIAMETER, SPACING)

06402.A0
06402.B1
06402.C1
06402.HO
06402.H1
06402.H2
06402.K0
06402.K2
06402.K3
06402.K4
06402.L.2
06402.P0
06402.P2
06402.X0

06651

SILL
PLASTIC LAMINATE BACKSPLASH (HEIGHT)

PAINT GRADE WOOD CAP (THICK)

SHELF(VES)

ADJUSTABALE SHELVES (FINISH)

SHELVING (DEPTH)

BASE UNIT (FINISH)

BASE UNIT W/ADJ. SHELF(VES) (FINISH)

BASE UNIT W/DRAWERS (FINISH)

BASE UNIT W/DRAWER & ADJ. SHELF(VES) (FINISH)
WALL UNIT W/ADJ. SHELF(VES) (FINISH)
COUNTERTOP

COUNTERTOP — P. LAM. ON 3/4” PLYWOOD
WORKBENCH (DEPTH)

SOLID SURFACE FABRICATIONS

06651.A0

DIVISION 7

1/2” WHITE SOLID SURFACE WINDOW SILL

THERMAL AND

MOISTURE PROTECTION

07901

JOINT SEALANTS

07901.A0
07901.80
07901.C0
07901.D0
07901.G0
07901.H1
07901.H2
07901.H3

CONT. SEALANT

ASPHALT SATURATED FIBERBOARD

CONT. CAULK

JOINT FILLER

BACKER ROD

5/8” BEAD OF DE NEFF SWELLSEAL WA MASTIC
CONCENTRATED DRY PAC

CONCENTRATED SLURRY COAT

09255.A1

09255.A2
09255.B2
09255.C3
09255.H0
09255.H1

09255.J0
09255.K0
09255.K1

09255.L1

09255.L.2
09255.M2
09255.P0
09255.Q0
09255.R2
09255.51

09255.52
09255.53
09255.54
09255.U1

09255.V0
09255.v2
09255.v4

09300

GYPSUM BOARD (THICKNESS)

WATER RESISTANT GYPSUM BOARD (THICKNESS)
TYPE 'X’ GYPSUM BOARD (THICKNESS)
CEMENT BOARD (THICKNESS)

METAL STUD

METAL STUDS (SIZE, SPACING)

METAL RUNNER

DOUBLE STUDS

DOUBLE STUDS (GAGE)

7/8” X 1-3/8" METAL ANGLE

2-1/2" X 2-1/2" METAL ANGLE
METAL CORNER BEAD (TYP)

Z-FURRING CHANNEL

7/8” METAL FURRING CHANNEL
CHANNEL (SIZE, SPACING)

8 GA. WIRE HANGERS (SPACING)

18 GA. WIRE TIES

18 GA. METAL MOUNTING STRIPS

14 GA. STAINLESS STEEL COUNTER TOP (FINISH)
SUSPENDED CEILING SYSTEM

EDGE TRIM (TYP)

LC-BEAD (PREFERRED USG 200-A TRIM)
VINYL TRIM

TILE

09300.A1
09300.B1
09300.C0
09300.D1
09300.E1
09300.G1
09300.G4

09660

FLOOR TILE — SEE FINISH SCHED.

WALL TILE — SEE FINISH SCHED.

TILE BASE

BULLNOSE TRIM UNIT

1/2” x 6" TILE TRIM PIECE — SEE FINISH SCHED.
MORTAR BED

WATERPROOF MEMBRANE

RESILIENT TILE FLOORING

09660.A1
09660.B1

09678

VINYL COMPOSITION TILE
VINYL TRANSITION STRIP

RESILIENT WALL BASE AND ACCESSORIES

09678.E1

09900

RUBBER BASE (SIZE)

PAINTING

09900.A1

DIVISION 10

10100

PAINT - SEE FINISH SCHED.

SPECIALTIES

VISUAL DISPLAY BOARDS

10100.CO

MARKER BOARD

11151.A0

MOBILE LIFT

DIVISION 12 FURNISHINGS

12511

HORIZONTAL LOUVER BLINDS

12511.A0

HORIZONTAL LOUVER BLINDS

DIVISION 13 SPECIAL CONSTRUCTION

13125

METAL ARCH BUILDING SYSTEM

13125.A0
13125.B0
13125.B1

13125.B2
13125.C0
13125.C1
13125.C2
13125.C3
13125.D0
13125.D1
13125.D2
13125.D3
13125.D4
13125.D5
13125.D6
13125.D7
13125.D8
13125.E0
13125.E1

13125.E2
13125.E3
13125.E4
13125.E5
13125.E6
13125.E7
13125.E8
13125.E9
13125.F0
13125.F1

13125.F2
13125.F3
13125.G0
13125.H0
13125.H1

13125.H2
13125.H3
13125.H4
13125.H5
13125.H6
13125.H7

METAL ARCH BUILDING SYSTEM

STANDING SEAM METAL ROOF

STANDING SEAM METAL ROOF RIDGE
STANDING SEAM METAL CANOPY

METAL RAIN GUTTER W/DOWNSPOUTS
METAL RAIN GUTTER

DOWNSPOUT

GUTTER STRAP, INSTALL AT EVERY OTHER PANEL RIB
METAL FLASHING

METAL DRIP FLASHING

METAL HEAD FLASHING

METAL SILL FLASHING

METAL FLASHING, FINISH TO MATCH ROOF PANELS
RIDGE FLASHING, TO MATCH ROOF PANELS
DOOR HEAD FLASHING

JAMB FLASHING

CONTINUOUS PRE-FINISHED SHEET METAL CLOSURE
METAL TRIM

JAMB TRIM

PANEL TRIM

RAKE TRIM

RAKE SLIDE

METAL EAVE CLOSURE

WALL CLOSURE

METAL OUTSIDE CLOSURE

CORNER TRIM

FRAMED OPENING HEADER

METAL WALL PANEL

METAL WALL FASTENER

BLIND RIVET

POP RIVET

STANDING SEAM METAL FACIA

BREAK METAL

METAL ANGLE

HIGH RAKE SUPPORT ANGLE

RAKE ANGLE

4” x 4” CONT. ANGLE

BACKUP PLATE ANGLE

EAVE SUPPORT ANGLE

EAVE STRUT

13125

METAL ARCH BUILDING SYSTEM (CONT.)

13125.J0
13125.J1

13125.J2
13125.J3
13125.K0
13125.K1

13125.11

13125.L2
13125.L3
13125.L4
13125.M1
13125.M2
13125.M3
13125.M4
13125.N1

13125.N2
13125.P1

13125.P2
13125.P3
13125.Q0
13125.Q1

13125.R0

13930

STRUCTURAL MEMBER — PRIMED AND PAINTED
STRUCTURAL GIRT — PAINTED

ROOF PURLIN — PAINTED

STRUCTURAL GIRT

CLIP

LOW PANEL CLIP

STEEL COLUMN — PAINTED

STEEL COLUMN — GALV. — PAINTED
STEEL COLUMN — GALVANIZED

STEEL COLUMN - PRIMED AND PAINTED
STEEL BEAM — PAINTED

STEEL BEAM - GALV. — PAINTED
STEEL BEAM — GALVANIZED

STEEL BEAM - PRIMED AND PAINTED
ANCHOR

FASTENER (SPACING)

DOUBLE BEAD TAPE SEALER

SEALANT

THERMAL BREAK

METAL VENT

VENT MATERIAL

INSULATION & VAPOR BARRIER (R-VALUE)

WET-PIPE FIRE SUPPRESSION SPRINKLERS

13930.A1

FIRE RISER PIPE LOCATION, RE: MECHANICAL

DIVISION 14 CONVEYING SYSTEMS

14620

14620.A0

TROLLEY HOIST

TROLLEY HOIST (SIZE) — RE: STRUCTURAL

DIVISION 15 EQUIPMENT

15000

MECHANICAL

15050.A1
15250.A1
15410.A0
15410.A1
15410.B0
15410.B1
15410.C0
15410.D1
15410.E0
15410.E1
15410.E2
15410.F0
15412.A0
15452.A1
15460.A1
15490.A0
15490.B0
15490.C0
15490.D0
15491.A0
15491.B0
15491.C0
15600.A0
15611.A1
15838.A0
15861.A1
15887.A1
15887.B1

MECH. PENETRATIONS

PIPE INSULATION AT ALL EXPOSED PIPE
URINAL

URINAL, ACCESSIBLE

SINK FAUCET

SINK FAUCET W/ADA LEVER HANDLES
UTILITY SINK

FLOOR SINK

TRENCH DRAIN

DRAIN W/ SEDIMENT BUCKET

FLOOR DRAIN

TOILET

EMERGENCY SHOWER & EYE WASH
DRINKING FOUNTAIN

NATURAL GAS FIRED WATER HEATER
WASTE OIL PUMP

WASTE OIL CARTS

WASTE OIL PIT

600 GAL WASTE OIL TANK - O.F.C.lL.

AIR COMPRESSOR

OVERHEAD LUBE REEL

OVERHEAD HOSE REEL

NATURAL GAS RADIANT HEATING SYSTEM
NATURAL GAS FIRED FURNACE

EXHAUST FAN, SEE MECHANICAL DRAWINGS
MECHANICAL DUCTWORK, SEE MECHANICAL DRAWINGS
LOUVER W/ BIRD SCREEN

INTAKE GRAVITY HOOD, SEE MECHANICAL DRAWINGS

DIVISION 16 ELECTRICAL

16442 PANELBOARDS

16442.A0 ELECTRICAL PANEL

16510 INTERIOR LIGHTS

16510.A0  INTERIOR LIGHTS

16520 EXTERIOR LIGHTS

16520.81 EXTERIOR WALL MOUNTED LIGHTS
16520.82 EXTERIOR WALL MOUNTED FLOOD LIGHTS
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THE STATE OF UTAH DEPARTMENT OF
ENVIRONMENTAL QUALITY CERTIFIED TANK
REMOVER MUST BE PRESENT. CONTRACTOR TO

DATE: MAY 1, 2007

/ // 44 4 // // ///
- // /// . /// // // //
FOLLOW ALL DEQ + EPA PROTOCOLS. ALL //’//////,> / // /
EQUIPMENT MUST BE SALVAGED FOR PICK UP ~ -/ // /
BY UTAH FUEL NETWORK, CALL STEVE CANNING
801-619-7232

—_———————
—_—————————-

SHEET TITLE

DEMOLITION
SITE PLAN

AD101

A1 | DEMOLITION SITE PLAN

20”15 10° 5° 0’ 10’
AD101 | REF. SCALE: 1” = 20’-0"

2 3 4 5
CLIENT
¥ foms, W, fomey
‘1]]][[" NO°00’56”E Section Line % 411[[»
SURVEY DATA I \ COMVEGTIMG COMMUMITEES
. e 1 STATION #3437A
.;2 Basis of Bearing: Section line from W 4 SR-44 @ MP. 0.5 +
3 corner to Northwest Corner of Section 31, GREENDALE UTAH
) ) ° T2N R22E SLB & M bears N 070’56"E.
;S Yy g DESIGNER
S S /\ ~ Tie to POB — East 790.70 feet North 135.68 feet
S S S AT d from the West Quart f
= :T/:%/:j// S § S s e FLAMING GORGE NATIONAL gzc"“;on;" :ZN QSZZEUZ'-':r&CO’;ner °
e e i X ~ POLE & RECREATIONAL AREA — NATIONAL GROUP
/ /// // // '§ // / / // %//TRAN/SFOEM&R\ - ~ FOREST SERVICE NEW PROPERTY DESCRIPTION | architecture - planning - design services |
” PROPANE TANKS T% (\’/ C}f’ s / //,7/’,////%1”’ A S ™~ 1135 South West Temple, Ste. A
\: Pt —— | \ . / ’ . ”'/7/" ; / /// /// /// ‘\/\ S Commencing at a point located East 794.476 Salt ‘que City, HT 84101
___iiiii}}}_;}‘?:}}}?:_:_:_:}%}::::j___ '0“:;’3‘:‘:‘::‘%‘1 A A Ty /\N\ /o6 fefe’; ar::l Nc;rh T122N3.4I3292 Efees’rL;ro;\ M’rhei hw % corner riaot) a1 rers
o g%g%ﬁ%;ﬁ%:?’?%:%:%z% Qég,/’/ \\,’/\/\ /24.37.(3; : 856“03'10 ’n21.5”’ £ 134.569 feet, thence ;n0131 ~23°33.8” E CONSULTANTS
OSSOSO,/ / N SN S 68.25 feet, to SR—44 R/W line, thence S 56701°09.2” E along
MOVE AND DISCARD ?90%0‘@)‘0‘0‘&0‘\9?&‘:‘ gsxliﬂ & / N ST R/W line 54.15 feet, thence S 11°23’33.8” W 34.125 feet,
EXSTNG MANT BULDNG ’3‘3‘33’%‘3‘3“3‘«"3‘3’1 /o STORAGE / / f8 / ~G S A thence S 127°02°45” W 411.12 feet, thence S 85°31°21.5” W
sl [ s T S RS IONL T T~ i |
, %‘#&0‘@‘@@0‘0&“& i , / / / / / / / / N N / / 165.75 feet, thence N 4728'38.5° W 224.25 feet, thence
s '%:::::zztzzzzzggffﬁ R S e N S A o N A N 24757°44” E 196.044 feet to the point of beginning.
______ P VAV V-Z 00000 S0 ) A e VAR N 0.8, Area = 1.99 acres.
e e 0002020 %0 20 %0 2% % 10 % s 7 I VA e LY
Rt e e satetstatstoseterosos MECNNS BEDAN (S X A LD PROPERTY DESCRIPTION
LKA KA '
:0:0:0:0:0:0:0:0:0:0:0:0:0:0:0,0‘0:020:0:,020:0:0z{ [ A A A I A A OO A part of the NW /% SW % Section 31, T2N, R22E, SLB & M.
“““QQ““‘Q““‘Q““Q 7 / / ! / / ,’/ ! / EXIST. \ \)}\;l 'l / A 150 foot x 160 foot parcel containing 0.551 acres.
G 00:0.0.9- 500000999099 0.0.0.9.0.0.9.0. , : ; , ; , , / N I A < p g
“’“‘Q‘690‘“““““""“"“‘0““‘0““’0““, - ; / / / / , ; ! DETENTION N T, ) /
R S rasesesose e 9seece o %e I A A A A S A ¥ ,
7 SEAND, DADERBROUN TR <-SEE <o S Ss / LT S ,
RSRE s I A N A A A A S G W Rk NS ]
02000 0000 02020207 0% N . S R 2 B B O\ ~/ / | / ,"
SRR IACILIBILLAILRLHK] I Y ~
SLRIIRLLIRKIIRARKLARKKKKS [ v Wm0 2 2 S , ol T~ :
00000 200000 %0 2000 %0 %020 %020 Ve %% % o R e i i Y S A %ﬁ% [T~
RERLLRLIRALKKARKILRKE Naowwe =™ S L f Sl e T~ T
s N e A A A A A TS
X 000009202 Y 10 0> N B A A N S A A A D
“‘ :‘:‘:‘z“"\' // l,/ 7// , e y / /’ I,// l// /// ,// /// l/l / /,/ ,’l /// /// //I /’//// t\tjs.‘:;;:////::;
““00““““\' ’/ ’/ // /] 7 ’ /// // / // // // ! / / // // / // // /// // 7 4 /////:///// //”/:,<:‘\
oot e S0 1oy Y Y B A A L A A AN A A Y A Y A A )
0 a0 %0 0 e S I Y S A N A R Y Y N A o o I Tssue
S 0‘0‘0‘000‘0‘000‘0.00000000 . / / 7 e /\ép :I / / , / / / / / / / / / S // f\ P
O RN O A0 S v rvev A A N A AR AN A SR A A A A A S A
SRBSK e AKX ALK AK KK o / [THATCHED AREA INBICATES 2 / / / S S
~ AQ‘J.Mk““‘9‘““““““0“““'““‘,““"““0““'&' - / EXTEBT/OF EXISUNG ./ / S/ /! /! / 2 / . ///// / |
I ey L% 0 000 0000 900t 0s ecerrsenrosesesn e v i il Lo A VA A S A N
S B a0 IR 90 000 92020 %0 0" s A LD G A AN G
D B R O0% %% 0268 202070000095 N0 % S0 % o o S A . ¥ A A A G B
Pl e e 89 ) S 0 O 0 02000 00 0. 000 O O 0 v S pmmriee _ S \
T~ B o s a0 e %0 %0 % %0 %00 2% e e e N A 5 T S A \ 05/01/07| CONSTRUCTION DOCUMENTS
7 T =l T T T T T «'04'5%%"‘QQ““‘000““0¢““¢%“Q“z’& S~e T \ \
e 5 77y < .| g V70 %% 7670 30 1036 4.5 % % 5 0 e s VA \ MARK| DATE | DESCRIPTION
g ST A A, T T T DRI AKX, < LA \
Y P v y Y .N Y y y P - *‘&0‘00000‘0‘0“‘0‘0‘0“"0‘0‘0"‘0‘0‘0""‘7 /2 \g \ \ )
A5 T ~ « . 9000099099999 9 v NN TN DFCM PROJECT NO: 07029900
e y , L , y % ST , , - 2 ““0“““’"“0""‘0“‘““0,)‘ - N ~~ - |
y S S S S T — RGOSR , ARCHIPLEX PROJECT NO: 0708.01
\ P e A S Ay /ST - ~ DRAWN BY: K. PHILLIPS
. / / A A A S e %% | CHECKED BY: R. STANISLAW
NOTE #1 NI ) SCALE: 1” = 20’-0”
_____ s /// ) 7/ /// J/ / . W
DURING REMOVAL OF EXISTING FUEL ISLAND, ’
Q&




CLIENT

COMVECTING COMMUMTIES

STATION #3437A
SR-44 @ M.P. 0.5 £
GREENDALE UTAH

DESIGNER

GROUP

| architecture - planning - design services |
1135 South West Temple, Ste. A
Salt Lake City, UT 84101
P:(801) 961-7070
F:(801) 961-7373

CONSULTANTS

PROFESSIONAL SEAL

1 2 3
Wi Corner oSt
‘1]]][[" NO°00’56”E Section Line % 411[[»
SURVEY DATA
. asis of Bearing: Section line from W 4
E’- corner to Northwest Corner of Section 31,
/ . , . T2N R22E SLB & M bears N 070’56”"E.
/////// //// //I /// //// //// ///// ///// ///// //// /// “
A A . a / 7 y ya [ = — ~ Tie to POB — East 790.70 feet North 135.68 feet
YA /,/ /////// //,/ //,/ __/// ] 41/ _ _/;le cor{TNUOUS pEMETER FEE&E / ~ m and from the West Quarter corner of
S oM [ [ e / / S 102/ FLAMING GORGE NATIONAL Section 31, T2N R22E SLB & M
/L — % P " P - 7 J , y; L %
- TNAT28 38, [l o Y Y % / , ) 3 e RECREATIONAL AREA — NATIONAL
LT 7 pfe. WeLL o REMAN / / / / / / / / 5 : FOREST SERVICE NEW PROPERTY DESCRIPTION
v / / / /,/_’\ // / S T ) REMA‘N // / / EX|ST|NG GRAVEL / L//~~~/””/Lﬂ‘\\
S S A <7 PROPANE TANKS T GONNECT NEW / / A Bl / Ny SN
n N/E/WI;DRA“‘(A/GE SN \'_j“"" RESTROOM SEWER/LINE 4 f— EX/IﬁLI(r)JEEPs([JVf;R S = < Commencing at a point located East 794.476
/ / y / N ' / / / A
/. SWALE—~ ’ " L ; YOV / / /TRANSFOR/MER A N 7o feet and North 123.409 feet from the W 14 corner
, g / / / o .
) / /,x / / Y, / / SN 24.\6‘.044 of Section 31, T2N, R22E, SLB & M, thence
/ / ™~ ~ ’ A~ ’
D\VERT E)E;ST Y/ / / / / 7 P / 57/4 N 85731°21.5” E 134.569 feet, thence N 11723°33.8” E
, 27 / / / / / )/ \‘\\ / £ . ~A1°? »
1” WATER’ NEW MAINT. // // / // / // / M // /\ 68.25 feet, to SR—44 R/W line, ﬂ:\enc,e S ”56 01°09.2" E along
LINE STATION MATCH EXISTING ] / / / / / / / ‘\\/ PR/ ‘ R/W line 54.15 feet, thence S 11723°33.8” W 34.125 feet,
L g / / / / N / X4 ~ ’ ” ~ ’ )
| ’ FINISH FLOOR ,/B . / EWISTING GRAVEL  / /NG /ey Py thence S 12702°45” W 411.12 feet, thence S 85731°21.5” W
s / / / // / \g\ / Y / ~ . s
//// 7 4 | PUMP HOUSEBY / // / // // I/ / / N / 23 S 165.75 feet, thence N 4728 38.5° W 224.25 feet, thence
-7 ~_ / Lo \ f / ™ / / + PN ’ 9 . . .
= S \%C\M\EP\ { N [N Ry TS~ o N / / TN / / A N 2475744 E 196.044 feet to the point of beginning.
A& / _ N Sel U= Te—— IS \\\ T~ \\‘~\ T~ \\\ / S // / /
R S - ST - \ ) / = ~ R / ™S/ / /XXP.0.B. Area = 1.99 acres.
& e / 7 ! / / - oo ! ~ / 2
%\:/::\‘“’}5 ‘\;‘ / / / - I’EX'ST. / ) /// /// i St SR . / Sy J/ North /123.409’ //
> 30 / / , ; il -7 e AN N / IS / ,
o Shge® L A e, 4/ __/ SALT '\I Y v / L - PR SIS T % J/ s OLD PROPERTY DESCRIPTION
% )/ / P4/ ! STORAGE/, / - // /// /// /,// /,—-———-___\:\:\\\\\\\\\\:\\\\\ / / \\\\ / J/ /
/ /// // ‘4 \\/I // // // // // // ’/ // \\\ ) N \\\ \\ \\ Il // /\/4\\\ // |/// /// 1 1
S\ S 4 [ A / y NOANML TN / ) A part of the NW 7 SW / Section 31, T2N, R22E, SLB & M.
e / Z , / / Vo / 4 J/ S~ / / ..
,& /o S % S / / / / / EXIST. ooy S Y N~/ / A 150 foot x 160 foot parcel containing 0.551 acres.
N S AN £ / / / / / / DETENTION Y S / L 7NN / / /
| S & 5 / AULT / / | N / , ./
/ '\;' / @% ' . J ABOVt GROUN,D CONV/ / / / / / ' POND I // / P / / // /! \ N / ’ / /
} —"1 ’IQ*"I’(% '. of ‘ /Ol/‘l SKIDS PER STATE/ / // // ,/ |’ I\ ’l // // i ’I 'I / / / / / \\‘\ 4 / /
,I '(jl‘\b ,I II " b // STANDARDs/— /NOTE #/1 // // II : \\ // // / //l I' / / // [/ /// Va /74\\\ /// // /
/ é I, I & /l - SEE SPE‘-CS' FOIR // // / |I : \\\ ///////// // /// /II II’ // /I I // \ /// \\/’/\\ /// ///
A I / { INSTALATION DOCUMENTS/ /- ! \ e g N T (I /N / Y !
/ | [ | | | \\\\ - ///:///////::///// / s , \\\ // // I
/ I Ve / I'I /’I {l’ / ,/ ,’I \\~\\\\ \\“\\‘__\ ///:::::/:///:// //’ // /// //I /’I ‘ / /// / \\7‘,: / / / III
! / I / / ) RN o) R / / / / / > / / NN / / !
’I // /I /I S —— SPHAL B N P ’\ b‘ /// /// ad // // // // // /I _Cd I:P ll l/ // \/ \\\ // / ’I / II
I J o \ S / - —7 J/ ; / / / / S|Tn / / / oS ‘ 1
| / _ / [o}] \ EX\S ~ J —~ i / / 7/ / // // / / _'?‘ o / / /L\\\ / / / !
I/ (/ f_ - _—L‘E‘E OFTO RE‘AA\N J i /////// /// // /// // // // /// /// [ © // // // /l // \\//‘\\ /// //} //I //)
Il S~ ~ “‘/ = P /// - /// // // // // // // // // // }'ﬁ"‘l. \ / /l / // // \\\g /// // / /
N AN = _ - - P -7 / / / / / / / / / / / / / / / 7SS / s // /
I R £ e /// / / / // / / )/ / ,/ / / / ll / / // \‘\/\\ e e il
I/_://’/ :///// - //’/’/,/ ’////// - // // // // / // // // // // // // // / /l // // // \\\\\ / /// ///
’’’’ B - - - ) , / / /I ; , / / / // J/ // // Il ll / / // /‘\\\ /// 7
/ / / / / / / / / / / / / / Seao e
/ / / Ly / / / / / / ! / /;-g\\\\ //// g

—=

~—_ e ——

s ’ / 0 \..0. . . h ' % Z I | / 4 // // /
e // , Vi ~ ‘mwwm&%".". /1 / GATE / I,.'#' /// L// // // / / // // // // / \
’ P | y ’ /! // -

NOTE #1

ALL WORK DONE ON NEW FUEL ISLAND MUST BE COMPLETED BY A
CERTIFIED TANK INSTALLER. CONTRACTOR MUST FOLLOW ALL DEQ & EPA
PROTOCOLS. CONTRACTOR TO INSTALL FUEL ISLAND MONITOR IN OFFICE,
COORDINATE LOCATION WITH OWNER. EQUIPMENT WILL BE PROVIDED BY
UTAH FUEL NETWORK. CONTRACTOR TO PROVIDE ALL NECESSARY
CONDUITS FROM FUEL ISLAND TO MAINTENANCE BUILDING. CONTACT
STEVE CANNING 801-619-7232 OR UTAH FUEL NETWORK
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GENERAL NOTES CLIENT

1. FIELD VERIFY ALL EXISTING CONDITIONS AND THEIR COMPATIBILITY WITH NEW
CONSTRUCTION PRIOR TO THE COMMENCEMENT OF WORK. COORDINATE DISCREPANCIES
WITH ARCHITECT.

2. DO NOT SCALE DRAWINGS.

3. SEE ELECTRICAL DRAWINGS FOR MORE INFORMATION.
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GENERAL NOTES

KEYNOTES

1. FIELD VERIFY ALL EXISTING CONDITIONS AND THEIR COMPATIBILITY WITH NEW
CONSTRUCTION PRIOR TO THE COMMENCEMENT OF WORK. COORDINATE DISCREPANCIES
WITH ARCHITECT.

2. DO NOT SCALE DRAWINGS.

3. SEE STRUCTURAL, MECHANICAL AND ELECTRICAL DRAWINGS FOR MORE
INFORMATION.

4. PROVIDE BACKING BEHIND ALL SURFACE MOUNTED EQUIPMENT AND/OR FIXTURES
PER DETAIL C3/AE401

5. SEE SHEET A1/AE501 FOR WALL TYPES.

6. TWO BOLLARDS REQUIRED PER SECTIONAL DOOR JAMB. ALIGN WITH DOOR JAMB,
SEE DETAILS A2 & B2/AE503.

7. SEE SHEET AE602 FOR WINDOW FRAME TYPES & DETAILS.

8. SEE STRUCTURAL DRAWINGS FOR CONSTRUCTION/CONTROL JOINT LOCATIONS IN
CONCRETE SLAB.

9. ALL DIMENSIONS ARE TO FACE OF WALL, UNLESS NOTED OTHERWISE.

10. COORDINATE LOCATION & SIZE OF CONCRETE PIER WITH THE STRUCTURAL
ENGINEER AND THE METAL BUILDING MANUFACTURER TO MEET ALL ADA
REQUIREMENTS.

11. COLUMNS SHOWN ON PLAN ARE SCHEMATIC ONLY. CONTRACTOR TO GET EXACT
SIZES AND LOCATIONS FROM APPROVED METAL BUILDING SHOP DRAWINGS.

12. PROVIDE 03053.A0 AT ALL CONCRETE CURBS, PIERS, SLABS, STEM WALL ETC.
U.N.O.

13. PROVIDE 03054.A0 OVER ENTIRE FLOOR SLAB AT ROOMS 101, 102 CONCRETE
MEZZANINE & STAIR TREADS & LANDING.

03053.A0
03054.A0
03300.A0
03300.D0
03300.HO
03300.H1
03300.G0
03300.NO
03300.51

05500.J1
05510.HO

06105.R3
06402.C1
06402.H1
06402.P2

08360.A0

10100.CO
10425.A0
10425.B1
10425.C1
10522.A0

12511.A0

13125.C2
13125.L4

15410.D1
15410.E0
15491.C0
15838.A0
15887.A1
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CEILING SYMBOLS REFLECTED CEILING | Rou #——131 CLIENT
TYPE —E
PLAN LEGEND ELEVATION—F VARIES
AF.F.
PAINTED GYP. BD. CEILING TYPE A | EXPOSED STRUCTURE — PAINTED
TYPE B 5/8” GYPSUM BOARD ON METAL SUSPENSION SYSTEM — PAINTED COMVECTING COMMUMTEES
2" x 4 FLUORESCENT LIGHT FIXTURE, SEE ELECT.
DRAWINGS FOR TYPE. STATION #3437A
GENERAL NOTES SR-44 @ M.P. 0.5 %
] 1" x 4’ FLUORESCENT LIGHT FIXTURE GREENDALE UTAH
1. SEE MECHANICAL AND ELECTRICAL DRAWINGS FOR ADDITIONAL LIGHTING AND
| 1" x 8 FLUORESCENT LIGHT FIXTURE DIFFUSER" INFORMATION. DESIGNER
2. CEILING HEIGHT SHOWN IN ROOM TAG INDICATES HEIGHT OF DOMINANT CEILING
RETURN AIR GRILLE - HORIZONTAL FINISH. SEE NOTES FOR ADDITIONAL CEILING FINISH INFORMATION.
(SEE MECH. DRAWINGS)
3. SEE DETAIL B1/AE503 FOR SEISMIC BRACING DETAIL.
SUPPLY AIR GRILLE — HORIZONTAL
(SEE MECH. DRAWINGS) 4. ROOF STRUCTURE NOT SHOWN FOR CLARITY. GROUUP
5. COORDINATE LOCATION OF OVERHEAD DOOR TRACKS WITH LIGHTING FIXTURES TO - - - -
RADIANT HEAT SYSTEM INSURE PROPER OPERATION OF OVERHEAD DOORS. | architecture - planning - design services |
I (SEE MECH. DRAWINGS) 1135 South West Temple, Ste. A
I Salt Lake City, UT 84101
EXHAUST FAN P:(801) 961-7070
z (SEE MECH. DRAWINGS) KEYNOTES F:(801) 961-7373
3 EXIT SIGN 08360.B0 3” HEAVY DUTY OVERHEAD SECTIONAL DOOR TRACK CONSULTANTS
13125.82 STANDING SEAM METAL CANOPY
j] EMERGENCY FLOOD LIGHTS 13125.F0 METAL WALL PANEL
13125.L4 STEEL COLUMN - PRIMED AND PAINTED
O EXTERIOR WALL MOUNTED LIGHTS 13125.R0 INSULATION & VAPOR BARRIER (R-VALUE)
15491.C0 OVERHEAD HOSE REELS
15600.A0 NATURAL GAS RADIANT HEATING SYSTEM
15838.A0 EXHAUST FAN SEE MECHANICAL DRAWINGS
15887.A1 LOUVER WITH BIRD SCREEN
16510.A0 INTERIOR LIGHTS
16520.81 EXTERIOR WALL MOUNTED LIGHTS
16520.82 EXTERIOR WALL MOUNTED FLOOD LIGHTS
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13125.80 STANDING SEAM METAL ROOF (SLOPE 1:12)
13125.B1 STANDING SEAM METAL ROOF RIDGE
13125.B2 STANDING SEAM METAL CANOPY

13125.C0 METAL RAIN GUTTER W/DOWNSPOUTS

GENERAL NOTES

1. FIELD VERIFY ALL EXISTING CONDITIONS AND THEIR COMPATIBILITY WITH NEW
CONSTRUCTION PRIOR TO THE COMMENCEMENT OF WORK. COORDINATE DISCREPANCIES
WITH ARCHITECT.

2, DO NOT SCALE DRAWINGS.

3. SEE, STRUCTURAL, MECHANICAL AND ELECTRICAL DRAWINGS FOR MORE
INFORMATION.

4, SEE SHEET AE201 FOR EXTERIOR FINISH COLORS.
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13125.B0

13125.C1

13125.C2

|/

DRAINAGE SWALE

AWAY FROM

BUILDING

C3

03300.S1

EXTERIOR ELEVATION — SOUTH & e « 2 o

EXTERIOR ELEVATION KEYNOTES

CLIENT

'V
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——

1—= 13125.E3 \

T—

03053.A0 CONCRETE WATER PROOFING ADMIXTURE
03054.A0 OLIOPHOBIC TOPICAL SEALER

03300.C1 FOOTING - SEE STRUCTURAL

03300.D0 CONCRETE PAD

03300.HO FOUNDATION WALL — SEE STRUCTURAL
03300.S1 SPLASH BLOCK

05500.J1 PIPE BOLLARD (DIAMETER) GALV. AND PAINTED

06105.R3  PROTECTION BOARD (THICKNESS)
07901.A0 CONT. SEALANT

08111.80 HOLLOW METAL DOOR

08360.A0 OVERHEAD SECTIONAL DOOR

08520.B0 FIXED ALUM. WINDOW

08520.C0 ALUM. WINDOW WITH SLIDING GLASS PANEL
08521.C0  VINYL WINDOW WITH SLIDING GLASS PANEL

10425.C1  ACCESSIBLE SIGNAGE - SEE DETAIL D3/AES02

13125.80 STANDING SEAM METAL ROOF
13125.B2 STANDING SEAM METAL CANOPY
13125.C1 METAL RAIN GUTTER

13125.C2 DOWNSPOUT

13125.01 METAL DRIP FLASHING
13125.2 PANEL TRIM

13125.E3 RAKE TRIM

13125.E6 WALL CLOSURE

13125.F0 METAL WALL PANEL

13125.F1 METAL WALL FASTENER
13125.F2  BLIND RIVET

13125.G0 METAL FACIA

13125.H1  METAL ANGLE

13125.L4 STEEL COLUMN - PRIMED AND PAINTED
13125.N1  ANCHOR

13125.R0  INSULATION & VAPOR BARRIER (R-VALUE)

15050.A1 MECH. PENETRATIONS
15490.C0 WASTE OIL PIT
15887.A1 LOUVER W/ BIRD SCREEN

16520.B1 EXTERIOR WALL MOUNTED LIGHTS
16520.B2 EXTERIOR WALL MOUNTED FLOOD LIGHTS
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1. FIELD VERIFY ALL EXISTING CONDITIONS AND THEIR COMPATIBILITY WITH NEW
CONSTRUCTION PRIOR TO THE COMMENCEMENT OF WORK. COORDINATE DISCREPANCIES
WITH ARCHITECT. 459082

2. DO NOT SCALE DRAWINGS.

3. SEE SHEET AE602 FOR WINDOW TYPES AND DETAILS.

4. SEE STRUCTURAL, MECHANICAL AND ELECTRICAL DRAWINGS FOR MORE
INFORMATION.

5. EXTERIOR ELEVATION KEYNOTES ARE FOR ALL EXTERIOR ELEVATIONS, THEREFOR
NOT ALL KEYNOTES MAY BE USED ON EACH SHEET.

6. EXTERIOR LIGHTS MUST BE SUPPORTED BY SUITABLE STRUCTURAL BRACING TO BE
PROVIDED BY THE METAL BUILDING MANUFACTURER.
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(13125.F0) METAL WALL PANEL: KYNAR 500 "SAHARA” OR EQUAL

(13125.C2) DOWN SPOUTS: PRE FINISHED TO MATCH METAL WALL PANEL @ GRID 3.
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(08111.A0, BO & 08360.A0) DOORS & FRAMES: KYNAR 500 "BONE WHITE” OR EQUAL
(05500.J1) BOLLARDS: OSHA SAFETY YELLOW

(08520.80) WINDOW FRAMES: KYNAR 500 "BONE WHITE” OR EQUAL
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EXTERIOR ELEVATION KEYNOTES
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PIPE BOLLARD (DIAMETER) GALV. AND PAINTED

PROTECTION BOARD (THICKNESS)
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OVERHEAD SECTIONAL DOOR

FIXED ALUM. WINDOW
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VINYL WINDOW W/SLIDING GLASS PANEL
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STANDING SEAM METAL CANOPY
METAL RAIN GUTTER
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METAL DRIP FLASHING
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METAL WALL PANEL
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INSULATION & VAPOR BARRIER (R-VALUE)
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EXTERIOR WALL MOUNTED LIGHTS
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1. FIELD VERIFY ALL EXISTING CONDITIONS AND THEIR COMPATIBILITY WITH NEW
CONSTRUCTION PRIOR TO THE COMMENCEMENT OF WORK. COORDINATE DISCREPANCIES
WITH ARCHITECT.

2. DO NOT SCALE DRAWINGS.

3. SEE SHEET AE602 FOR WINDOW TYPES AND DETAILS.

4. SEE STRUCTURAL, MECHANICAL AND ELECTRICAL DRAWINGS FOR MORE
INFORMATION.

5. EXTERIOR ELEVATION KEYNOTES ARE FOR ALL EXTERIOR ELEVATIONS, THEREFOR
NOT ALL KEYNOTES MAY BE USED ON EACH SHEET.

6. EXTERIOR LIGHTS MUST BE SUPPORTED BY SUITABLE STRUCTURAL BRACING TO BE
PROVIDED BY THE METAL BUILDING MANUFACTURER.
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BUILDING SECTION KEYNOTES

02200.A0 COMPACTED FILL
02200.B0 GRAVEL BASE

03053.A0 CONCRETE WATER PROOFING ADMIXTURE
03054.A0 OLIOPHOBIC TOPICAL SEALER

03300.B1 CONCRETE SLAB - RE:STRUCTURAL

03300.C1  FOOTING—RE: STRUCTURAL

03300.D0 CONCRETE PAD

03300.G0 CONCRETE OVER METAL DECK - RE:STRUCTURAL
03300.HO FOUNDATION WALL, RE: STRUCTURAL

03300.NO CONCRETE CURB

05310.A1 METAL DECK - RE: STRUCTURAL

05500.J1 PIPE BOLLARD (DIAMETER) GALV. AND PAINTED
05510.H0 CONC. FILLED METAL PAN STAIR

05521.A3 1%” 0.D. PIPE GAURDRAIL — GALVANIZED
05521.83 1%” 0.D. PIPE HANDRAIL — GALVANIZED

06105.R3  PROTECTION BOARD (THICKNESS)
06402.C1  PAINT GRADE WOOD CAP (THICK.)

08360.A0 OVERHEAD SECTIONAL DOOR

08360.B0 3" HEAVY DUTY OVERHEAD SECTIONAL DOOR TRACK
08520.C0 ALUM. WINDOW W/SLIDING GLASS PANEL

08521.C0  VINYL WINDOW W/SLIDING GLASS PANEL

09255.A1 GYPSUM BOARD (THICKNESS)
09255.U1 SUSPENDED CEILING SYSTEM

10800.B1 SEMI-RECESSED PAPER TOWEL DISPENSER & WASTE DISPOSAL
12511.A0 HORIZONTAL LOUVER BLINDS

13125.80 STANDING SEAM METAL ROOF
13125,.B2 STANDING SEAM METAL CANOPY
13125.C1 METAL RAIN GUTTER

13125.C2  DOWNSPOUT

13125.E3 RAKE TRIM

13125.F0 METAL WALL PANEL

13125.J1 STRUCTURAL GIRT — PAINTED
13125.J2 ROOF PURLIN = PAINTED

13125.J3 STRUCTURAL GIRT

13125.L4 STEEL COLUMN — PRIMED & PAINTED
13125.R0 INSULATION & VAPOR BARRIER (R-VALUE)

15410.E0 TRENCH DRAIN
15600.A0 NATURAL GAS RADIANT HEATING SYSTEM
15887.A1 LOUVER W/ BIRD SCREEN

16510.A0 INTERIOR LIGHTS

GENERAL NOTES

1. FIELD VERIFY ALL EXISTING CONDITIONS AND THEIR COMPATIBILITY WITH NEW
CONSTRUCTION PRIOR TO THE COMMENCEMENT OF WORK. COORDINATE DISCREPANCIES

WITH ARCHITECT.
2. DO NOT SCALE DRAWINGS.
3. SEE SHEET AE602 FOR WINDOW TYPES AND DETAILS.

4, SEE STRUCTURAL, MECHANICAL AND ELECTRICAL DRAWINGS FOR MORE
INFORMATION.

5. PROVIDE 03053.A0 AT ALL CONCRETE CURBS, PIERS, SLABS, STEM WALL ETC.

U.N.O.

6. PROVIDE 03054.A0 OVER ENTIRE FLOOR SLAB IN ROOMS 101, AND 102,
CONCRETE MEZZANINE.

7. PAINT ALL EQUIPMENT MOUNTING BARS TO MATCH PROTECTION BOARD COLOR.
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CONCRETE PAD

CONCRETE OVER METAL DECK - RE:STRUCTURAL
FOUNDATION WALL, RE: STRUCTURAL
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METAL DECK - RE: STRUCTURAL
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1. FIELD VERIFY ALL EXISTING CONDITIONS AND THEIR COMPATIBILITY WITH NEW
CONSTRUCTION PRIOR TO THE COMMENCEMENT OF WORK. COORDINATE DISCREPANCIES
WITH ARCHITECT.

2. DO NOT SCALE DRAWINGS.

3. SEE, STRUCTURAL, MECHANICAL AND ELECTRICAL DRAWINGS FOR MORE
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09255.A1 GYPSUM BOARD
09255.H1 METAL STUDS (SIZE, SPACING)
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ANGLE - RE: STRUCTURAL
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13125.E3
13125.F0
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13125.J2
13125.J3
13125.R0

CONCRETE WATER PROOFING ADMIXTURE
OLIOPHOBIC TOPICAL SEALER

CONCRETE OVER METAL DECK - RE:STRUCTURAL
FOUNDATION WALL, RE: STRUCTURAL

CONCRETE CURB

PROTECTION BOARD (THICKNESS)
CONT. SEALANT

GYPSUM BOARD (THICKNESS)
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STANDING SEAM METAL ROOF
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STRUCTURAL GIRT (SEE GENERAL NOTE #4)
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WALL TYPES

AESO1




5

XGD—-AEDTD1AES02

XGD—-AEDTA3AES02

[ OFFiCE/ |
TRAINING - = |

ROOM

\.

5!_0!!

FLOOR LINE

RE: SPECIFICATION — 10425 FOR MORE INFORMATION

B2 | SIGNAGE "A”

09255.A1 (5/8") ——

AES02 | REF. AE502

SCALE: NONE

\

/

06105.R3 (9/16”) 4

10425.A0
RE: B5/AE502

08111.B0

15452 Al——— |

08111.A0

03300.N0 (67
W/03053.A0

AZ | INTERIOR ELEVATION

2!_6”

1 1_3“

DURING THE USE OF A TORCH
OR WELDING DEVICE, A FIRE
EXTINGUISHER SHALL BE
LOCATED NEAR THE
WELDING/CUTTING OPERATION
AND A "FIRE WATCH” PERSON
SHALL OVERSEE OPERATION.

FLOOR LINE

5!_0]!

RE: SPECIFICATION - 10425 FOR MORE INFORMATION

B3 | SIGNAGE ”B”

ENTRY DOOR

2 REQUIRED:
1 INTERIOR MOUNTING
1 EXTERIOR MOUNTING

FLOOR LINE

—

5!_0]!

RE: SPECIFICATION — 10425 FOR INFO.

B4 | SIGNAGE “C”

AES02 | REF. AE101

10-0" F.V.

EQ. EQ.

EQ.

\

A3 | TYP. SHELVING ELEVATION

\—0330.00 (47)

06402.H1 W/ HIGH
PRESSURE LAMINATE -
SEE NOTE 4

SCALE: NONE

AES02 | REF. AE101

7-0" F.V.

EQ. EQ.

?1 0800.DO

SCALE: NONE

\—ogzss.m (5/8”)

LN

| 06105.R3 (9/16”)

—10800.B0
15410.CO

-03300.N0 (6”)
W/03053.A0

\0330.00 (4”)

06402.H1 W/ HIGH
PRESSURE LAMINATE -
SEE NOTE 4

A4 | TYP. SHELVING ELEVATION

AES02 | REF. AE401

1276”0 1’

SCALE: 3/8” = 1’-0"

XGD-AEDTA3AE502

AES02 | REF. AE101

2

SCALE: 1/4” = 1’-0"

XGD—AEDTA4AE502

AES502 | REF. AE101

SCALE: 1/4” = 1’-0"

2! 4’ 8’

XGD—-AEDTA5AE502

KEYNOTES

03053.A0
03300.D0
03300.N0

06105.R3
06402.H1
06402.K0
06402.K3

08111.A0
08111.B0

09255.A1
10425.A0
10800.80
10800.D0
12511.A0

15452.A1

CONCRETE WATER PROOFING ADMIXTURE
CONCRETE PAD
CONCRETE CURB (6")

PROTECTION BOARD (THICKNESS)
ADJUSTABLE SHELVES (FINISH)
BASE UNIT (FINISH)

BASE UNIT WITH DRAWERS (FINISH)

PRESSED METAL FRAME
HOLLOW METAL DOOR

GYPSUM BOARD (THICKNESS)

ROOM SIGNAGE

PAPER TOWEL DISPENSER AND WASTE RECEPTICLE
MOP RACK

HORIZONTAL LOUVER BLINDS

DRINKING FOUNTAIN

GENERAL NOTES

1. FIELD VERIFY ALL EXISTING CONDITIONS AND THEIR COMPATIBILITY WITH NEW
CONSTRUCTION PRIOR TO THE COMMENCEMENT OF WORK. COORDINATE DISCREPANCIES
WITH ARCHITECT.

2, DO NOT SCALE DRAWINGS.

3. SEE SHEET AE602 FOR PLASTIC LAMINATE COLORS.

BATHROOM SIGN -
SIDE OF BATHROOM DOOR IN
HALLWAY - SIGN MUST MEET ALL
ADA REQUIREMENTS

MOUNTED ON 9"

(

-

&1

RESTROOM /

\ N

5’_0”

W, /

8!!

FLOOR LINE

RE: SPECIFICATION — 10425 FOR INFO.

B5 | SIGNAGE ”D”

AES02 | REF. AE101

SCALE: NONE

12511.A0—

z

[ .

|

|
REFRIG |
(OFoI) !
I

|

CENTER 06402.K3 (P. LAM.)
CABINET ON
WINDOW 06402.K0 (P. LAM.)

1 I_g!!

4!_0!! 21_0!!

AS | TRAINING ROOM ELEV.

AES02 | REF. AE101

SCALE: 1/4” = 1’-0"
2! 4! 8!
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SIGNAGE AND
MISC. ELEVATIONS

AES02




4

5

\n

1

/

b

WALL AS SCHED. SEE
WALL TYPES

09255.A2 (5/8”)

07901.A0
09300.D1 (AT TOP)
09300.E1

09255.03 (5/8”)
09300.81

D1|BULLNOSE TILE DETAIL

BASE AS SCHED.

09255.B2

09300.D1
09300.E1
09255.H1

09300.B1
09255.C3
09300.C0

-

09300.G1
09300.G4
03300.B1

(5/87)

(SEE WALL TYPES)

(5/8%)

W/03053.A0

D2 | TILE/TILE BASE DETAIL

XGD—-AEDTD1A503

09255.M2

AE503 | REF. AE401

4!! 3” 2!! 1 ” 0

SCALE: 3" = 1’-0"

2!! 4!! 8!!

09255.A1 (5/8")

09255.H0 (6”x14 GA. TOP
& BOTTOM TRACK)

09678.E1

03300.G0 W/03053.A0
05310.A1

A

|
|
|
|
|
|
|
]|
|
yl
|
|
|
|
|
|
|

C1|CEIL

4

09255.H0
09255.A1 (5/8"

§03054.A0
|
/. v q

)

09255.H1 (3-5/8", 16”)

PROVIDE CROSS
AS REQ’D.

NG

DETAIL

BRACING

XGD—-AEDTD2AES03

AE503 | REF. AE401

8”

6!!

4!! 2” 0

SCALE: 1 1/2” 1’=0"

4”

8”

1!_4”

4K

7k 7 =

NN

<~

06402.H1

(P. LAM. #3)

——06105.L.2

7-0

C2 | SHELVING SECTION

A
1’-6" JLZ\BASE AS SCHEDULED

XGD-AEDTC1AES03

AES03 | REF. AE101

SCALE: 3/4” = 1'-0"

XGD—-AEDTC2AES03

AES03 | REF. AES03

SCALE: 1/2” = 1’-0"

XGD—-AEDTD3AES03

XGD-AEDTD4AE503

06402.C1 (3/4”) OR

c
———09255.A1 (5/8")

APPROVED EQUAL, PAINTED
TO MATCH WALL COLOR

—— 06105.R3 (1/2") PAINTED, SEE

FINISH SCHED.

/_09255.H0 (6”x14 GA. TOP

& BOTTOM TRACK)
—— 09678.E1
——03300.G0 W/03053.A0

05310.A1
/{03054.A0

Z)

4
< a

|

|

|

|

13125.F0 |
\{ |

|

|

|

GENERAL NOTES

|
H%r‘\ 13125.F1 (TYPICAL)

GIRT LINE OR
STRUCTURAL LINE

\
N\

13125.F1 13125.P3

(CONTINUOUS)

13125.F2 (TYPICAL @

8!!

09255.H0 FLASHING LAP)
09255.A1 (5/8”) 13125.68
D3 \ OW PARTITION WALL DTL. ¢ D4 \ CORNER FLASHING DETAIL
AE503 | REF. AE101 SCALE: 3/4” = 1°-0” g AE503 | REF. AE101, AE201, AE202 SCALE: 3” = 1’-0"
12” 8" 4" 0 6-1 2 3 2P 1o »” "

2:_0”

0640281 (4" P.LAM. #1)
[ —06402.P2 (P. LAM. #1)

W/HIGH PRESSURE LAMINATE

3/4” OVERHANG

JUL LK

— 1— t—

3:_011

i L06105.L2

~—T06402.K3 (P. LAM. #2) W/HIGH
PRESSURE LAMINATE

-06402.K3 (P. LAM. #1) W/HIGH
PRESSURE LAMINATE

C3 | BASE CABINET SECTION

06402.B1 (4” P. LAM. #1)

—06402.P2 (P. LAM. #1)
W/HIGH PRESSURE LAMINATE

/7 3/4” OVERHANG

| .

=} %

\— 06402.60 (P. LAM. #2)
W/HIGH PRESSURE LAMINATE

06402.K0 (P. LAM. #1)
W/HIGH PRESSURE LAMINATE
o

06105.L2
/_

A
Lg]

7 -

~

C4 | BASE CABINET SECTION

AES03 | REF. AE402

SCALE: 3/4” = 1’-0"

XGD—-AEDTC4AE503

AES03 | REF. AE402

SCALE: 3/4” = 1’-0"

KEYNOTES

02200.B0
02512.A0

03054.A0
03053.A0
03300.A1
03300.B1
03300.D0
03300.G0
03300.HO
03300.K1
03300.L1

05310.A1
05500.J1

06105.L.2
06105.R3
06402.B1
06402.C1
06402.H1
06402.K0
06402.K3
06402.P2

07901.A0

09255.A1
09255.A2
09255.B2
09255.C3
09255.H0
09255.H1
09255.M2
09255.Q0
09255.R2
09255.51
09255.52
09255.V4
09300.A1
09300.B1
09300.C0
09300.D1
09300.E1
09300.G1
09300.G4
09678.E1

13125.80
13125.C1
13125.C2
13125.C3
13125.D1
13125.D5
13125.E2
13125.E3
13125.E4
13125.E6
13125.E7
13125.E8
13125.F0
13125.F1
13125.F2
13125.F3
13125.H1

GRAVEL BASE
ZERO VOIDS ASPHALT PAVING (THICKNESS)

OLIOPHOBIC TOPICAL SEALER

CONCRETE WATERPROOFING ADMIXTURE

CONCRETE SLAB - ON — GRADE - RE: STRUCTURAL
CONCRETE SLAB - RE: STRUCTURAL

CONCRETE PAD (HEIGHT)

CONCRETE OVER METAL DECK — RE: STRUCTURAL
FOUNDATION WALL, RE: STRUCTURAL

CONCRETE PIPE BASE

30# FELT

METAL DECK - RE: STRUCTURAL
PIPE BOLLARD (DIAMETER) — GALV. & PAINTED

BLOCKING AS REQUIRED

PROTECTION BOARD (THICKNESS)

PLASTIC LAMINATE BACKSLAPSH (HEIGHT)
PAINT GRADE WOOD CAP (THICKNESS)
ADJUSTABLE SHELVES (FINISH)

BASE UNIT (FINISH)

BASE UNIT W/DRAWERS (FINISH)
COUNTERTOP — P. LAM. ON 3/4” PLYWOOD

CONT. SEALANT

GYPSUM BOARD

WATER RESISTANT GYPSUM BOARD (THICKNESS)
TYPE "X” GYPSUM BOARD (THICKNESS)
CEMENT BOARD (THICKNESS)

METAL STUD

METAL STUDS, (SIZE, SPACING)

METAL CORNER BEAD (TYP.)

7/8” METAL FURRING CHANNEL

CHANNEL (SIZE, SPACING)

8 GA. WIRE HANGERS

18 GA. WIRE TIES

VINYL TRIM

FLOOR TILE - SEE FINISH SCHEDULE

WALL TILE - SEE FINISH SCHEDULE

TILE BASE 09300.D1 BULLNOSE TRIM UNIT
BULLNOSE TRIM UNIT

1/2” X 6” TILE TRIM PIECE — SEE FINISH SCHEDULE
MORTAR BED

WATERPROOF MEMBRANE

RUBBER BASE

STANDING SEAM METAL ROOF

METAL RAIN GUTTER

DOWN SPOUT

GUTTER STRAP, INSTALL AT EVERY OTHER PANEL RIB
METAL DRIP FLASHING

RIDGE FLASHING, TO MATCH ROOF PANELS
PANEL TRIM

RAKE TRIM

RAKE SLIDE

WALL CLOSURE

METAL OUTSIDE CLOSURE

CORNER TRIM

METAL WALL PANEL

METAL WALL FASTENER

BLIND RIVET

POP RIVET

METAL ANGLE

128" 4 0 6 2 3 24”18” 12" 6" 0 K 2 s 12 8" 47 0 6 1’ 9 3 128" 4" 0 6 1 2 3’ 13125.H2 HIGH RAKE SUPPORT ANGLE
SPLAY WRE 12 GA R — . E— . . — 13125H4 47 X 4” CONTINUOUS ANGLE
AT 12'-0” 0.C. IN 12 GA. AT 40" | || COMPRESSION BRACE- FULL o CONCRETE FOR 13125.F0 ————+ ( ) 13125.H6 EAVE SUPPORT ANGLE
Eﬁgn EIL-J/;PLE%F 0.C. 1l HEIGHT-TYPICAL £ DRAINAGE 13125.F0 ——F W / 13125.H7  EAVE STRUT
! ] | 13125.J2 ROOF PURLIN - PAINTED
s 05500.J1 (67) 13125.K1 LOW PANEL CLIP
|
| REFLECTIVE v /SEE Ab201 FOR COLOR 13125.E6 @/—zsﬁg-)m : —13125.R0 13125.N1  ANCHOR
| TAPE ' 13125.E6 | / (R-19) 13125.N2  FASTENER (SPACING)
| S ' 03300.L1 13125.F1 \ 13125.P1 DOUBLE BEAD TAPE SEALER
& < _ 13125.F1 A 13125.P2  SEALANT
iy 1] \ 13125.P3 THERMAL BREAK
4\3\‘!; v SLOPE TO DRAIN 06105.R3 \ ‘°§‘$§;,R3 13125.00 METAL VENT
N 0251200 OR (9/16”) (9/167) 13125.01 VENT MATERIAL
q 03300.00 13125.F2 ) ) 13125.R0 INSULATION & VAPOR BARRIER (R-VALUE)
s (WHERE OCCURS) ,—3/4" CHAMFER 43425 9 N 1 07901.A0
1 13125.E2 / 3/4”
e N 0790140 13125.E2 _ CHAMFER
A Lae . 1. FIELD VERIFY ALL EXISTING CONDITIONS AND THEIR COMPATIBILITY WITH NEW
2 I P 4 ! CONSTRUCTION PRIOR TO THE COMMENCEMENT OF WORK. COORDINATE DISCREPANCIES
y 02200.80 N~ “ s WITH ARCHITECT.
o U — o300k 13125.H1 03300.H0 . )
e s : (3125.01 W/03053.A0 13125.H1 v 2. DO NOT SCALE DRAWINGS.
GYP. BD. - 4‘ «4 13125.N1 13125.D1 ag i \4
CEILING = o 13125.N1 03300.HO
g W/03053.A0
g 2 D 2 2
: B1|SEISMIC BRACING DETAIL & B2|EXT. PIPE BOLLARD DTL. & B3|WALL PANEL @ STEM WALL ! B4 |WALL PANEL @ STEM WAL
g AE503 | REF. AE121 SCALE: NONE L AE503 | REF. AE101 & AE301 SCALE: 1/2” = 1’-0" % AE503 | REF. AE202 & AE301 SCALE: 3" = ’=0” I AE503 | REF. AE201 & AE301 SCALE: 3” = 1'-0”
24” 1 8’ 1 2, 6“ 0, 1 ’ 2, 4, 4” 3” 2” 1 ” 0 2” 4” 8” 4” 3” 2” 1 » 0 2” 4” 8”
B N B . B B B
___—ROUND TOP OF 13125.00 13125.N2 (#4) 131252 13125.N2 (@ 24" 0.C.)
CONCRETE FOR ' (#3 4 PER 16” PANEL)
£ DRAINAGE 13125.N2 / 13125.H2
y 8" MAX BB . (#4 @ 6” 0.C.) —“
7 REFLECTIVE " 05500.J1 (67) - 13125.N2 (43 3 13125.P1 1312580
SAFETY L SEE AE201 FOR COLOR 13125.Q1 PER PANEL)
FACE OF WALL AS SCHED. . 1 13125.80
09255.51 o | TAPE - 03300.L1 13125.N2 - 13125.05 1125N2 /'.;/“’/‘//\\ '
09255.V4 ;"_ (#4 @ 24” 0.C.) . (#4 @ 1’-0" 0.C. ! l’
SLOPE TO DRAIN 13125.P1 __HR
” 09255.52 o 13125.67 — 13125.03 z énEi'N%urleN)
03300.A1 W/03053.A0 13125'B0 13125.80 g
—~—1—09255.R2 (1 1/2") & 03054.A0 : ' 13125.H6
(3-6" 0.C. MAX.) v / \ 13125.P1 (CONT.)
o o- : \ 13125.N2 (#1A @ 13125.H4
N . R e T 2-0" 0C.
> ...a — N YN~ 1312501 ) 13125.E3 1312512
/8" J | 13125.N2 (#2B 5 PER 13125.F3 13125.H7 13125.N0
L 09255.A1 g PANEL '
- 02200.80 “ ) ( (@ EACH HIGH RIB) r | (0 12” 0.C.) !
. 09255.Q0 : ' ,
2" 3 (16" 0.C. MAX.) \—03300.K1 13125.P1 (CONT. 13125.F0
MAX ACROSS TOP OF 13125.C1 | =
. 20" 13125.N2 (#1 NUMBER 13125.J2 PANEL) 13125.P2 13125.E4
T0 BE CONFIRMED 13195.2 :
W/DESIGN) '
(ATTACH PER MANUF
REQUIREMENTS)
i AT ‘CEILING DETAIL : A2 ‘ INT. PIPE BOLLARD DTL. . AS ‘ RIDGE VENT DETAIL . A4 ‘ GUTTER DETAIL 2 AD | STARTING RAKE DETAIL
L AE503 | REF. AE502 SCALE: NONE L AE503 | REF. AE101 & AE301 SCALE: 1/2” = 1’-0" X AE503 | REF. AE301 SCALE: 1 1/2” = -0 X AE503 | REF. AE311 SCALE: 3 = 1'-0” L  AE503 | REF. AE311 SCALE: 3” = 1’-0”
24”18’ 12’ 6” 0! 1; 2! 4! 8,, 6,, 4,, 2,, 0 4,, 8,, 1,_4,, 4” 3” 2” 1” 0 2” 4” 8” 411 31! 2:: 1” O 2!! 4,1 8”
I I I . B T T s B N N B BN I .
1 a 2 . 3 . 4 a 5
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1 : 2 o 3 o 4 : 5
KEYNOTES
13125.P3 5 3/4”
. 2" 07901.A0 13125.J3 (CONTINUON 03053.A0 CONCRETE WATER PROOFING ADMIXTURE
06105.RS (9/167) i \ TYPICAL) . 08111.80 p 03054.A0 OLIOPHOBIC TOPICAL SEALER
08111.A0 13125.F0 y 131251 13195.R0 B S P R P D W) 03300.A1 CONCRETE SLAB ON GRADE - RE: STRUCTURAL
N 13125.R0 (R-19) x 2e19) 08111.A0 g 03300.HO FOUNDATION WALL, RE: STRUCTURAL
13125.E6 N—"" ~_ ( \ 03300.H1 CONCRETE PEIR, RE: STRUCTURAL
o ' K\ 08360/C0 08111.00——F —f—==—=—
13125.N2 o 07901.A0 N 06105.R3 PROTECTION BOARD (THICKNESS)
__—07901.A0
J— AN 5125.66 09255.H1 (SEE EACH. SIDE
13125.J3 > : x WALL TYPES) —— 07901.A0 CONT. SEALANT
13125.D6 % L1 "
13125.F1 % 13125.02 A 06105.R3—— A . | 09235.A1 (5/87) 08111.A0 PRESSED METAL FRAME
. ” bl Z
i | o % | o i o oo
(BELOW) / i L____{____OCCURS) 08360.A0 OVERHEAD SECTIONAL DOOR
- N L Zy e 08360.80 3” HEAVY DUTY OVERHEAD SECTIONAL DOOR TRACK
H g ~\ 07901 A0—" | / 08360.C0  WEATHERSTRIPPING
A L : / 08360.00 DOOR GUIDE
I —" \ 13125.£9 08710.A0  THRESHOLD
/ 08111.A 07501.A0 NN NN 08710.80 DOOR SWEEP
13125.R0 (R—19)— e | E. EQ. 13125.H1 A—'
08111.80—" | ¢ (BEYOND) 09255.A1 GYPSUM BOARD (THICKNESS)
13125.F0 08111.80 Z 09255.H1 METAL STUDS (SIZE)
) 08360.50 09300.A1 FLOOR TILE — SEE FINISH SCHEDULE
13125.07 07901.A0 8” ' 09300.B1 WALL TILE-SEE FINISH SCHEDULE
) ' 2 08360.A0 09300.61 MORTAR BED
= i - z = 09300.64 WATERPROOF MEMBRANE
= D2 i D3 - D4
= D1 \ DOOR JAMB DETAIL : \ DOOR HEAD DETAIL SECTIONAL DOOR HEAD DTL. : DOOR JAMB DETAIL 09660.A1  VINYL COMPOSITION TLE
2 8 g g 09660.B1 VINYL TRANSITION STRIP
I . » _ 4_pn” é . n _ qr_qg” Z . n _ q1_qg” % . " _ q1_a»
T ALsof | REF. AE601 SCALE: 3" = 1'-0 g AE6OI | REF. AE601 S “ SCALE.“ 37 = 1'=0 3 AE601 | REF. AE601 SCALE: 3” = 1’-0 3 AE6OT | REF. AE601 SCALE: 3” = 1'=0 1312502 METAL HEAD FLASHING
41’ 3” 2:! 113 0 2» 4» Bn 4 3 2 1 0 2 4 8 4“ 3" 2" 1“ 0 2" 4“ 8" 4” 3” 2” 1” 0 2” 4” 8” 13125.06 DOOR HEAD FLASHING
BN N s 13125.07  JAMB FLASHING
13125.66 WALL CLOSURE
DOOR FRAME
13125.07 13125.67 METAL OUTSIDE CLOSURE
BEYOND @ (@ 13125.69 FRAMED OPENING HEADER
13125.N2 13125.F0 METAL WALL PANEL
—|——MARBLE 13125.F1 METAL WALL FASTENER
THRESHOLD 13125.P2 - 13125.H1 METAL ANGLE
, 131250 (R-19) 13125.J1 STRUCTURAL GIRT — PAINTED
53/4 09300.A1 | 13125.F0 ! 13125.J3 STRUCTURAL GIRT
07901 A0 13125.67 13125.67 13125.N2 FASTENER (SPACING)
09300.61 PAINT TO MATCH \ PAINT TO MATCH 13125.P2  SEALANT
' METAL TRIM T METAL TRIM (S T 13125.P3  THERMAL BREAK
03300.P5 4 27 13125.0 INSULATION & VAPOR BARRIER (R-VALUE)
X
. <
03054.A0 \ 08360.CO 08360‘C°j~ A L : G E N E RA L N OTES
. 4
A <7 .
. < ° 4 1. FIELD VERIFY ALL EXISTING CONDITIONS AND THEIR COMPATIBILITY WITH NEW
o q ‘ 7 | B CONSTRUCTION PRIOR TO THE COMMENCEMENT OF WORK. COORDINATE DISCREPANCIES
.4 4 [ 13195.N2 i — WITH ARCHITECT
gt A \\—06105.R3 R R 4 2. DO NOT SCALE DRAWINGS.
! (9/167) !
08360.A0 L 08360.A0 v 3. SEE SPECIFICATIONS FOR GLAZING SCHEDULE.
09300.G4 £ FV. 13125.J1 & FV.
03300.A1 08360.00 |~ os300H 08360.00 DT e W 4. SEE SPECIFICATIONS FOR DOOR HARDWARE GROUPS
W/03053.A0 W/03053.A0 . W/03053.A0
- — (BELOW) ) AS SCHED.
= C1|MARBLE THRESHOLD DETAIL ¢ C2|SECTIONAL DOOR JAMB DTL.: C3|SECTIONAL DOOR JAMB DTL.
B S 4
L AE6O1 | REF. AE601 SCALE: 3” = 1” =0 &  AE60 | REF. AE601 SCALE: 1 1/2” = 1°-0" g  AE60f | REF. AE601 SCALE: 1 1/2 = 1’-0”
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GENERAL NOTES

1. FIELD VERIFY ALL EXISTING CONDITIONS AND THEIR COMPATIBILITY WITH NEW
CONSTRUCTION PRIOR TO THE COMMENCEMENT OF WORK. COORDINATE
DISCREPANCIES WITH ARCHITECT.

2. DO NOT SCALE DRAWINGS

3. ALL FLASHING TO BE PAINTED TO MATCH WINDOW FRAMES

4. SEE SPECIFICATIONS FOR ALL GLAZING TYPES.

5. ALL INTERIOR WALL AND CEILING FINISHES SHALL BE CLASS C: FLAME SPREAD

76-200; SMOKE-DEVELOPED 0-450. EXCEPTION: MATERIALS, OTHER THAN TEXTILES,
TESTED IN ACCORDANCE WITH SECTION 803.2.

#51858—-SANDRIFT WHITE OR EQUAL

3. 2" x 2" CERAMIC TILE -
DALTILE, KEYSTONES, MEXICAN SAND
SPECKLE W/MAPEI GROUT #05 -
CHAMOIS OR EQUAL

EQUAL

3. 2" x 2" COVED TILE BUILT
UP BASE - DALTILE, #MB5B -
KEYSTONES, MEXICAN SAND
SPECKLE OR EQUAL

3. GYPSUM BOARD — PAINTED BENJAMIN
MOORE #2127-60 — FEATHER GRAY OR EQUAL

4. 4 1/4" x 4 1/4” CERAMIC WALL TILE -
DALTILE #X735 — ALMOND - MATTE FINISH
W/1/2” x 6" FLAT TOP LINER — DALTILE
#K174 — MEXICAN SAND - SEMI-GLOSS FINISH
OR EQUAL W/MAPEI GROUT #39 — IVORY OR
EQUAL

5. METAL BUILDING EXPOSED STRUCTURE -
PAINTED BENJAMIN MOORE - NAVAJO WHITE OR
EQUAL.

WINDSWEPT BRONZE OR EQUAL

3. SHELVING — WILSONART
#D73-60 PEWTER OR EQUAL

1 a 2 . 3 . 4 a 5
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GENERAL STRUCTURAL NOTES

GENERAL

1.

The structural notes are intended to complement the project specifications Specific notes and
details in the drawings shall govern over the structural notes and typical details.

Typical detals and seclions shall apply where specific details are not shown.

The coniractar shall werify all site conditions and dimensions.  If actual conditions differ from
those shown in the contract drawangs, the contractor shall immediately  notify  the
architect’engineer before proceeding with the fabrication or canstruction of any effected elements.
Omigsions or conflicts between the contract drawings and/or specifications shall be brought io the
attention of the architect’engineer before proceeding with any wark involved. In case of conflict,
fﬁlluwthe most stringent requirement as directed by the architect/engineer at no additional cost to
the owner.

The contractor shall submit awritten request to the architect’engineer befare proceeding with any
changes, substitutions or modifications. Any work done by the contractor before receiving writte n
approval will be at the contractor's nisk.

. The contractor shall coordinate with all trades any items that are to be integrated into the

structural system such as openinge, penetrations, mechanical and electrical equipment, eic.
Sizes and locations of mechanical and other equipment that differs from those shown on the
contract drawings shall be reported ta the architectfengineer.

The contractor shall provide adequate shoring and bracing as required for his method of erection.
Shoring and bracing shall remain in place until final connections far the permanent mermbers are
cormnpleted.  The building shall not be considered stable until all connections are completed.
Witalls shall not be considered self-supporting and shall be braced until the flaorroof system is
completed.

Site observations by BHB Consulting Engineers, P.C.'s field representative shall not be construed
as approval of construction procedures nor special inspection.

Detailing and shop drawing production for structural elements will require information (including
dimensions) contained in the architectural, structural andfor other consultants' drawings. The
structural drawings shall be used in comjunction with the architectural and other consultant's
drawings. Some dimensions and elaments such as elevations, depressions, slopes, mechanical
housekeeping pads, etc. are not shown in the structural drawings. Al dirmensions shown on
structural drawings shall be werified by contractor with architectural, mechanical and electrical
drawings.

10. Review of shop drawing submittals by BHE Consulting Engineers, F.C. is for general compliance

only and is not intended for approval. The shop drawing rewiew shall not relieve the contractar
frorm the responsibility of completing the project according to the contract docume nis.

11.Shop drawings rmade from reproductions of the contract drawings will be rejected unless the

contracior signs a release agreement prior to the shop drawings being reviewed.

12.0nly an authorized representatve of BHE Consulting Engineers, F.C. may make changes to

these contract drawings. BHB Consulting Engineers, F.C. shall not be held responsible or liahle
far any claims arizing direcily or indirectly from changes made without written adthonzation by an
authorized representative of BHE Consulting Engineers, P.C.

BASIS OF DESIGN

1. Governing Building Code International Building Code 2006
2. Roof Snow Load
8. Ground Snow Load FPg=73 pef
b. Snow lmportance Factor l- =10
¢, Snow Exposure Coefficient C.=10
d. Thermal Exposure Coefficient  Cy=1.0
g, Roof Snow Load Py=0.7"C. T ™ 157 Py =55 pef plug Snow Drift
3. Mezzanine Floor Loads
a. Dead &4 psf
b, Live 125 pef
4. Seismic Loads
a. Short Period Mapped Spectral Acceleration 55=0.333
b, Soi Site Class B
c. Short Period Site Coefficient F.=1.0
d. 5% Damped Design Spectral Response Acceleration Sps=23FFa* Ss
g Seismic Importance Factor le=100
f. Response Maodification Coefficient R=50
g. Seismic Response Coefficient Co=Sps™ I./R
b W Dead Loads of Structure
i, Building Seismic Design Category ]
] Systermn Owerctrength Factor a0
k. Deflection Amplification Factor a0
| Base Shear W= Cg™ W =0.044 WY (Strength Design)
4. Wind Loads
a. Wind Welocity (3 Second Gust) 90 rrph
b Euposure Type C
¢ Wind Importance Factor 1.00
FOUNDATION

1. Soils Investigation Report: Mone.

2. Soil bearing pressure: 1500 psf. Azgsumed by Crwener.

3. Frost Protection: 48 inches minimum.

4. Clear excavations of debris and lonse soil prior to placing footings. Al footings shall hear on
undisturbed natural sub-grade or engineered compacted fill ag noted inthe =oils report.

EARTHWORK

1. Clearing: The building area shall be stripped of all wvegetation, topsoil and debnis. Following
stripping, a2l fill =0ils and any remaining loose natural =oils shall be excavated to expose
competent natural soils,

2. Proof roll andfor compact the entire building pad area with normal compaction equipment, in the
presence of 2 gualified soils engineer to achiewe, or verify the existence of, zero deflection and
zero flexure.

3. Compacted structural fill. Al fill material shall be a well-graded granular material with a maximum
size less than 3 inches and with not more than 19 percent passing a Mo, 200 sieve. |t shall be
compacted to at least 95 parcent of the maximurm laboratary density as determined by ASTM D
1587 for fill beneath footings and floor slabs, Al Aill shall be tested. Compacted structural fill
shall be placed in lifts not exceading 8 inches in uncompacted thickness.

4. Floor slabs thicknesses shall be required by the plans and underlain by a granualar layer at least
4 inches thick. The granular layer shall have a maximum size less than 1 inch with not more
than 5 percent passing a #200 sieve and shall be compacted to at least 90 percent of the
maximurm laboratory density as determined by A3Thd D 1657

5. Consult the project specifications and soils report for further earthwork reguirerments.

9. Detailing:
a.

CONCRETE

. Materials, unless noted otherwise:

ASTM C 33
ASTM B15 Grade 60 (Fy = 60 ksi)
U=ze Grade 40 (Fy = 40 k=i) for field bent dowels with
spacings indicated reduced by 173,
Deformed Bar Anchors (DBA) ASTM A496
o Admiztures:
i Alrentraining admixtures comgaly with ASTM G 260 fahen used).
i Calcium chlaride shall not be added to the concrate mix.
Type | cament complying with ASTM C-150 shall be used for all concrete.
The water/cement ratios shall meet the requirements of ACI 318,
Provide airentraining as recommended by AC| 218,
Mo aluminum conduit or product containing aluminum or any other material injurious 1o
concrete shall be embedded in concrete.

a. MNormalweight aggregates
b, Reinforcing Steel

L]

S

. Compressive strengths of concrete at 28 davs shall be as follows:

A Footings. .,
b InteriorSlabs on Grade. ... 4,000 psi
B WWaIS .. 4,000 P
d. mormalVWeight concrete over Steel Deck ... 3,500 psi
g AllBIte Concrete ... 4000 psi

L.3,000 psi

~ 5 12" thick (total thickness) normal weight concrete slab shall be poured over the steel deck.

Feinforce slab with 6" » 6" - W2 122 1 welded wire fabric minimum, unless noted otherwise.
Yelded Wire Fabric shall be placed 1" to 1-1/2" below the top of the slab.

a. At contractor's option, the welded wire fabric may be substituted with 100% wirgin
polypropylene synthetic fiber containing no reprocessed olefin materials and specifically
manufactured to an oplimum gradalion for use as concrete secondary reinforcement.
Application shall be 1.5 lbs minimum per cubic yard,

. Only one grade ortype of concrete shall be poured on the site at any given time.
. The contractor shall be responsible for the design, detailing, care, placement and rermov al of all

forrmweork and shaores.
a. Suppotting forms and shoring shall not be removed until structural mermbers have acguired
sufficient strength to safely support their own weight and any construction load to which they
may be subjected. Inno case, however, shall forms and sharing be removed in less than 24
hours after concrete placement.
b. Suspended slabs shall be re-supported after form removal until concrete reaches its28-day
specified cormpressive strength.

. Reinforcement shall have the following concrete cover:

Cast-in-place Concrete: ...............................Clear Cover
a. Castagainst and permanently exposedto earth. ... 3"
b. Formed concrete exposed to earth or weather:

#thru#lobars........ w2
# and smaller bars 1A
c. Concrete not exposed to weather or in contact wath ground:
Slabs, Walls, Joists; #1171 bars and smaller . 34"
Bearns, Colurns: Primary Reinf., Ties, Stirrups, Spirals ... 1-12"

. Construction Joints and Control Joints;

a. Provide a formed and beveled 2 x4 w continuous keyway in all horizontal and wertical
construction joints including between top of footing and foundation walls, unless noted
otherwize, In addition, all joints =hall be intentionally roughened to a full amplitude of
approxirmately 154 inch.

b. Contral joints chall be installed in slabs on grade =0 the length towidth ratio of the slab iz no
maorethan 1.25:1 Control joints shall be completed within 12 hours of concrete placement.
Contral joints ray be installed by:

i Zaw cut @ depth of 1/4 the thickness of the slab
ii.  Tooledjoints a depth of 14 the thickness of the slab

¢, Install construction or controljointsin slabs on grade at a spacing notto exceed 75timesthe
glab thickness in any direction for reinforced =labs, unless noted otherwize. Construction
Joints shall not exceed a distance of 125-0" o.c in any direction.

d. In exposed areas, install construction or control joints in concrete over metal deck at 3
spacing not to exceed 10 feet o/, Coordinate location with architectural drawings.

8. Construction

a. Use chairs or other support devices recommended by the CR3l to support and tie
reinforcement bars and WWWF prior to placing concrete. YWWYF shall be continuously
supported at 36" o.c. maximum. Reinforcing steel for slabs on grade shall be adequately
supported on precast concrete units. Lifting the reinfarcing off the grade during placement of
concrete is not permitted.

b. Concrete to be mechanically consolidated during placement per ACI standards.

c. Contractor shall coordinate placement of all openings, curbs dowels, sleeves, conduts, bolts,
insernts and other embedded iterms prior to concrete placemeant.

d. All embeds and dowels shall be securely tied to forrmwork or to adjacent reinforcing prior to
the placerment of concrate.

g, Mo pipes, ducts, sleewes, etc shall be placed in structural concrete unless specifically detailed
or approved bythe structural engineer. Penetrations through walls when approved shall be
built into the wall prior to concrete placement. Penetrationswill not be allowed in footings or
grade beams unless detailed. Fiping shall be routed around these elements and footings
stepped to avoid piping.

f. Reinforcing Bars shall not be welded. Do not substitute reinforcing barsfor DBAs or HSAS.

Lap splice len gths shall be detailed to cormply with the "Reinfarcing Bar Lap Splice Schedule®
on sheet 3001, Splices maw be made with mechanical splices capable of 125% tension
capacity of the bar being spliced. Mechanical splices shall be the positive connecting type
coupler and shall meet all Uniform Building Code requirerments. Use "Cadweld", "Lernton®
standard Couplers, "Bar-Lock” or equal with internal protectar. If mechanical splices are
used, splices or couplers on adjacent bars shall be staggerad a minimurn of 24" apart along
the longitudinal axis of the reinforcing bars.

b, Atjoints provide reinforcing dowels to match the member reinforcing, urless noted othermise,

At all discontinuous control ar canstruction slab an grade joints, provide 2 - #4 » 48 inches.

Provide corner bars at intersecting wall cormers using the sarme bar size and spacing as the

horizontal wall reinforcing.

g. Allvertical reinfarcing shall be doweled to footings, or to the structure below with the sarme
gize and spacing as the vertical reinfarcing for the element above. Dowels extending into
tootings shall terminate with a 90 degree standard hook and shall extend to within 4" of the
bottorn of the footing. Footing dowels (#3 bars and smaller) with hooksneed not extend more
than 20" into footings.

f. Horizontal wall reinfarcing shall terminate at ends of walls and apenings into the far end of
the jamb colurmn with a 90-degree standard hook plus a6 bar diameter extension. Horizontal
wall reinforcing shall be continuous through conetruction and control joints.

g See detall B2/5601 for reinforcing around miscellaneous openings (8" to 36" wide). For
openings wider than 38", cantact the engineer. Allrecesse = that interrupt reinforcing shall be
reinforced the sarme as an opening.

= n

EPOXY

1.

Epoxy shall be "HIT HY 150 MA" or "HIT RE 500 " by Hilti Corparation, "Anchor-It" by Adhesive
Technology Corpaoration, "Epcaon Injection System” by Ramset/Redhead, "Fower-Fast" by Rawl, or
approved equal.

All drilled hioles shall be 18 inch larger than the bar aranchor balt being installed.

. After drilling the proper size hole, clean the walls and bottam of the hola of all dust and debris using

a nylan brush in conjunction with oil free compresse d air. The hole shall be free of dust, debris and
standing water.

. Followe all manufacturer's recommendations for epoxy installation.

STRUCTURAL STEEL

1.

2.

3.

4

Material:

a. Other shapes & Plates ASTM AT

b. Deforrmed Bar Anchors (DBA]  ASTM A456

c. Buolted Connections: ASTMAIZE

Fabrication and construction shall comply with the latest edition of the following Codes and
Standards:

a. American Institute of Steel Construction (AlSC), "Specification forthe Design, Fabrication and
Erection of Structural Steel for Buildings," with "Corarmertary”.

b AISC "Code of Standard Practice” excluding the following: Section 3.4, Section 4.4, Section
441,

c. AISC "Specification for Structural Jaints Using ASThAS2S or 4490 Bolts”

d. American Welding Society (AWS), StructuralWelding Code (specificiterns do not applywhen
they canflict with the ASC requirements).

g, AIBC "Seismic Provision for Structural Steel Buildings

Yyelding

a. Allwelding and cutting shall be performed by AWS cerified welders

b Use BE-703K or as noted otherwise.

c. All intersectng steel shapes which are not holted shall be connected by a fillet weld all
around, unless noted othenvise. Where fillet weld sizes are not shown they shall be 146"
lessthan the thinnest of the connected parts for thicknesses 14" and larger. Filletwelds on
plates legs than 14" shall be of the same size as the thinnest of the connected part.

d. Reinforcing Bars: Do not weld rebar. Do not substitute reinforcing bars for deformed bar
anchors (DBEAs), machine balts, or headed stud anchors(HSAz).

g. Do notweld anchor bolts, including "tack” welds.

f. Headed Stud Anchors (HSAs) welding and deformed bar anchor welding shall confarmto the
manufacturer's specifications.

Balted Connections:

a. Use ASTM A325M holts for steel to steel connections, as noted herein or as noted on the
drawings. A325M holts shall be uged in cannactions for sirmple span framing and bearn {or
girder) to bearing plate connections. Tiohten bolts to 3 snuo tight condition.

. Usge hardened washers benesath the tumed element of all bolts or nuts. Use hardened
hew eled wash ers, to compensate for the lack of garallelism, where the outerface ofthe bolted
parts has a slope greater thanone in twenty with respectto the plane normal to the bolt axis.
At oversized holes hardened washers or plates shall conform with AS3TM F-436 and shall
cormpletely coverthe siot after installation.

¢, Where a steel to steel beam connection is not shown, provide a standard AISC framed
connection for one half the total uniform load capacity of the beam for the span and steel
specified.

d. Buolts, nuts and washers shall not be reused.

METAL DECKING

e

. Steel deck shall comply with the |atest requirements of the Steel Deck Institute.
. All'deck shall be 3-span continuous minimum. In areaswhere 3-span conditions are not possible,

the contractor shall provide heavier gauge deck a= requiredto provide the equivalent loading ofthe
deck under athree span condition.

All de ck supporting meambers shall be dry before welding.

Crirnp seams before button punching arwelding interlocking seams.

. Wyhere deck is to receive sprayed-on fire proofing, deck shall be coated, as required, with special

paint that will allow the sprayed-on fire proofing to adhere to the de ck.

Steel Floor Deck
a. Steel floor deck shall be 3" deep X 18 gauge minimum Mon-Composite Formlock deck with
interlocking side seams and #10 screves at 8" o ¢ with the following properties:

Minirnum S {infg = 0767
Minimum | (in%g) = 1203
b, Steel deck with & 1/2" thick {owerall thickness) normal weight concrete slab shall have a
rinimum diaphragem shear capacity of 450 [baft. for a 1 deck span.
t. Deck Attachment:
1. Frame Fastening #12 STS @ 354 Pattern.
il Stitch Fastening: (1) #10 5TS perplan.
d. Aftach interlocking seamswith 3/16" &J button punch at 18" o.c., orwith 1 1/2"top seamweld
at 36" o.c. arwith “verco PunchLok Systermat 36" o.c. or with ASC DeltaGrip Sytsernat 3b'odc
Closer spacings may be used to develop minimurn shear requirerments.
e. Provide a 2-inch minimum bearing at supports.

COLDFORMED STEEL

1.
2.

3.

All cold-formed steel chall meet the requirements of "“Specifications for the Design of Cold-Farmed
Steel Structural Members® by Armerican lran and Steel Institute (A 51
Light Gauge Steel Frarming:

a. Galvanized steel must meet the minimurm reg uirerments of AST W A446 Grade D (Fy =50 ksi)
for 12, 14 and 15-gauge and ASTM A445 Grade A (Fy =33 ksi) for 18-gauge and lighter,
Galvanized coalings must meet the ASTMW A5Z5 specification.

b. Follow all manufacturers' recommendations for the use of these producis.

Unless noted otherwise, all welded connections shall be done according to AWS standards.
Allinterior non-bearing steel- stu dwalls that extend abowe the ceiling but do not attach to the
structure above shall be brace with diagonal metal-stud brace s (45 degrees). The Klirratio of
the brace shall not exceed 200 and shall not be spaced futher apart than 10-0" oft,
Connect diaganal braces to the top of the steel stud walls and 1o the top flange of the steel
heams with two #10 tek screwes minimum. Yhere a concrete deck occurs abhove, use two
ponrdder- driven fasteners per diagonal brace. Other approwed methods may be used.
Prefabricated Systarns: Submit cormplete shop drawings and calculations of all elerments for review:
Shop Drawings shall bear the stamp of a Professional Engineer registered in the State of Utah.

o

PREFABRICATED METAL BUILDING

1. The design, fabrication and erection of all prefabricated elements and as=sociated hardware shall
comply with the latest requirerments of the 1IBC, AISC, 5D and AlSL

2. Priorio fabrication and installation of anchor boltg, the metal building supplier hall submit complete
shop drawings and calculations including reactions bearing the stamp of a Registersd Design
Frofessional licensed inthe State of Ltah. Complete caleulations shall be subrritted with the shop
drawings.

3. Do nDt?‘ﬂDdif}i any structural element of the prefabricated metal building without th e written consent
and direction from the manufacturer. Send copies of the consent and modifications to the Architect
and Engineer.

4. The design of the prermanufactured structural roof systern including the steel deck, joists, girders,
columng, and the lateral force resisting system (including rigid frames) is the responsibility of the
pramanufactured metal building supplier. Heferto the prefabricated structural roof systemsupplier's
drawings and calculationsfor the exact gravity roof load values and for the design of the roof and
lateral systems.

SPECIAL INSPECTION AND QUALITY ASSURANCE

Special inspection and quality assurance, as required by section 1704 of the IBC, shall he provided by
an independent agency employed by the owner unless waived by the bulding official. The contractor
shall coordinate and cooperate with the required inspections. All testing and inspection reports shallbe
sent within 24 hours of the test to the architect, engineer and contractar for review. Special inspection
during fabrication is not required if the fabricator is registered and approved to perform such woark with
out special inspection. terns requiring special inspection and guality assurance are;
1. Sails(IBC1704.7)
a. Prior to placement of the prepared fill, the special inspector shall determine that the site
has been prepared in accordance with the =oils repor.
b. During placement and comp action of the fill material, the special inspector shall determine
that the material being used and the maximorn lift thickness cormply with the soils report.
t. The special inspector shall determine that the in-place dry density of the compacted fill
raterial corrplies with the soils repart.
I Continuou s Footing Backfill: A each cormpacted backfill layer, at least one test for each
256 linear feet or less of wall length, but no fewer than 2 tests.
i Spot Footing Backfill: Minirmurn of one compaction test for each Iift for each spot
footing.
d See specg'rﬁn:atinns tor further requirerments.
2. Concrete placerment (1BC Section 1704 4)
a. Continuous special inspection shall be provided
b Cylinders, slump, temperature and air-entrainment shall be done for every 50 cubic yards
or each day's production if less than 50 cubic yards.
¢ See specfications for further concrete testing reguirerments.
3. Baoltz installed in concrete (IBC Section 1704 .4)
a. Allbolts shall be inspected priorto and during concrete place ment.
4. Embeds and Inserts installed in concrete (|BC Section 1704 .4)
a. All embeds and inserts shall be inspected prior to and during concrete placement.
&. Concrete reinforcing steel placement (|EC Zection 1704.4)
a. All Reinforcing shall be inspected prior to concrete placement.
6. Structuralwelding, including steel deck (|BC 1704.3)
a. Periodic special inspection of metal floor prior to concrete placement and roof decks,
b. Periodic special inspection of single pass fillet welds less than or equal to 516"
£. Continuous special inspection of single pass filet welds greater than 5/16" and multi-pass
fillet wrelds.
d. Continuous special inspection of corplete and partial penetration welds.
7. High Strength bolted connections (IBC Zection 1704.33)
a. Periodic special inspection of bearing type connactions.
b, Continuous special inspection of slip crtical connections.  Spedial inspector shal be
present to obseme the pre-installation testing and calibration procadures.
8. Epoxy Anchors(1BC Section 1704.13)
a. Special inspection shall verify all drilled holes' size and depth prior to installation of epoxy
and anchor rad.

DEFERRED SUBMITTALS

For the purpose of this section, deferred subrmittals are defined as per section 106.3.4.2 of the [BC.
Submittal docurents for deferred submittal items shall be submitted to the engineerfarchitect for their
review for general conformance with the design of the building. Deferred structural submittals for this
project are;

1. Prefabricated mletal Building
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FOOTING DESIGNATION SIDEWALKS, ETC.
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6. SEE DETALL C3/S501 AND C4/S501 FOR TYPICAL CONTROL/CONSTRUCTION JOINTS IN
CONCRETE SLAB ON GRADE AND AT SLAB DEPRESSIONS.
e /3231 g 7. SEE DETAL B1/S501 FOR SLAB REINFORCING WHERE CONTROL JOINTS ARE DISCONTINUOUS.
oy 8 SEE DETAL B2/S501 FOR ADDIONAL REINFORCING AT MISCELLANEOUS OPENINGS IN
: CONCRETE wu;s. /
9. SEE DETAL A3/S501 AND A4/S501 FOR ANCHORAGE OF HOUSEKEEPING PADS.
'FNL[(’)'(C)QTEDSE&ON%&E%& MSETTRA:J-CTURAL 10. SEE ARCHITECTURAL DRAWINGS FOR DIMENSIONS TO ALL STEEL COLUMNS.
FLOR DECK. ot oM 11. FOOTING AND CONCRETE PIER SIZES SHOWN ARE AN ESTIMATE OF ACTUAL SIZES. ACTUAL
: SIZES WILL BE PROVIDED AFTER PREFABRICATED METAL BUILDER IS SELECTED. ALL BIDDERS
SHALL PROVIDE UNIT PRICES FOR ADDING OR SUBTRACTING VOLUME OF CONCRETE, WEIGHT
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EI'NMi.:LL BE ABOVE THIS CONCRETE. FOOTING, SEE PLAN AND SCHED A’ 12mMIN... s 1; ME = _mli & _quuuuu### Salt Lake City, Usah 64103
SE PLAN AND SCHED ¥ |N'|’ERRUP'|‘ CONT Fl'G RE'NF _l | |_ ﬁ@ﬁgﬁgﬁgﬁ@ﬁ@ﬁ!ﬁ!ﬁ@ E;x;il: gg‘lbésbiﬁzr?;neers.com
PIPE_PASSES THROUGH FOQTING FOR PASSAGE OF PIPE CONTROL JOINT CONTROL JOINT

— _;-——
CORNER BARS —V

C5 TYPICAL CORNER WALL REINFORCING AT CONCRETE WALLS

CONDITION AT PIPE PARALLEL TO CONCRETE FOOTING CONDITIONS AT PIPE PERPENDICULAR TO FOOTING
c1 C2 [PLAN VIEw] NO SCALE

NO SCALE

2114048-01 1638400

c3)LYPICAL SLAB ON GRADE JOINT DETAILS 04 )JOINT DETAILS AT SLAB DEPRESSIONS

NO SCALE NO SCALE NO SCALE

TRIM_BARS: USE STANDARD HOOKS
6'-8" WALLS - éZ{ 5 BARS éEXTI-ND 40" MIN BEYOND EDGE OF OPENING{ WHERE FULL EMBEDMENT
10°-12" WALLS - (2) #6 BARS (EXTEND 4-0" MIN BEYOND EDGE OF OPENING IS NOT POSSIBLE

WHERE JAMB IS LESS THAN
—— 20", PROVIDE #3 TIES AT ‘7‘
8" 0C.

TRIM BARS ——

CONTROL OR CONSTRUCTION
JOINT

METAL WALL PANEL
BY PRE-MANUFACTURED METAL
BUILDING SUPPLIER 3/4" CHAMFER,

(2) #4 x 4-0" BARS AT EACH CORNER
OF DEPRESSED SLAB WHERE CONTROL/

TRIM BARS 1\

) v
g4 . — e
9

CONSTRUCTION JOINTS DO NOT EXTEND

FROM CORNER SEE ARCH

PROFESSIONAL SEAL
#4 DOWEL x 3'-6”

DEPRESSED CONCRETE

SLAB AT 18" 0C. 24

18”

WALL BEYOND

- A %1l -

@ELEV. = VARIES, SEE ARCH

. CONCRETE WALL,
. = . - = —— — SEE PLAN AND SCHED
RSP * | 1 1=~ 1 , C Fafl .« <+ - 3 CONCRETE SLAB ON
EeLRichon oS MR B ST e[ |l :. N | R . T CONRETE SUBON  Gor S MROh GRADE, SEE PLAN
DO NOT CONTINUE BEYOND INTERSECTION s o.M oPEN " s+ OPEN 111 I+ . A4 o A e e ' 1 / CRADE, SEE TLAN Lo .
' . 1 1 e s j H——H SEEEERN ) 150 | :::EA.. . . = - —— O i ——
CONTROL OR CONSTRUCTION L ' T mH 2 .. RS PY I B »?“\0 Sl Y 4 %o
JOINTS IR & —1[ <7 | | — OPEN 1 | — 11 S § DOWEL TO MATCH VERT —H N By :
i — ———= | = D e . Em — WALL REINF ABOVE \ < #4x3 6" DONEL AT
. . oo r |, - 11 4 ~ . e N P 18" 0.C. ALONG GRIDS
4 L w STEEL COLUMN. SEE S e = LA " e - i L 1K 1 - Ml ETTITI—TTT—1T1— A AND 024”
B = : ce L T . ‘ BhE CONC FOUNDATION WAL,
%)NS#T‘RJCG&O-J&AN}? g(I)IIEngC&‘TTE%/ 7 ' n P A0 S ' Al P ' : L PN 1° gg‘cﬁﬂﬁ Kuogngccﬁzo gl 13'| SEE PLAN AND SCHED ISSUE
FRON CORNERS OF CONCRETE BLOCKOUTS : B L R | A ] . o | =N | — 14k , ,
AT BULDING COLUMNS . % 4 — — = — S e
.. CONCRETE. BLOCKOUT f f = DR IR e I T I CONCRETE FOOTING,
) . ' ' L = I A X Aqt — H. < ] o 4q:
. - o o T[T SEE PLAN AND SCHED
S SINGLE OPENING SIDE-BY-SIDE OPENINGS STACKED OPENINGS %"I.”. — — — ”I % % I'” '”I e ”* I'I |5|
y m AT OPENING IN WALL
@LOCATIONS REQUIRING ADDITIONAL SLAB REINFORCING B2 TYPICAL REINFORCING FOR MISCELLANEOUS OPENINGS LESS THAN 3-0" IN CONCRETE WALLS B4 FOUNDATION WALL DETAIL
[PLAN VIEW] O SEALE WHERE MISCELLANEOUS OPENING WIDTH IS GREATER THAN 3'-0™ WIDE, CONTACT STRUCTURAL ENGINEER. o SCAE W0 SEALE 05/01/07| CONSTRUCTION DOCUMENTS
132097-00 2098688-00 051235501
o D UL VARES, MARK | DATE | DESCRIPTION
_7_ — VETAL STUD WALL. SEE | EXTEROR SUB OR _7_ " o A YL SUD WAL DFCM PROJECT NO: 07002900
STEEL COLUMN BY ' WALL FINISH, SEE ! : STEEL COLUMN BY b L .
gﬁﬁﬁ:@lﬁgﬂw e, "N AND SCHEDULE ARCH EDGE OF WALL ! GRADE, SEE ARCH T gﬁiﬁwl@%ﬁb METAL : : i i SEE PLAN BHB PROJECT NO: 07099
METAL WALL PANEL . (WHERE EXISTS) METAL WALL PANEL W METAL WALL PANEL B Iyl DRAWN BY: CHRIS B.
BY PRE-MANUFACTURED METAL ———— ANCHOR BOLTS ?RAél(';Jrﬁ? Egﬁ%" POWDER ACTUATED i BY PRE-MANUFACTURED METAL ———— 1 ANCHOR BOLTS NETAL BOLONG SUPPLER . :O: WALL FINISH, SEE ARCH CHECKED BY: GERALD M
BULDING SUPPLIER BY PRE-MANUFACTURED  ACTUATED FASTENERS FASTENER AT 6" OC. 4 AT 12" OC. | BULDING SUPPLIER AL BY PRE-MANUFACTURED | | : :
METAL BULDING SUPPLIER AT 6" O.C. EACH WAY ! o METAL BUILDING SUPPLIER | i i SCALE:
! 3/4 CHAMFER, _EPTH OF PER 3/4 CHAMFER, :
sé: oy o N O HOUSEKEEPING PAD — ] séz o I__“ — i i DATE: MAY 1, 2007
ANELEV. = 102'0" CONCRETE PIER, SEE PLAN 3/ WALL-WHERE REQUIRED, ' ANV, = 102-0° b CONCRETE PIER, SEE PLAN Lo
~ U | SN | AND SCHEDULE gég o SERH :L SEE ARCH DRAWINGS e | | A SCHEDULE (1 FISTENER AT 6 0¢
B e | (2) 4 ' BARS. EXTEND 3/4" CHAMFER B i | S (2) 4 U BARS. EXTEND :0: h
T I 6-0" MIN. INTO SLAB . SEE ARCH <TIMITF 6-0° MIN. INTO SLAB | R
| R | B | CONCRETE SLAB ON 2 CLER R | B | -
EXTERIOR SLAB OR A CONCRETE SLAB ON #4 x CONT \ CONCRETE SLAB ON GRADE. SEEPLAN —A———kT CONCRETE SLAB ON 4% |l CONCRETE SLAB ON
GRADE, SEE ARCH > : - | / ,_ GRADE, SEE PLAN / GRADE, SEE PLAN _\ _r .'\ —= — A : g 1B / ,_ GRADE, SEE PLAN EXTERIOR SUB OR N q Lo /_ GRADE, SEE PLAN
BN B e e Tl e A r— — , . I S A ;} o ”G)Av_h | e — GRADE, SEE ARCH e £
‘-'_'El_ﬂﬁﬂﬁl"ja i‘ 1 ;'.4 ,' =" LA Y . oo 1 Eé e A.; - 1=|= 1L i i\ 1 :~4 .. —— K 1 th ___ "wA’q 1
= . - ' ‘4 R ' ‘ . A 4 ) ) L ' ~A . 88 - i A '. ! . : ) R ' : : . ; ’ - 'A . . .
HORIZ WALL REINF dT S m’mﬂc WALL TN, /e AT 2l W@ E HORIZ WALL REINF dT T %’mm WALL Z%%%@%
CONT THRU CONC PIER 1% |5 | [ETITEIT BEYOND, SEE PUN AND 4 DOWELS AT 12° 0C. " —=I[=I= e e et e, e > CONT THRU CONC PIER 15 {SEI]]  BEYOND, SEE PLAN AND N A N ===
C s T === F==—" ooup ALL EDGES. DRILL AND .||£”mF ”Tl lm”_lm”_lmmml_l =i m %oové%s S'T“ |_1|_2 M?Dc e = T === FITE=TTI—TTE=  gauen 3 N .A._|||_|||_|||_
B RVl A EPOXY INTO SLAB ON el ' B RVl B CONC FOUNDATION WALL A R E 2 x 4 BEVELED
CONCRETE FOOTING, o IV R I CONCRETE PIER, g EPOXY INTO SLAB ON CONCRETE FOOTING, N Pk CONCRETE PIER, ' 3 IR -
SEE PLAN AND SCHED P a SEE PN D SCHED  COE W/3" ENBEDNENT GRADE W/3" EMBEDENT L DUIDARD 90 DEGREE e pLAN AND SCHED S P s =3 S PUN AND 'scrEp EE PLAN AND SCHED / I KEYWAY, CONT
z N T FOOTING WIDTH - — 4 ~ . 7 ZI I
1 IR M IR SRR SEE SCHEDULE CONCRETE FOOTING, 1 IPREEESTE MRS R AURRCRN I [ PR A A
[ AR s NS (ISR | o AL AR S . ) 1 it s e A4 L )~ | SHEET TITLE
T ' —m T | T T CONCRETE FOOTING
\ CONCRETE FOOTNG BEX0HD \ CONCRETE FOOTING BEYOND SEE PLAN AND SCHED FOOT' NG
Al STEEL COLUMN BEARING AT CONCRETE PIER/FOOTING A9 THICKENED SLAB FOOTING AT INTERIOR STUD WALL A3 TYPICAL HOUSEKEEPING PAD Al STEEL COLUMN BEARING AT CONCRETE PIER/FOOTING A5 METAL STUD WALL AT FOOTING AND
NO SCALE NO SCALE NO SCALE NO SCALE NO SCALE
051235501 82432-21 051235501 051235501 051235501 FO U N DAT | O N

DETAILS

S501

a
IS
a
IS
4
oY
a
>
[N
a
IS
4
N
AL 4
1 1
A
IS
a
[N
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GEOTEXTILE FABRIC,
SEE SOLLS REPORT

L 1

| w + dMN

CONCRETE FOOTING,
SEE PLAN AND SCHED

ENGINEERED STRUCTURAL
FILL, SEE SOILS REPORT

d (VARIES)
18" MIN

@ENGINEERED STRUCTURAL FILL DETAIL

2114048-02-R

CONCRETE SLAB ON

GRADE, SEE PLAN \

NO SCALE

METAL STUD WAL,

SEE PLAN

CONCRETE CURB, WHERE

OCCURS, SEE A2/S501

v' ]

[

a9,

4

THICKENED EDGE

—&———- SEE SCHEDULE FOR
~ FOOTING THICKNESS

\pey
\
Y

FOOTING SEE PLAN

7
=g
§|51
—

.4

SAN CUT JOINT PER
DETALL C4/S501

@RECESSED SLAB AT FT51.5

f12 AT 127 0.C. TYP

NOTE:  PRETENSION SLACK OUT OF

TRACK T0 STLD TENSION STRAP BEFORE WELDING.
12 GA TRACK
| s osw METAL STUDS, SEE PLAN
» i 12 GA DEEP TRACK (362 T200-97).
T#égg?ﬂolz(ggcccﬂ%? SPLICE PER A4/S502. ATTACH
SECTION A-A / FLOOR DECK PER B5/S502
N
T y =) 4
)Q..
! I
o
A' 2
25 :I =
E OI’ " 5 OI7
28 ' / R B
58 ‘ = g
@B S8
83 2%
g o
A S
33 ~ . 33
=N e
|8 § D)
f
™
\ibll
|
+ == U
/ \VARIES. SEE PLAN
14 GA BOTTOM TRACK 4 \l— 12 GA x 4" WIDE TENSION STRAP.
Fy = 50ksi
A TENSION STRAP BRACE (2) #12 STRAP T0 STLD, TYP
NO SCALE

@NOT USED

s-su£>—[>—

1/4 |% 4 j
T

STEEL CAP PLATE,

SEE COL SCHEDULE

STEEL COLUMN, SEE

PLAN AND SCHEDULE

g2 JLYPICAL STEEL BEAM BEARING AT STEEL COLUMN

I
VA D\

‘B

[, |

BEAM WEB STIFFENER OR
BEAM WEB CONNECTION
PLATE, EACH SIDE

138368-00

PL 12 GA x 88"

IZGATOPTRACK—\
¥

_____ 5
|
I
I
|
I
I
|
TENSION STRAP | !
rod
Igl I
o |
i |
| |
| |
| |
| |
| I
| |
METAL STUD WALL, I .
SEE PLAN : :
| |
- -

NO SCALE

NESTED STUDS AND TRACK

A9 MLENSION STRAP BRACE

051235502

NO SCALE

1.1/2" NON-SHRINK
MATCH SLAB REINF

EXTERIOR SLAB OR

CONCRETE SLAB ON
GRADE, SEE PLAN

11/2" CLEAR

1'=0" MIN.

.. ‘4

#5 AT 16" O.C.

HSSAx3x3/16 (LSV)

v
/ 12

BENT PL 3/16"x3"x3" i

x CONT _T ™~

1" THICK STEEL BASE PL

NO SCALE C4

L6x3.1/2x5/16 WITH

&

C3 SLAB TURNDOWN DETAIL

061235501
5.1/2" CONCRETE
5/16" BENT PLATE WITH OVER METAL DECK
1/2°¢ DBA AT 24° 0.C. 24" MIN
L 3 d
\! SEE ARCH MIN
o i i
-

o

12 GA CONT TRACK : :

| |

| |

o

METAL STUD WALL, : :

SEE PLAN Lo

s

| |

| |

| |

| |

Lo

0

dig il

p3)SlEEL DECK EDGE DETAIL PERPENDICULAR TO WALL

12 GA CONT TRACK

METAL STUD WALL,

051965502

METAL STUD WALL,
SEE PLAN

L4xdx1/4 x 0'-3" WITH
5/8'¢ x 7° EMBED A193
THREADED-ROD WITH HILTI

-]
HSS4xdx1 /4 AT 2l o o
10'-0" 0.C. MAX - TYP .
Ll 7 [ 1/2° w
3/4’6 ANCHOR ROD o i
WTH 12" ENBEDMENT SECTION A
PL 3/16%3°x0'-3"
3 L3x3x1/4 AT MID-
GRADE, SEE ARCH | " HEIGHT OF COLUMN o
:_ El | =] :Mﬁ—l = /6 .
5/8% BOLT 3/
4 #5 AT 16” 0.C. SECTION B
. g '. / 6"
:c' “l4 ‘E'Q. . q 1 .
~ | A I (4) 45 BARS
. v o e QWO .
L CONCRETE WALL SYSTEM £ 9 c
o R EEPE o \ —— BTES A8 0c
a . . -~— Lo oa a
R4 . 4<7 . o ‘4 °
| a “a C a4 N #?X ONT BARS AT | =
. | e ., |E 6" 0.C. EA SIDE
u ‘v ° MO} : ﬂ 44 I
_T . / c d \ vT_ I,-O.
TN S T §5 x CONT BARS AT
36_MN 10" 0.C. TOP AND BOT SECTION C
SEE ARCH 2y LY
NO SCALE
12 STS AT 6° 0.
5.1/2" CONCRETE
OVER METAL DECK

pe)SIEEL DECK EDGE DETAIL PERPENDICULAR TO WALL

5.1/2" CONCRETE

/ OVER METAL DECK
1 — i ﬂ|L

T4 : T
+, . C N 4 < A/ -.A" 3

i
| LA !
L
12 GA CONT TRACK |
[
o
METAL STUD WALL, Lo
SEE PLAN [
R
dlg 11

g5 )SJEEL DECK ON INTERIOR BEARING WALL

NESTED STUDS AND TRACK 19 GAUGE TOP TRACK

NO SCALE NO SCALE

051085502

PL 12 GA x 16" x 0'-3"

PL 12 GA x 88" METAL STUD WALL,

1/8

53 1IENSION STRAP BRACE

051235502

' #12 STS AT 12" 0.C.-

,I_/i STAGGERED

54 LOP TRACK SPLICE DETAIL

NO SCALE NO SCALE

45 M LIPICAL HEADER SECTION
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STEEL COLUMN, SEE PLAN

AND SCHEDULE

PLATE 1/4'x6" x 0'-6"

Al

PLATE 1/4°%6" x 0'-6" I

—

—— STAR STRINGER, SEE ARCH

PLATE 1/4" COLUMN CAP

CONCRETE OVER METAL

/ DECK
]

STAR STRUCTURE, SEE ARCH —\‘=z1

L3x3x1/4 x CONT

STAR STRINGER, SEE ARCH

STEEL COLUMN, SEE PLAN

AND SCHEDULE

\— STAIR STRINGER, SEE ARCH

(2) 3/4" A-325N BOLTS

STAIR LANDING DETAIL

@STEEL COLUMN TO STAIR STRINGER CONNECTION

STAR STRINGER, SEE

ARCH

NO SCALE B2 NO SCALE
DELL

STEEL COLUMN, SEE
PLAN AND SCHEDULE

STEEL BASE PLATE (SEE

|

|

|

|

|

|

|
5/16 : SCHEDULE) ON 1 1/2°

|

|

|

|

|

I
I
I
I
I
I
I
I
: NON-SHRINK GROUT
I
I
I
I
I
|

CONCRETE OVER METAL
DECK

L3x3x1/4 x CONT

STAR STRUCTURE, SEE ARCH

STAIR LANDING DETAIL

B3

PLATE 1/4'x2" x 0'-6"

(2) #12 STS SCREWS

CONCRETE OVER METAL

STEEL COLUMN, SEE PLAN
AND SCHEDULE

PLATE 1/4'x6" x 0"-6"

> ”»

1
\— STAR STRINGER, SEE ARCH
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E%%I{Z;PKN(;I(_)I‘I.B‘:I{? .L{/ ' PLATE 1/4"48" x 0'=6" Nz
— COMCREE SUBON CONRETE SO0 ————— —— et JHR STRMGER, SEE i i
. < a M s R . e I i i B i i PLATE 1/4" COLUMN CAP
BN, « él, TS ( = RGO, e 0006 in (2) BEARNG STUDS AT
TEEy . AL boa } R R Q T — |
THIEED 4 T Jis Il ] I q' - -=4 = . 4@ i i WALL FINISH, SEE ARCH N
BARS Loy wu) B STEEL COLUMN, SEE PLAN : \_
i i AND SCHEDULE | STAR STRINGER, SEE ARCH
CONCRETE FooTNG, "L et SEE ARCH iﬁi : (2) 3/4' A-325N BOLTS
SEE PLAN AND SCHED gl
@TYPICAL STAIR_STRINGER BEARING DETAIL A TYPICAL INTERIOR STEEL COLUMN TO FOOTING DETAIL A3 STAIR STRINGER CONNECTION TO METAL STUD WALL A STEEL COLUMN TO STAIR STRINGER CONNECTION
NO SCALE NO SCALE N0 SCALE NO SCALE
1 - 2 - 3 4 5

S503
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CONCRETE PIER SCHEDULE
REINFORCING

MARK PER SIZE O TYPE COMMENTS
0P1 | 12 x 20 (10) §5 (2) #3 AT 8" 0C. A

P2 | 12 x 18 @) #5 (2) #3 AT 8" 0C. B

P3| 127 x 18 8 #5 (2) #3 AT 8" 0. C

P4 | 17 x 18 (8) #5 (2) #3 AT 8" 0. c

RETE PIER NOTES:

1. INSTALL (3) SETS OF TIES AT 3" O.C. AT TOP OF ALL PIERS (UNO).

2. RUN HORIZONTAL CONCRETE WALL REINFORCING CONTINUOUS THROUGH PIER WHEN PIER IS
POURED MONOLITHICALLY WITH CONCRETE WALL.
3. SEE GENERAL STRUCTURAL NOTES FOR ADDITIONAL REQUIREMENTS.

POUR PIERS MONOLITHICALLY

CONCRETE FOOTING SCHEDULE
REINFORCING CROSSWISE REINFORCING LENGTHWISE

NARK WDTH | 'LENGTH | - DEPTH No. | SIZE | LENGTH | SPACING [ No. | SIZE | LENGTH [ SPACING CONMENTS
F151.5 1'-6" CONT 12° - - - - 2 | #4 | CONT EQ THICKENED SLAB
FC2.0 2-0" CONT 12 - - - - 3 j4 | CONT EQ

FC2.5 7-6" CONT 12" -1 | 2-0 14 3 5 | CONT EQ

FS2.5 7-6" 2-6" 12 3| H [ 20 EQ 3 5 | 2-0 EQ

FS3.0 3-0" 3-0" 12° 31 | 2-6 EQ 3 5 [ 2-6 EQ

FS3.5 3-6" 3-6" 12 3| B[ 30 EQ 3 5 | 3-0° EQ

FS4.0 £-0" £-0" 12" 4 | B[ 3-8 EQ 4 5 [ 3-6 EQ

FS4.5 4-6" £-6" 12" 4 [ 5| 407 £Q 4 5 | 4-0 EQ

FS5.0 5-0" 5-0" 12 5 | 5| 4-6 EQ 5 5 | 4-6" EQ

FS5.5 5-6" 5-6" 12° 5 | 5| 5-0" EQ 9 5 | 5-0 EQ

FS6.0 6-0" | 6-0" 12° 6 | 5| 5-6" EQ 6 5 | 5-6 EQ

FS7.0 7-0" 7-0" 14’ 8 [ #5 [ 6-6 EQ 8 5 | 6-6 EQ

FS7.5 7'-6" 7'-6" 14" 8 | 5 | 7-0" EQ 8 5 | 7-0° EQ

CONCRETE FOOTING NOTES:

CONC

PLACE ALL FOOTING REINFORCING IN THE BOTTOM OF THE FOOTING WITH 3" CLEAR CONCRETE COVER (UNO).

TOP REINFORCING, WHERE OCCURS, SHALL BE PLACED IN THE TOP OF THE FOOTING WITH 2" MINIMUM CONCRETE COVER.
IF FOOTINGS ARE EARTH-FORMED, FOOTINGS SHALL BE 6" LONGER AND WIDER THAN SCHEDULED.
SEE GENERAL STRUCTURAL NOTES FOR ADDITIONAL REQUIREMENTS.
SOME SCHEDULED FOOTINGS MAY NOT BE USED, SEE FOOTING AND FOUNDATION PLAN FOR FOOTING MARKS.

WITH FOUNDATION WALL 4=

_____ N
2

Y 4
A © A

n o % o : ° E L]

| A | '

> < : : . e < :
R il A :
TYPE A’ IYPE B’

CONCRETE PIER SCHEDULE

TYPE "C”
POUR PIERS MONOLITHICALLY

WITH FOUNDATION WALL

@CONCRETE FOOTING SCHEDULE

SCHED_CONC_FTG-C3000-51500

NO SCALE C2 NO SCALE
SCHED_CONC_PER-01
CONCRETE WALL SCHEDULE
REINFORCING
MARK THICKNESS VERTICAL HORIZONTAL TOP AND BOTTOM WALL TYPE COMMENTS
cw-1 12" I5 AT 16" 0.C. EF. b4 AT 12" 0.C. EF. (2) 5 C
CW-2 12" b4 AT 18" 0C. EF. b4 AT 12° 0C. EF. (2) 4 C
CW-3 12" l4 AT 18" 0.C. EF. l4 AT 12° 0.C. EF. (2) 4 C
Ch-4 17" J4 AT 18" 0OC. 74 AT 12° 0. (1) f A | ABV. ELEV. 10007
20" #4 AT 18" 0.C. EF. #4 AT 12° 0C. EF. (2) #4 C BELOW ELEV. 100'-0"
CW-5 g 74 AT 18" OC. 74 AT 12 OC. (1) f A | ABV. ELEV. 10007
16" J4 AT 18" OC. EF. J4 AT 12° OC. EF. (2) § C | BELOW ELEV. 100—0°
CW-6 3 74 AT 18" OC. 74 AT 17 OC. (1) 4 A
CW-7 8" #5 AT 15" 0.C. #4 AT 12" 0.C. (1) 5 B
e L F 1 BN pAIL O s : CONCRETE REINFORCING BAR LAP SPLICE SCHEDULE
RETE F \ll TES: REVIATIONS: - - - - - - > -
?.ONC SETEE eé’»i’s'}% (S);‘RJJCATII&REI? r%res FOR ADDIONAL REQUIREMENTS. f:BFB NEQCI-(I)N FSACE fc = 3000psi fc = 4000psi fc = 5000psi fc = 6000psi
2. CONCRETE FOUNDATION WALLS NOT DESIGNATED ON PLANS SHALL BE REINFORCED AS FOLLOWS: IF.  INSIDE FACE BAR SIZE REGULAR TOP REGULAR TOP REGULAR T0P REGULAR TOP
ok S Hor SEINFORC] 0.F. OUTSIDE FACE CLASS CLASS CLASS CLASS CLASS CLASS CLASS CLASS
HGOES RO TR HORIOAL RENFGRCNG B O O N
g 4 BARS AT 18" 0.C. 4 BARS AT 12" O.C.
10" 4 BARS AT 16” 0.C. 5 BARS AT 15” 0. 4 177 | 27 | 22 | %8 [ 15 |19 | 9] 5 [ 13 |7 |7 |22 |12 | 16 | 16 | of
12" 4 BARS AT 18" 0.C. EF. 4 BARS AT 16" 0.C. EF. #5 27" 7 27 3% 18" 24 24" kil 16" 27° 21° 7 15" 19° 19" 2%’
6 27" 36" 36" 46" 2%" 3" 3" 40" 27" 28" 28" 36" 20" 25" 25" 33
! il f7 ki 48" 48" 63" 32" 47" 47" 54" 29" 38" 38" 49" 27" % 34" 4
HALL RENFORUING PLACEMENT TYPES: % g 8 49" 64" 64" 82" 42" 55" 55" n’ 38" 49" 49" 64" 35" 45 45" 58"
(: 3 . . . FQ 62" 80" 80" 104" 54" 70" 70" 90" 48" 62" 62" 81" 4 57" 57" 74"
] ) 4 v ) ' #10 78" 102" 102" 132" 68" 88" 88" 115" | 61" 79" 79" 102" 56" 72" 72" 94"
‘ n o ° L o #11 96" 125" | 125" | 162" 83" 108" 108" | 141" | 76" 97" 97 126" 68" 88" 88" 115"
“ | VERTICAL . e VERTICAL 4
L REINFORCING .'4' . REINFORCING 4
< . C 4 RETE REINFORCI PLI :
A4 A ke — 1— e —\| f. THIS SCHEDULE SHALL BE USED FOR ALL BAR SPLICES IN CONCRETE WALLS, UNLESS NOTED OTHERWISE.
. 8 \ PR : 7 = 2. CLASS ’A’ SPLICES MAY BE USED ONLY IN CASES WHERE 50% OR LESS OF THE BARS ARE SPLICED WITHIN THE LAP SPLICE LENGTH.
- J é - 3 3NC) k B 3. CLASS 'B’ SPLICES SHALL BE USED FOR ALL SPLICES UNLESS THE REQUIREMENTS OF NOTE No. 2 ABOVE ARE MET.
- . N L, 4. TIES AND STIRRUPS SHALL NOT BE SPLICED.
v 4 4 5. SPLICES FOR BUNDLED BARS:
a. FOR BUNDLED BARS OF THREE OR LESS, LAP SPLICE LENGTHS SHALL BE MULTIPLIED BY 1.2.
TYPE ‘A TYPE 'B' TYPE 'C’ TYPE D' b.  FOR BUNDLED BARS OF FOUR OR MORE, LAP SPLICE LENGTHS SHALL BE MULTIPLIED BY 1.33.
c. INDIVIDUAL BAR SPLICES WITHIN A BUNDLE SHALL NOT OVERLAP.
d.  ENTIRE BUNDLES SHALL NOT BE LAP SPLICED.
6. FOR ALL LIGHTWEIGHT CONCRETE, LAP LENGTHS SHALL BE MULTIPLIED BY 1.3.
7. FOR ALL EPOXY COATED BARS, LAP LENGTHS SHALL BE MULTIPLIED BY 1.3 FOR TOP BARS AND 1.5 FOR REGULAR BARS.
8. TOP BARS ARE CLASSIFIED AS HORIZONTAL BARS WHERE 12°, OR MORE, OF FRESH CONCRETE IS CAST BELOW THE REINFORCING BAR.
9.  SEE GENERAL STRUCTURAL NOTES FOR ADDITIONAL REQUIREMENTS.
CONCRETE REINFORCING BAR LAP SPLICE SCHEDULE
NO SCALE A2 NO SCALE

@CONCRETE WALL SCHEDULE

SCHED_CONC_WALL-01

SCHED_CONC_REINF-01

EPOXY DOWEL EMBED SCHEDULE

SEE GENERAL STRUCTURAL

NOTES FOR BAR LAP
/ REQUIREMENTS

MINIMUM EMBEDMENT INTO

DONEL SZE EXISTING CONCRETE
m 6 1/2
5 717
5 10
7 T
i ey

TYPICAL WALL/FOOTING

K REINFORCING

NEW DOWEL TO MATCH WALL/FTG
REINF. EPOXY WITH *ANCHOR-TT' BY
ADHESIVE TECHNOLOGY CORP. OR
EPCON INJECTION SYSTEM' BY
RAMSET/REDHEAD

HOLE DIAMETER = BAR DIAMETER +
1/8". AFTER DRILLING, BLOW HOLE
CLEAN WITH OIL FREE COMPRESSED

AR. FOLLOW MANUFACTURERS
RECOMMENDATIONS FOR EPOXY

SCHED_MAS_WALL-01

INSTALLATION
@ NO SCALE
MARK SIZE STEEL BASE PLATE STEEL CAP PLATE COMMENTS
SC-1 HSS3x3x1/4 1/2 (SBP-1) 1/2° (SCP-1)
SC-2 HSS3x3x1/4 1/2 (SBP-2) 1/2 (ScP-1)
SC-3 HSS3x3x1/4 1/2° (5BP-3) 1/4" SEE DETAL B1/5503
SC-4 HSS3x3x1/4 1/2° (5P-1) 1/4" SEE DETAIL A4/S503
STEEL COLUMN NOTES:
. UNLESS NOTED OTHERWISE, ALL COLUMNS SHALL BE INSTALLED WITH (4) 3/4° ANCHOR BOLTS WITH 3 MINIMUM HOOKS.
PROJECT ANCHOR BOLTS 3" MINIMUM ABOVE THE TOP OF THE BASE PLATE. EMBEDMENT SHALL BE 9" MINMUM. ALL
BOLTS SHALL BE INSTALLED WITH HARDENED WASHERS BENEATH THE NUT. ANY BOLT HOLES LARGER THAN THE BOLT
DIAMETER PLUS 5/16" SHALL HAVE 5/16" PLATE WASHERS INSTALLED BENEATH THE HARDENED WASHERS.
2. AL CAP PLATE BOLTS SHALL BE 3/4'¢ A325N BOLTS, TYPICAL UNLESS NOTED OTHERWISE.
3. ANCHOR BOLTS SHALL NOT BE WELDED (INCLUDING TACK WELDS).
4, SEE GENERAL STRUCTURAL NOTES FOR ADDITIONAL REQUIREMENTS.
lwr
STEEL BASE PLATE TYPES: ol el W . el be e
] _T 1— 8 STEEL CAP PLATE TYPES: .- o’
BASE PLATE_LEGEND p
co = 1/2° MINNUN °_° 2 c = 1/7 MINMUM
ed = 1”1/2 MINIMUM g g ed = 1 1/2° MINIMUM
be = 3" MINIMUM _— - L,, - bc = BEAM OR GIRDER GAGE
o o o | —F N = BEAM OR GRDER GAGE + 3"
: N R
8 3 BEAM OR GIRDER WIDTH + 1 ‘s
R -
BASE PLATE SBP-1 BASE PLATE SBP-2 COLUMN WIDTH + 1 CAP PLATE SCP-1

'ed'

BASE PLATE SBP-3

WHICHEVER IS GREATER

53 )2IEEL COLUMN SCHEDULE

SCHED_STL,_COL-01

NO SCALE

CLIENT

\ COWECTIMG COMAMUVITES
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Salt Lake City, UT 84101
P:(801) 961-7070
F:(801) 961-7373
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"Engineering Results"

BHB Consulting Engineers

A Professional Corporation

244 West 300 North

Suite 202
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Phone: 801.355.5656
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SYMBOL SCHEDULE

FURNACE

GENERAL NOTES CONTINVED

GENERAL NOTES

SPECIFIED MECHANICAL EQUIPMENT
(SEE SCHEDULE)

SPECIFIED REGISTER OR GRILLE & DESIEN
CFM (SEE SCHEDULE)

MARK

MANUFACTURER
CATALOG No.

CFM| INPUT BTU

OUTPUT BTU| V

PHASE | HP | SP. | RPM | DRIVE

FILTER

o17E NOTES

&

TRANE

#TUX1BOSOAA421A

1000

&0000 14000

115

172 05 1075 | DIRECT 14"X20"X1" (1)

REFERENCE TO GENERAL NOTES FOR
CLARIFICATION

(1) AFUE - 93; R-22; PROVIDE W/TXCOS0C4HPD EVAPORATOR; CONCENTRIC VENT KIT, CONDENSER, EVAPORATOR AND FURNACE BY SAME
MANJFACTURER; PROPANE.

DUCTNORK INSIDE DIMENSION (ROUND)

DUCTWORK. INSIDE DIMENSIONS
(RECTANGULAR - WIDTH/HEIGHT)

SUPPLY AIR TOWARDS

SUPPLY AIR ANWAY

RETURN AIR OR EXHAUST AIR TOWARDS

RETURN AIR OR EXHAUST AIR ANWAY

DIRECTION OF AIR FLOW

REFRIGERATION PIPE SIZE (SUCTION)

REFRIGERATION PIPE SIZE (LIQUID)

CEILING GRILLE

VOLUME DAMPER

FIRE DAMPER

SMOKE DETECTOR

UNDERCUT DOOR

'SENSOR

THERMOSTAT

SWITCH

EXHAUST FAN SCHEDULE

MARK

SERVES

STATIC

e FPRESS.

HP

RPFM| V

PHASE | SONES | WEIGHT

MAKE ¢ MODEL NOTES

@ RESTROOM

120 0.15 |50W

1200 | 120

1.7 22 COOK #&C-240 (4) (5) (6)

@ VEHICLE SVC BAY

6000 025 1.0

814 | 208

166 294 COOK XLP 30

(1)(2)(3) (1) (&) (4)

(1) PROVIDE WALL FAN AS PACKAGED UNIT

(2) CONTROL WITH CARBON MONOXIDE DETECTOR THROUEH ON/AUTO SIWITCH

(3) INNER LOCK LOUVER MOTOR WITH FAN MOTOR
(4) CEILING ERILLE

(5) COOK WCA-2 WALL CAP AND DAMPER

(6) CONTROL WITH MOTION DETECTOR

(T) INTEGRAL EXHAUST SHUTTER

(&) MOTORIZED INLET LOUVER. INTERLOCK LOUVER WITH FAN MOTOR SEE
PLANS FOR LOCATION

(4) SAFETY INLET SCREEN

24.

25.

26.

27,

28.

24.

ALL ROOF MOUNTED EQUIPMENT CURBS FOR EQUIPMENT PROVIDED BY
THE MECHANICAL CONTRACTOR SHALL BE FURNISHED BY THE
MECHANICAL CONTRACTOR AND INSTALLED BY THE GENERAL
CONTRACTOR.

LOCATIONS AND SIZES OF ALL FLOOR, WALL, AND ROOF OPENINGS
SHALL BE COORDINATED WITH ALL OTHER TRADES INVOLVED.

ALL OPENINGS IN FIRE WALLS DUE TO DUCTWORK, PIPING, CONDUIT,
ETC. SHALL BE FIRE STOPPED WITH A PRODUCT SIMILAR TO 2M OR
APPROVED EQUAL.

ALL AIR CONDITIONING CONDENSATE DRAIN LINES FROM EACH AIR
HANDLING UNIT AND ROOFTOP UNIT SHALL BE PIPED FULL SIZE OF THE
UNIT DRAIN CUTLET, WITH "P" TRAP, AND PIPED TO NEAREST DRAIN. SEE
DETAILS SHOWN ON THE DRAWINGS OR THE CONTRACT SPECIFICATIONS
FOR DEPTH OF AIR CONDITIONING CONDENSATE TRAP.

REFER TO TYPICAL: DETAILS FOR DUCTHORK, PIFING, AND EQUIPMENT
INSTALLATION.

DO NOT INSTALL EXPOSED PIPING ABOVE OR WITHIN THE CODE
REQUIRED WORKING CLEARANCES OF ANY ELECTRICAL PANEL BOARD
OR SWITCH EEAR (30" WIDE OR THE WIDTH OF THE PANEL, WHICHEVER

15 GREATER AND 36" IN FRONT - FLOOR TO CEILING.,) COORDINATE
WITH ELECTRICAL CONTRACTOR,

CONDENSING UNIT SCHEDULE

MARK

MANUFACTURER | SEN.| AMB.
CATALOG No, | MBH | TEMP,

\ PHASE

SUCTION

TEMP. NOTES

MCA |MOCP | FLA | SEER

&

TRANE

¥2TTB3024A100

14.4 96

208/230 1

12 20 2.1 13 45 (1)

(1) PROVIDE WITH FUSED DISCONNECT, CONNECT TO EVAPORATOR COIL IN F-1, ANTI-SHORT CYCLE, PROGRAMMABELE THERMOSTAT, HIGH/LOW
PRESSURE SWITCH, FACTORY INSTALLED ACCUMULATOR, CRANKCASE HEATER, LOW AMBIENT COOLING, CONDENSER, EVAPORATOR AND FURNACE
BY SAME MANUFACTURER.

GAS-FIRED RADIANT HEATERS

MODEL
MARK | MANUFACTURER

INPUT BTUH

UNIT WEIGHT

AFUE GAS FLUE
RATING CONNECTION | ELEC. REQ. | AMPS | siZE | REMARKS

/B\ | ROBERTS GORDON 20000
°

CO-RAY-YAC #B-10

35

&0% 172" 120/1/60 1.0 4'9 (1) (2) (3)

(VPN
(1) ROBERTS GORDON #EP-100 VACUUM PUMF’ . 1/3HP, 120 VOLT; PROVIDE FRESH AIR INTAKE; T-DAY PROGRAMMABLE
THERMOSTAT; HEAT TREATED ALUMIZED STEEL TUBE AND POLISHED ALUMINUM REFLECTOR; PROPANE GAS.
(2) 7 DAY PROGRAMMING THERMOSTAT.
(3) PROVIDE ULTRA RAYVAC CONTROLLER 120V/20A.

RECISTER, LOUVER ¢ GRILLE SCHEDULE

MARK

TYPE

NECK/SIZE

SERVICE

MAX NOMINAL

CPM | SIZE REMARKS

CEILING DIFFUSER

6'¢

SUPPLY 176 12X12

PRICE #2CDA (1) (3) (4)

CEILING DIFFUSER

"9

SUPPLY 250 24X24

PRICE #SCDA (2) (3) (4)

NOT USED

RETURN EGRILLE

12" X 12"

RETURN 630 12X12

PRICE #50D

TRANSFER GRILLE

12" X 12"

TRANSFER NA, 12X12 PRICE #&0D

Sgc00e

INLET LOUVER

45" X 66"

TRANSFER NA. 40Xbb RUSKIN ELC-445D (5)

(1) 12" X 12" FACE MODULE.
(2) 24" X 24" FACE MODULE.

(3) 3 CONCENTRIC CONES,
(4) SET FOR HORIZONTAL DISCHARGE.

(5) PROVIDE WITH TWO ACTUATORS
NO. €6D221, 115V, 150VA RUNNING,
10 VA HOLDING.

10.

1.

13.

15.

18.

14.

20.

21.

22,

23.

PROVIDE ALL MATERIALS AND EQUIPMENT AND PERFORM ALL LABOR
REQUIRED TO INSTALL COMPLETE AND OPERABLE MECHANICAL
SYSTEMS AS INDICATED ON THE DRANWINGS, AS SPECIFIED AND AS
REQUIRED BY CODE.

CONTRACT DOCUMENT DRAWINES FOR MECHANICAL WORK (HVAC AND

PLUMBING) ARE DIAGRAMMATIC AND ARE INTENDED TO CONVEY
SCOPE AND GENERAL ARRANSEMENT ONLY.

INSTALL ALL MECHANICAL EQUIFPMENT AND APFURTENANCES IN
ACCORDANCE WITH MANUFACTURERS' RECOMMENDATIONS, CONTRACT
DOCUMENTS, AND APPLICABLE CODES AND REGULATIONS.

PROVIDE VIBRATION ISOLATION FOR ALL MECHANICAL EQUIPMENT TO
PREVENT TRANSMISSION OF VIBRATION TO BUILDING STRUCTURE.

PROVIDE VIBRATION [SOLATORS FOR ALL FPIFING SUPPORTS
CONNECTED TO AND WITHIN 50 FEET OF ISOLATED EQUIPMENT (EXCEPT
AT BASE ELBOW SUPPORTS AND ANCHOR POINTS) THROUSHOUT
MECHANICAL EQUIPMENT ROOMS.

THE LOCATION OF EXISTING UNDERGROUND UTILITIES IS SHOWN IN AN
APPROXIMATE WAY ONLY. THE CONTRACTOR SHALL DETERMINE THE
EXACT LOCATION OF ALL EXISTING UTILITIES BEFORE COMMENCING
WORK. THE CONTRACTOR SHALL PAY FOR AND REPAIR ALL DAMAGES
CAUSED BY FAILURE TO EXACTLY LOCATE AND PRESERVE ANY AND
ALL UNDERGROUND UTILITIES UNLESS OTHERWISE INDICATED.

COORDINATE CONSTRUCTION OF ALL MECHANICAL WORK WITH
ARCHITECTURAL, STRUCTURAL, CIVIL, ELECTRICAL WORK, ETC., SHOWN
ON OTHER CONTRACT DOCUMENT DRAWINGS.

MAINTAIN A MINIMUM OF 6'-&" CLLEARANCE TO UNDERSIDE OF PIFES,
DUCTS, CONDUITS, SUSPENDED EQUIPMENT, ETC., THROUEHOUT ACCESS
ROUTES IN MECHANICAL ROOMS.

ALL TESTS SHALL BE COMPLETED BEFORE ANY MECHANICAL
EQUIPMENT OR PIPING INSULATION [S APPLIED.

LOCATE ALL TEMPERATURE, PRESSURE, AND FLOW MEASURING DEVICES
IN ACCESSIBLE LOCATIONS WITH STRAIGHT SECTION OF PIPE OR DUCT
UP- AND DONWNSTREAM AS RECOMMENDED BY THE MANUFACTURER FOR
GO0D ACCURACY.

TESTING, ADJJSTING, AND BALANCING AGENCY SHALL BE A MEMBER OF
THE ASSOCIATED AIR BALANCE COUNCIL (AABC) OR THE NATIONAL
ENVIRONMENTAL BALANCING BUREAU (NEBB). TESTING, ADJSTING, AND
BALANCING SHALL BE PERFORMED IN ACCORDANCE WITH THE AABC
STANDARDS.

WHERE TWO OR MORE ITEMS OF THE SAME TYPE OF EQUIPMENT ARE
REQUIRED, THE PRODUCT OF ONE MANUFACTURER SHALL BE USED.

REINFORCEMENT, DETAILING, AND PLACEMENT OF CONCRETE SHALL
CONFORM TO ASTM 315 AND ACIL 318. CONCRETE SHALL CONFORM TO
ASTM C94. CONCRETE WORK SHALL CONFORM TO ACI 318, PART
ENTITLED "CONSTRUCTION REQUIREMENTS." COMPRESSIVE STRENGTH IN
25 DAYS SHALL BE 3000 P3L. TOTAL AIR CONTENT OF EXTERIOR
CONCRETE SHALL BE BETWEEN 5 AND 7 PERCENT BY VOLUME. SLUMP
SHALL BE BETWEEN 3 AND 4 INCHES. CONCRETE SHALL BE CURED FOR
T DAYS AFTER PLACEMENT.

COORDINATE ALL EQUIPMENT CONNECTIONS WITH MANUFACTURERS'
CERTIFIED DRAWINGS. COORDINATE AND PROVIDE ALL DUCT AND
PIPING TRANSITIONS REQUIRED FOR FINAL EQUIPMENT CONNECTIONS TG
FURNISHED EQUIPMENT. FIELD VERIFY AND COORDINATE ALL DUCT AND
FIPING DIMENSIONS BEFORE FABRICATION.

ALL CONTROL WIRE AND CONDUIT SHALL COMPLY WITH THE NATIONAL
ELECTRIC CODE AND DIVISION 16 OF THE SPECIFICATION.

CONCRETE HOUSEKEEPING PADS TO SUIT MECHANICAL EGQUIPMENT
SHALL BE SIZED AND LOCATED BY THE MECHANICAL CONTRACTOR.
MINIMUM CONCRETE PAD THICKNESS SHALL BE 6 INCHES. PAD SHALL
EXTEND BEYOND THE EQUIPMENT A MINIMUM OF & INCHES ON EACH
SIDE. CONCRETE HOUSEKEEPING PADS SHALL BE PROVIDED BY THE
GENERAL CONTRACTOR, IT SHALL BE THE RESPONSIBILITY OF THE
MECHANICAL CONTRACTOR TO COORDINATE SIZE AND LOCATION OF
CONCRETE HOUSEKEEPING PADS WITH GENERAL CONTRACTOR.

WHEN MECHANICAL WORK (HVAC, PLUMBING, SHEET METAL, FIRE
PROTECTION, ETC.) 1S SUBCONTRACTED, IT SHALL BE THE MECHANICAL
CONTRACTOR'S RESPONSIBILITY TO COORDINATE SUBCONTRACTORS
AND THE ASSOCIATED CONTRACTS. WHEN DISCREPANCIES ARISE
PERTAINING TO WHICH CONTRACTOR PROVIDES A PARTICULAR ITEM OF
THE MECHANICAL CONTRACT OR WHICH CONTRACTOR PROVIDES FINAL
CONNECTION FOR A PARTICULAR ITEM OF THE MECHANICAL CONTRACT,
IT SHALL BE BROUGHT TO THE ATTENTION OF THE MECHANICAL
CONTRACTOR, WHOSE DECISION SHALL BE FINAL.

THE LOCATIONS OF ALL ITEMS SHOWN ON THE DRAWINGS OR CALLED
FOR IN THE SPECIFICATIONS THAT ARE NOT DEFINITELY FIXED BY
DIMENSIONS ARE APPROXIMATE ONLY. THE EXACT LOCATIONS
NECESSARY TO SECURE THE BEST CONDITIONS AND RESULTS MUST BE
DETERMINED BY THE PROJECT SITE CONDITIONS AND SHALL HAVE THE
APPROVAL OF THE ENGINEER BEFORE BEING INSTALLED. DO NOT

SCALE DRANWINGS.
ALL MISCELLANEOUS STEEL REQUIRED TO ENSURE PROPER

INSTALLATION AND AS SHOWN IN DETAILS FOR PIPING, DUCTHORK, AND
EQUIPMENT (UNLESS OTHERWISE NOTED) SHALL BE FURNISHED AND
INSTALLED BY THE MECHANICAL CONTRACTOR.

PROVIDE ACCESS PANELS FOR INSTALLATION IN WALLS AND CEILINGS,
WHERE REQUIRED, TO SERVICE DAMPERS, VALVES, SMOKE DETECTORS,
AND OTHER CONCEALED MECHANICAL EQUIPMENT. ACCESS PANELS

SHALL BE TURNED OVER TO GENERAL CONTRACTOR FOR INSTALLATION

ALL EQUIPMENT, PIPING, DUCTWORK, ETC., SHALL BE SUPPORTED AS
DETAILED, SPECIFIED, AND REQUIRED TO PROVIDE A VIBRATION FREE
INSTALLATION. '

ALL DUCTHORK, PIPING AND EQUIPMENT SUPPORTED FROM STRUCTURAL
STEEL SHALL BE COORDINATED WITH GENERAL CONTRACTOR. ALL
ATTACHMENTS TO STEEL BAR JOISTS, TRUSSES, OR JOIST GIRDERS
SHALL BE AT PANEL POINTS. PROVIDE BEAM CLAMPS MEETING MSS
STANDARDS. WELDING TO STRUCTURAL MEMBERS SHALL NOT BE
FERMITTED. THE USE OF C-CLAMPS SHALL NOT BE PERMITTED.

MECHANICAL EQUIPMENT, DUGTWORK, AND PIPING SHALL NOT BE
SUPPORTED FROM METAL DECK.
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CLIENT

KEY NOTES

<> PROVIDE FIRE DAMPER AND DUCT ACCESS DOOR.

<2> 4" COMBUSTION AIR THROUGH ROOF. i
COMNVECTING COMAUMITIES

MOUNT RADIANT HEATERS PARALLEL WITH ROLL UP DOORS

(TYPICAL) | STATION #3437A
@ 4" TYPE B FLUE THROUGH ROOF. INSTALL PER MANUFACTURERS SR-44 @ M.P. 0.5 %
RECOMMENDATIONS.

GREENDALE UTAH

@ RADIANT HEAT SYSTEM CONTROL PANEL. SEE SCHEDULE.

@ MOUNT 5'-0" AFF. DESIGNER

0 CARBON MONOXIDE DETECTOR. INTERLOCK THROUGH AUTO/ON

SWITCH WITH EXHAUST FAN EF-2. A

GROUP
| architecture - planning - design services |

1135 South West Temple, Ste. A
Salt Lake City, UT 84101
P:(801) 961-7070
F:(801) 961-7373

45X66 COMBINATION LOUVER, ALUMINUM RUSKIN ELC445D. PROVIDE
WITH ACTUATOR, INTERLOCK ACTUATOR WITH EF-2 REFER TO
ARCHITECTURAL DRAWINGS FOR | OCATION. ‘

REFERENCE ARCH. DRANWINGS FOR LOCATION.

36" X 26" RUSKIN #ELF-£115 LOUVER. LOWER COLOR BY
ARCHITECT.

DROP 14" X 12" DUCT DOWN THROUGH FLOOR.

THERMOSTAT TO CONTROL F-1. CONSULTANTS

14" X 12" DUCT UP THROUGH MEZZANINE FLOOR.

OO OO

MECHANICAL CONTRACTOR SHALL COORDINATE ANY/ALL CHANGES
TO SUPPLIED EQUIPMENT ELECTRICAL WITH ELECTRICAL
CONTRACTOR.

14" X 14" RETURN DOWN THROUGH FLOOR.

14" X 14" RETURN DUCT UP THROUGH MEZZANINE FLOOR.

eering,LLC

811 West Cedar St.

Pocatello, Idaho 83201
) 208-478-4613

() 208-478-4617

wwwbengllc.com

INTERLOCK DAMPER MOTOR WITH F-1.

SAC

16" X 16" 0.5.A. LOUVER. RUSKIN #ELF&11DD. PROVIDE INSECT
SCREEN AND BALANCING DAMPER. SET DAMPER TO 200 CFM.,

MOUNT CONDENSING UNIT ON CONCRETE PAD. PAD BY THIS
CONTRACTOR.

REFRIGERATION LINE SIZES ARE FOR BIDDING PURPOSES
ONLY. PROVIDE REFRIGERATION LINE SETS PER
MANUFACTURER'S RECOMMENDATIONS.

® & ©@

@ EXHAUST FAN WALL CAP. REFER TO SCHEDLLE.

|_= i .:_] » :
- I L MOUNT TRANSFER GRILLE ABOVE DOOR WITH CHANNEL BORDER
| ON BOTH SIDES OF THE WALL.
MANUAL OVERRIDE SWITCH LOCATION FOR EF-2. SEE ELECTRICAL PROFESSIONAL SEAL
| ‘ B DRANINGS.
: : : » 102
| | ; STORAGE @ RISE IN EXTERIOR WALL WITH REFRIGERATION PIPING TO
[ AREA MEZZANINE LEVEL.
. / - 0 ' @ THERMOSTAT FOR RADIANT HEAT SYSTEM.,
TYP. 30" MIN. DISTANCE f ; HOLMES
FROM EDGE OF REFLECTOR 103 o ’
- TO WALL MATERIALS LIRESTROOM[ /"~ ll i A O oRes’
e e e e e e e e e e e e e e e e e e e e e T e H e 308570
st i : e O <
TRAINING ROOM/ || svp
REPAR s $ /0 ISSUE
GARAGE ‘ "ol B
201
MECHANICAL
MEZZANINE
B
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1 o 2 a 3 o o 5
ExHAvsT L —
4" MIN,
COPPER FIPE 20 GA, GALV. SLEEVE
. (INSULATED OR NON-INSULATED) 12" MIN. ABOVE wd Ao TIEe [ NovE ()
AVERAGE SNOW
| AGGUMU‘LATION
— ANCHOR INISTRUT TO WALL
P1000 UNISTRUT FLASHING ———
- SCREW SLEEVE SECURLY ~0"
TO 2x4 BRACING. SCREW
HEAD TO BE INSTALLED INSIDE
OF SLEEVE (TYP. 4 PLACES)
4 20 GA. GALYV.
6 SHEET METAL
UNISTRUT PIPE CLAMP o STRAP .
\// / L S
CLAMP BOLT \ CLAMP
\d/\_ 20 MIL THICK PYC [SOLATION TAPE
(DUCT TAPE IS NOT ACCEPTABLE)
EXHAUST 4 J, INTAKE @_/
s
SCALE SCALE NOTES:
PIPE SUPPORT DETAIL 7, CONCENTRIC ROOF TERMINATION DETAIL D SCALE 3
NO SCALE | (1)FOR COIL CONNECTION SEE DETAL
ﬂ (2)nor vseD
(3)WALL PIPE SUPFORT (TYP.) SEE DETAILL
ROOF TERMINATION KIT
FOR INTAKE AND EXHAUS (4)SLEEVE THRU WALL SEE DETAIL
\% ROOF @EXTERIOR PIPE SUPPORT.
-\ PIPE/DUCT @ FILTER-DRIER (TYP.)
JorsT —— | 4 / @ MOISTURE INDICATING SIGHT GLASS (TYP.)
i - FLEX CONNECTION (TYP.).
T0 OA. 3/4'¢ ——= TS 2 ]
= ~< - PROTECTIVE (9) 1" NEOPRENE PAD (TYP).
TO COND. UNIT— 9 RUBBER CAP EVAPORATOR SECTION.
T _—SURPLY DliCT
\E oAs—— - STAINLESS (11) FURNACE/AIR HANDLER SECTION,
PROPANE GAS
DOWN TO 15T FLOOR STEEL CLAMP STAINLESS STEEL (@) conpneer
Lgf@cgggg-\ —|_ | |& [ EVAPORATOR SECTION ATTACH SCRENW CLAMP RING
[ || GOLL CONDESATE TO PROPERLY METAL ROOF
RETURN DUCT ——— | T - DRAIN INTO FLOOR DRAIN, z e
(MOVED OUT ) — ' ‘ @
6" DIRT LEG— i
FOR CLARITY) — | = FURNACE (F-1)
UNTON—" _— = | D SEALANT
2" WIDE RADIUS ELBONS — J—— = NOTE:
3/4'0 CONDENSATE — | EEES FLASHING/PROTECTIVE
INDIRECT WASTE TO i RUBBER CAP TO BE
F5-1 0 WEATHER/WATER TIGHT.
f -
NOTE: ; \-FLOOR FILTER '
INSTALL PER MANUFACTURERS
INSTRUCTIONS.
SCALE SCALE SCALE
q40% EFFICIENT FURNACE DETAIL AL 7 METAL ROOF PENETRATION DETAIL e |\ 4 REFRIGERANT PIPING SCHEMATIC DETAIL N SCALE 1

FLEXIBLE CASING AND WIRE —/

CONCEALED CEILING REGULATOR
BY YOUNG REGULATOR CO.

MODEL #270-301 OR APPROVED EQUAL

NOTE: ,
PROVIDE ON ALL UNACCESSABLE DAMPERS

ROUND BUTTERFLY DAMPER

(SINGLE BLADE-90° OPEN/CLOSE
OPERATION) BY YOUNG REGULATOR CO.
MODEL #5020CC COR AFPPROVED EQUAL.

ST

1T
| Y% W)

b
h |

THERMOSTATIC
EXPANSION VALVE

EQUALIZING LINE

THERMOSTATIC BULB
TO BE AS CLOSE TO
COIL AS POSSIBLE.

N
[ L L2

L \’J
EQUALIZINAG LINE \] TRAP-ONE PIECE
SHALL BE CONNECTED IN FACTORY FABRICATED

STRAIGHT LINE AFTER
THERMAL BULB. (NOT
ALLOWED ON VERTICAL
LINES).

CLAMP

4" MINIMUM

7))

://////

,‘

CEILING [ = :
= THERMAL BLUB
N
AL A LOCATION—/
3'DIA. COVER TO BE OPERATED WITH YOUNG REGULATOR CO.
PLATE MODEL #030-12 WRENCH OR. APPROVED EGUAL.
| SCALE <; :2 SCALE ;2
DAMPER AND REGULATOR DETAIL D SCALE 5 REFRIGERANT COIL CONNECTION DETAIL O SCALE (2

CLIENT

V CONNECTING COMNMUMITIES

STATION #3437A
SR-44 @ M.P. 0.5 £
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1 o 2 o 3 a @ 5
CLIENT
METAL FASTENERS: NOTE: -
O e A e, PURO DTN A TENERS D S BRIy T CrAmLEee
RIP NALLS S ALL BE INSTALLED PER SPECIFICATIONS y ST'EQ%E BIRD ‘
GRI I H SCREEN .
BY "GRIPNAIL AIR HAMMER" OR BY ' COMVECTING CONMNINITIES
TAUTOMATIC FASTENER EQUIP." P AND BOTTOM ( L__J] INLET LOUVER
OTT
SECTION OF LINER STATION #3437A
DUCT LINER %:}EALéLIDOE\éERLAP 3 SR-44 @ M.P. 0.5 +
CAP
SALV.IRON BUCT. SUPPORT WITH GUY PROVIDE SEALANT GREENDALE UTAH
T H ’ [ / WIRES AS REGQUIRED ALL AROUND (TYP.)
DESIGNER
STORM AR
/ coLL REMOVABLE SERVICE
& 12" MIN, —¢ \ SCREEN
L FLASHING - SEE 4/M601 /
N A— | ELECTRIC MOTOR "
RBIBSIE (MISACLE FF 96) T ] GRO
\
ALL ENDS OF LINER TO BE e— METAL BUILDING 7o) ! :
&?QLEGEEW?’/;D qHéE)‘5IVE~ \ | - | architecture - planning - design services |
NOT MORE THAN 2 R | 1135 South West Temple, Ste. A
FROM EDSE OF LINER ENDS OF LINER SHALL BE J \ Salt Lake Ciy, UTp84101
D BUTTED FIRMLY TOGETHER DucT AL 6"x2" CHANNEL P(801) 961-7070
FRAME AROUND F:(801) 951-7373
LOUVER :
CONSULTANTS
SCALE SCALE SCALE R
DUCT LINER DETAIL VENT DETAIL OUTLET / INLET LOUVER DETAIL
L oo |\ INTAKE FIFE o |\ 7 / NO SCALE eCrin g, LLC
" - 811 West Cedar St.
Pocatello, Idaho 83201
() 208-478-4613
() 208-478-4617
wwwbengllc.com
15° MAXIMUM (1" IN 4")
ON DIVERSING FLOW TRANSVERSE RENFORCNG (1) sy
AT JONTS ESCUTCHEON WHERE PIPE 15
MINUN f EXPOSED IN FINISHED SPACE.
RENFORCNG S - %—[ _npm | A METAL PIPE SLEEVE NOT REQUIRED WHERE SLEEVE
oSOy s g“ﬁt&ﬁéﬁ " DRIVE SLIP mH 1" BAR SuP STAND. SEAM | POCKET LOCK 15 ABOVE CEILING,
) H H
= AIR FLOW AIR FLOW = OF LONGEST  |METAL égfxg:llléDlNAL H, S S b L—:) % _JrLﬁ_ _.LL
» SIDE, GAGE N T PLAN ALTERNT. | REINFOR. | ANGLE SLIP ANGLE REINFOR.|  ANGLE_REINFORCED
17 > NCHES (AL |BETWEEN sop (S0 [BR A |Bik sip STAND.SEAM | POCKET LOCK PIPE
FOUR JONTS &/0R RECOM- |RECOM- | RECOM- | RECOM- | RECOM- |REINFORCED |REINFORCED RECOM- | REINFORCED
C /Y SIDES) | INTERMEDIATE MENDED |MENDFD | MENDED | MENDED |MENDED |ANGLE  |ANGLE MENDED | ANGLE \ PROFESSIONAL SEAL
a REINFORCING GAGE GAGE GAGE GAGE GAGE SIZE SIZE GAGE SIZE
\ 30° MAXIMUM ON UP THRU 12 26 NONE REQ. 1 26 26 24 24 2% NOT REQ. | NOT REQ. 24 NOT REQ. 8 — J 5
CONTRACTING FLOW 13- 18 24 |NONE REQ. 1 24 U % p] U NOT REQ. | NOT REQ. 24 NOT REQ. WHERE PIPING 1S EXPOSED
- - NOT REQ. !
19 - 30 2% 1X1X1/8 @ 60" | 1 2% 2% 24 24 NOT REQ. | NOT REQ. 24 0T REQ NOTE: SEALANT & BACK-UP
-5 |2 |1sasxieeot 112 - | - 2 | 2 | w2 [I505X/8 | NoTREQ. | 22 | NOTREQ SDAEEI‘JB E:D%OEJOEJ[;@ C%*;%%Lgﬂ PROVIDE 1/4" MIN. CLEAR - oS
NOTE. s5-60 |2 |1sasasesol 112 - | - - | m | m |58 [NoTRe, | 2 | NoTREQ INY DIPE INETALLED \ITHOUT A AROUND BARE PIPE OR 04/30/07
THE 15° MAXIMUM TRANSITION | INSULATED PIPE. 308570
ANGLE NOTED ON THIS DETAIL IS 61 - 84 0 |15X15X1/8030 11/2 - - - n 22 |1.5X1.5X1/8 | 1.5%1.5%1/8 22 1.5X1.5X1/8 PIPE 4LEEVE, IN6TALL THE 4LEEVE
MORE RESTRICTIVE THAN THE @ e on o AND REN&TALL THE PPE AT NO
° TRANSVERSE REINFORCING SIZE IS DETERMINED BY DIMENSION
SMACNA ALLOWANCE OF 20°. D TRANSVERSE REINFORCING SIZE ADDITIONAL CO&T TO THE OMNER, X\
RET]
] g MASONRY OR CONCRETE WALL
ISSUE
SCALE SCALE SCALE
CONVERGING AND DIVERGING TRANSITIONS 1, DUCT CONSTRUCTION DETAIL 5 PIPE THRU WALL ABOVE GRADE
NO SCALE NO SCALE NO SCALE
05/01/07|CONSTRUCTION DOCUMENTS
5 MARK | DATE DESCRIPTION
HANGER SIZES FOR DFCM PROJECT NO: 07029900
REC’?ANGU LAR DUCT ALUMINUM OR ARCHIPLEX PROJECT NO: 0708.01
MAX. HORIZANTAL MAXIMUM i
sipE |HANGER SUPPORT ANGLE | SPACING . g;é\éﬁl_g?:p DRAWN BY: LCM
;2 :/x:sR g::;;onzw maﬁ"m/a' '8000 NO POP RIVETS ALLOWED SCREEN CHECKED BY: CDW
48" |14 ROUND ROD Xy g-0" SE,L&FD gﬁ@;erﬁE%—’;‘ENggEE%’g¥gi§5Ex » /M J EOK/B;Q/A;;%F;ER SCALE: NONE
T Y — P , -
60" {f/6 fan AR i TG BE TIGHT AGAINST DUCT, P DATE: MAY 1, 2007
84 3/8° ROUND ROD TXT KA §-0" °
1ar X 1 1/AHEX PROVIDE SEALA
%,HEAD N Boug % HANGER STRAFS ALL AROUND (TYP.) DNV MOV ABLE
o —TOP CHORD OF +—» SERVICE
TRUSS v SCREEN
2 55 Y ELECTRIC MOTOR
8 ACTUATOR AS
é [ meooo&xé I SPECIFIED
<« & & < g § ’
£ a1
g i & METAL BUILDIN j
g ] if Ay T | — |
£ e T~
g | AL 6"x2" CHANNEL
g ' FRAME AROUND
= LOUVER
- SHEET TITLE
2 A
Q
: MECHANICAL
b SCALE SCALE DETAILS
& DUCT STRAP HANGER DETAIL %, COMBINATION LOUVER/DAMPER DETAIL ‘
o NO SCALE o NO SCALE
o e
&
2
% .
=7
: MB60O2
2
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FRESH AIR INTAKE HOOD

SCALE

MASTER LINK BEAM CLAMP

OR 5-HOOK

CHAIN SIZE
2/0 MIN.

AN

|

9" MIN.
12" MAX,

4

REFLECTOR

TYPICALSUSPENSION

WITH SEISMIC BRACING. HANG FROM
EVERY BURNER AT APPROX. EVERY

30 FEET.

ATTACH TO TRUSSES

RADIANT HEATING SEISMIC DETAIL

SCALE
NO SCALE

CLIENT

HIGH PRESSURE GAS
CoCK - 1" IRON

PIPE SIZE (FEMALE)

BY MECH. CONTRACTOR

GAS REGULATOR W/
AUTOMATIC LIMITING
DEVICE

BY HEATER MF&.

TEE &
¢" DIRT

GAS COCK BY HEATER MFE.

EAS MAIN

FLEXIBLE METAL

COMVECTING COMNRIITIES

STATION #3437A
SR-44 @ M.P. 0.5 *
GREENDALE UTAH

DESIGNER

GROUP

[ architecture - planning - design services |
1135 South West Temple, Ste. A
Salt Lake City, UT 84101
P:(801) 961-7070
F:(801) 961-7373

CONSULTANTS

1e€ring,LLC

811 West Cedar St.
Pocatello, Idaho 83201
(p) 208-478-4613

(f) 208-478-4617
wwwbengllc.com

LEG
FOWER CORD § PLUG e
BY HEATER MFG. \ - ,/
ELECTRIC RECEPTACLE )
— BY ELEC. CONTRACTOR o
o BURNER CONTROL | %
QO 00 ~
CRV BURNER A —\..& ﬂ 05259 N
ol B \_ & — h0n9n® II"’l
== e e = INSTALL TUBING == L
\ , WITH 12 INCH
; i - U-BEND PARALLEL iy
{ e E— { ;IOPEHE RADIANT L
A cpotant ' \_ | REFLECTOR
PIPE | REFLECTOR
SIDE VIEW END VIEW
SCALE ' SCALE
6AS UNIT HEATER — 5 GAS CONNECTION TO CRY BURNER DETAIL P 2
UPPER FLOOR
OUTSIDE WALL————=
SEE PLAN FOR
DUCT SIZE. g % CEILING EXHAUST FA@ -
HE AT SUPPORT FLUE WITH GUY
/ WIRES AS REQUIRED
_ STORM COLLAR
24" MIN. —4 /
|~ FLASHING AS RECOMMENDED
_7 BY ROOF MANUFACTURER
—l
PER SCHECLE < 1 [ T
2" X 1/4" ¢ AMPIN?@%
: o & Naxzx s s
6_/ E_/ TYPE "B" FLUE ©
w CEILIN CEILING GRILL
SCALE SCALE
EXHAUST FAN 2 FLUE CAP DETAIL —( 3
o 3 4 : 5

PROFESSIONAL SEAL

CLIFFORD DEE
HOLMES

O

309570

ISSUE
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GENERAL NOTES TO ALL SHEETS

GENERAL NOTES TO ALL SHEETS

FPLUMBING FIXTURE SCHEDULE

CLIENT

FINAL PAYMENT,

35. INSULATE PIPING WITH FIBERGLASS PIFE COVERING WITH ALL SERVICE
JACKET AND SELF-CAP SEAL. FITTINGS SHALL BE MITERED FIPING
COVERING OF GLASS FIBER MOLDED FITTINGS FOR USE IN A RETURN
AIR PLENUM, THERMAL CONDUCTIVITY SHALL BE A MAXIMUM OF
.25/INCH THICKNESS AT T3°F.

36. EACH TRADE [S RESPONSIBLE THEIR OWN FIRE CAULKING.

37. HOUSEKEEPING PADS FOR ALL EQUIPMENT [5 PROVIDED AND
INSTALLED BY GENERAL CONTRACTOR. COORDINATE LOCATION WITH
MECHANICAL. CONTRACTOR.

35. DIVISION 15 SUBMIT TO ENGINEER ALL AS-BUILTS OF BUILDINGS
MECHANICAL AND PLUMBING SYSTEMS FROM TO JOB COMPLETION AND

FPLUMBING SYMBOL SCHEDULE

ABBREVIATION SCHEDULE

SYMBOL ABBREVIATION | DESCRIPTION
e W COLD WATER LINE
——— HA HOT WATER LINE
———— HAR HA RECIRCULATION LINE
— e O — CH CI LINE UNDER FLOOR
— —HA — — HA HA LINE UNDER FLOOR
- —HAR— — HAR HAR LINE UNDER FLOOR
- — SAN SANITARY WASTE LINE (BELOW FLOOR OR GRADE)
— SAN SANITARY WASTE LINE (ABOVE FLOOR OR GRADE)
- — SANE) EXISTING SANITARY WASTE LINE
————— v VENT LINE
—, m— COND AJC CONDENSATE LINE (S1ZED TO DISCHARGE)
o I PIPE RISER UP (VIEWED CEILING TO FLOOR)
c— DN PIFE RISER DOWN (VIEWED CEILING TO FLOOR
e 50V / &Y SHUT-OFF VALVE / GATE YALVE
—O+— S0V / BY SHUT-OFF VALVE / BALL VALVE
—r— S0V / GY (NC) SOV / &Y (NORMALLY CLOSED)
| —— SOV /BY (NC) S0V / BY (NORMALLY CLOSED)
—— sovV / &C SHUT-OFF VALVE /6AS COCK
— KV CHECK VALYE
[ —— UN UNION
—_— PRV PRESSURE REGULATING VALVE
R s PsT 'PRESS. ¢ TEMP. RELIEF VALVE
I - STR Y' STRAINER
) FR GA PRESSURE GAUGE
—_— WTR MTR WATER METER
s L e EAS MTR GAS METER
2 j——— R RAIN WATER LINE (ABOVE FLOOR)
—_——— ) NATURAL GAS LINE
S - B— LP LIQUID PROPANE LINE
e e F FIRE SPRINKLER LINE
— S — SK SOFT WATER LINE
—CA CA COMPRESSED AIR LINE
— A A COMPRESSED AIR LINE (BELOW FLOOR)
= o = DH DEDICATED WASTE LINE
—_— SOV IN YB SHUT-OFF VALVE IN YARD BOX
O—— FH FIRE HYDRANT
-—-——@ FDC FIRE DEPT. CONNECTION
- WMG WATER MOTOR GONG
-e PIV POST INDICATOR VALVE
—— POC POINT OF CONNECTION
- —pt — W UTILITY WATER MAIN - SIZE
~-SAN—BL — SAN SANITARY SEWER MAIN - SIZE
-G ——4L-— G UTILITY GAS MAIN - SIZE
--50- — &% — sD UTILITY STORM DRAIN - SIZE
— ac AIR CONNECTION

SYMBOL  DESCRIPTION SYMBOL
AC AIR CONDITIONING HB
ASR AUTOMATIC SPRINKLER RISER HD
AVG AVERAGE HTR
BFP BACKFLOW PREVENTER IE
BTU BRITISH THERMAL UNITS W
cB CATCH BASIN MAX
CFH CUBIC FEET PER HOUR MHB
cL CENTERLINE M¢
co CLEANOUT MECH
CONC CONCRETE MH
CONTD CONTINUED MIN
CONTR CONTRACTOR
CoTE CLEANOUT TO GRADE N
DN DOWN Nie
9] DONWNSPOUT
(E) EXISTING op
(ER) EXISTING TO BE REMOVED PC
EC ELECTRICAL CONTRACTOR PIV
ELEV ELEVATION POC
EXIST EXISTING PSl

PoIL

FCO FLOOR CLEANOUT
FD FLOOR DRAIN RD
FE FIRE EXTINGUISHER REG
FEC FE ¢ CABINET REQD

FHB FLOOR HOSE BOX RI ¢ ¢
FHC FIRE HOSE AND CABINET
FL FLOOR STA
FPS FEET PER SECOND

FS FLOOR SINK VEL

FTHD FEET OF HEAD VTR

FTR FLUE THRU ROOF

FU FIXTURE UNIT W/

Wco
€9 GENERAL CONTRACTOR WF

EPM GALLONS PER MINUTE WTR

ER GRADE

DESCRIPTION

HOSE BIEB
HUB DRAIN
HEATER

INVERT ELEVATION
INDIRECT WASTE

MAXIMUM

THOUSAND BTU'S PER HOUR
MECHANICAL CONTRACTOR
MECHANICAL

MANHOLE

MINIMUM

NEW
NOT IN CONTRACT

OVERFLOW DRAIN

PLUMBING CONTRACTOR
POST INDICATOR VALVE
POINT OF CONNECTION
POUNDS PER SQUARE INCH
PSl LOSS

ROOF DRAIN
REGULATOR

REQUIRED

ROUEH-IN AND CONNECT

STATION

VELOCITY
VENT THRU ROOF

WITH

WALL CLEANOUT
WALL FAUCET
WATER

GAS FIRED WATER HEATER SCHEDULE

MARK MFR. CATALOG NO.

SERVICE

GALLONS GAS BTV

CAPACITY | FUEL INPUT | RECOV [TANK | TEMP F  IFLUE

SIZE

INOUT |S1ZE REMARKS

@ BRADFORD WHITE
#M-1-40TEEN (LP)

HOT WATER

40

PROPANE | 40,000

20" | 40°/140° | 2" (1) (2)

1 PROVIDE WITH EXPANSION TANK. AO. SMITH-AMTROL ST-5-2 GAL, &"¢x12'H
2 INSTALL PER MANUFACTURERS REQUIREMENTS

AIR COMPRESSOR

WA ERANGER # 4B236

RECEIVER ELECTRICAL
Mar|  puTY AGFM CAP. MANUFACTURER
@ 135 PSll  (GAL) VOLT/PH HP ¢ MODEL NO
/AN SFEED AIR
SHOP AIR | 103 60 230/1 30

COMPRESSED

& ax

CONNECTION

* START/STOP, WITH PROVISION FOR NO LOAD START. INCLUDE MAGNETIC STARTER

10.

1.

15,

16.

1.

14.

20.

21.

22.

23.

24,

25.

26,

27

22,

24.

20.

31

32

PROVIDE ALL MATERIALS AND EQUIPMENT AND PERFORM ALL LABOR
REQUIRED TO INSTALL COMPFLETE AND OPERABLE PLUMPING STYSTEMS
AS INDICATED ON THE DRANINGS, AS SPECIFIED AND AS REQUIRED BY
CCDE.

RUN ALL SOIL WASTE AND VENT PIPING WITH 2% MINIMUM GRADE
UNLESS OTHERWISE NOTED. HORIZONTAL VENT PIPING SHALL BE
ERADED TO DRIP BACK TO THE SOIL OR WASTE PIFE BY GRAVITY.

ELEVATIONS AS SHOWN ON THE DRANWINGS ARE TO THE CENTERLINE OF
ALL PRESSURE PIPING AND TO THE INVERT OF ALL GRAVITY PIFING.

ADJUST SEWER INVERTS TO KEEP TOPS OF PIFE IN LINE WHERE PIPE
SIZE CHANGES.

MAINTAIN A MINIMUM OF 6'-0" OF GROUND COVER OVER ALL
UNDERGROUND WATER MAINS AND A MINIMUM OF 3'-O" OF GROUND
COVER OVER ALL UNDERGROUND SEWNERS AND DRAINS.

PROVIDE SHITOFF YALVES IN ALL DOMESTIC WATER PIPING SYSTEM
BRANCHES IN WHICH BRANCH PIPING SERVES TWO OR MORE FIXTURES.

UNLESS OTHERWISE NOTED, ALL PIPING 15 OVERHEAD, TIGHT TO
UNDERSIDE OF STRUCTURE, WITH SPACE FOR INSULATION IF REQUIRED.

INSTALL PIFING SO THAT ALL VALVES, STRAINERS, UNION, TRAFS,
FLANGES, AND OTHER APPURTENANCES REQUIRING ACCESS ARE
ACCESSIBLE.

WHERE DOMESTIC COLD AND HOT WATER PIPING DROPS INTO A PIPE
CHASE, THE SIZE SHOWN FOR THE PIPE DROPS SHALL BE USED TO THE
LAST FIXTURE.

INSTALL ALL PIPING WITHOUT FORCING OR SPRINGING.
ALL PIPING SHALL CLEAR DOORS AND WINDOWS.

ALL PIPING SHALL GRADE TO LOW POINTS. PROVIDE HOSE END DRAIN
YALVES AT THE BOTTOM OF ALL RISERS AND LOW POINTS.

UNIONS AND/OR FLANGES SHALL BE INSTALLED AT EACH PIECE OF
EQUIPMENT, IN BYPASSES, AND IN LONG PIPING RUNS (100 FEET OR
MORE) TO PERMIT DISASSEMBLY FOR ALTERATION AND REPAIRS.

ALL YALVES SHALL BE ADUSTED FOR SMOOTH AND EASY OFPERATION.

ALL VALVES (EXCEPT CONTROL VALVES) AND STRAINERS SHALL BE
FULL SIZE OF PIPE BEFORE REDUCING SIZE TO MAKE CONNECTIONS TO
EQUIPMENT AND CONTROLS. ‘

PROVIDE ALL PLUMPING FIXTURES AND EQUIPMENT WITH ACCESSIBLE
STOPS,

UNLESS OTHERWISE NOTED, DRAINS SHALL BE INSTALLED AT THE LOW
POINT OF ROOFS, AREANAYS, FLOORS, ETC.

PROVIDE CLEANOUTS IN SANITARY AND STORM DRAINAEGE SYSTEMS
AT ENDS OF RUNS, AT CHANGES IN DIRECTION, NEAR THE BASE OF
STACKS, EVERY 100 FEET IN HORIZONTAL RUNS AND ELSEWHERE AS
INDICATED.

ALL CLEANOUTS SHALL BE FULL SIZE OF PIPE FOR PIPE SIZES &
INCHES AND SMALLER AND SHALL BE & INCHES FOR PIPE SIZES
LARGER THAN & INCHES.

ALL BALANCING VALVES AND BUTTERFLY VALVES SHALL BE
PROVIDED WITH POSITION INDICATORS AND MAXIMUM ADJUSTABLE
STOPS (MEMORY STOPS),

ALL VALVES SHALL BE INSTALLED 90 THAT VALVE REMAINS IN
SERVICE WHEN EQUIPMENT OR FIFING ON EQUIPMENT SIDE OF VALVE 15
REMOVED.

ALL PIPING NORK SHALL BE COORDINATED WITH ALL TRADES
INVOLVED. OFFSETS IN PIPING AROUND OBSTRUCTIONS SHALL BE
PROVIDED AT NO ADDITIONAL COST TO THE OWNER.

PROVIDE FLEXIBLE CONNECTION IN ALL PIPING SYSTEMS CONNECTED
TO PUMPS AND OTHER EQUIPMENT WHICH REQUIRE VIBRATION
1SOLATION. FLEXIBLE CONNECTIONS SHALL BE PROVIDED AS CLOSE TO
THE EQUIPMENT AS POSSIBLE OR AS INDICATED ON THE DRAWINES.

DO NOT INSTALL EXPOSED PIPING ABOVE OR WITHIN THE CODE
REQUIRED WORKING CLEARANCES OF ANY ELECTRICAL PANEL BOARD
OR SWITCH GEAR (30" WIDE OR THE WIDTH OF THE PANEL, WHICHEVER
15 GREATER AND 36" IN FRONT - FLOOR TO CEILING.) COORDINATE
WITH ELECTRICAL CONTRACTOR.

COORDINATE ALL AIR DEVICE LOCATIONS WITH REFLECTED CEILING
PLANS AND ELEGTRICAL DRAWINGS.

DUCTHWORK AND PIPE ROUTING AS SHOWN ON DRAWINGS 19
DIAGRAMMATIC AND IS5 NOT TO BE SCALED. WHERE ALTERNATE
ROUTING, OFFSETS AND TRANSITSIONS ARE REQUIRED FOR
COORDINATION OF WORK, THIS CONTRACTOR SHALL MAKE CHANGES
WITHOUT ADDITIONAL COSTS.

THIS CONTRACTOR SHALL CLOSELY COORDINATE NEN MECHANICAL
WITH NEW ELECTRICAL, ARCHITECTURAL, AND BUILDING STRUCTURE.

THIS CONTRACTOR SHALL FIELD VERFY ALL MECHANICAL ITEMS PRIOR
TO STARTING NEW WORK. ADDITIONAL COST WILL NOT BE ALLOWED
FOR CONTRACTOR'S FAILURE TO BECOME FAMILAR WITH SITE
CONDITIONS,

ALL MECHANICAL SYSTEMS SHALL BE INSTALLED IN ACCORDANCE
WITH THE CURRNET ADOPTED EDITION OF THE BUILDING CODES,
MECHANICAL CODES AND PLUMBING CODES.

THIS CONTRACTOR SHALL PROVIDE SUBMITTALS ON ITEMS IN
MECHANICAL EQUIPMENT LIST TO THE ENGINEER FOR REVIEA PRIOR TO
THE ORDER, PURCHASE OR INSTALLATION.

ALL DOMESTIC COLD AND DOMESTIC HEATING WATER PIPING SHALL
BE TYPE "L" COPPER. ALL WASTE AND VENT PIPING SHALL BE CAST
IRON ALL ROOF AND OVERFLOW DRAINAGE PIPING TO BE CAST

IRON,

PROVIDE INSULATION FOR THE FOLLOWING: A. DOMESTIC HOT WATER
PIPING: 1" THICK FOR ALL PIPE SIZES. B. DOMESTIC COLD WATER
PIPING: 1/2" THICK FOR PIPE SIZES 1/2" TO 6", (PROVIDE CONTINUOUS
VAPOR BARRIER.)

EQUIPMENT AND INSTALLATION BY PLUMBING CONTRACTOR
PROVIDE SPECIFIED ITEMS OR APPROVED EQUALS. (REFER TO SPECIFICATIONS)

MARK

DESCRIPTION

H

\'

CH

WATER CLOSET (ADA) - FLOOR MOUNTED TANK TYPE, CRANE -
HYMONT #31055, 1& INCH RIM HEIGHT, MAXIMUM WATER USAGE
OF 1.6 GALLON'S PER FLUSH. TANK TO HAVE PRESSURE
ASSISTED FLUSH, SEAT - PROVIDE SPLIT FRONT TYFE WITH
CHECK HINGE, BEMIS #1955¢C PROVIDE CHROME PLATED
SUPPLY AND STOP.

4"

2"

172"

COMVECTING CONRINITIES

STATION #3437A
SR-44 @ M.P. 0.5 *
GREENDALE UTAH

LAYATORY - NALL MOUNTED, CRANE #1412V, HANDICAP TYFE,
VITREQUS CHINA, SELF SUPPORTING FIXTURE, SIZE 24'X21".
FAUCET AND DRAIN - SYMMONS $-6020 WITH DRAIN ERID,
BATTERY OPERATED WITH BATTERY INSIDE BODY OF FAUCET.
PROVIDE CHROME PLATED SUPPLIES AND STOPS. DEARBORN,
17 &A TUBE "P" TRAP, CHROME PLATED. FITTINGS AND TRAP TO
BE INSULATED TO MEET ADA REQUIREMENTS PROVIDE
MCCUIRES PROWRAR, PROVIDE WITH CARRIER.

11/2"

11/2"

172"

172"

DESIGNER

UTILITY SINK - ELKAY ESSIW 2520-C, WALL MOUNTED 304 14
GAUCE STAINLESS STEEL SERVICE SINK WITH HOSE THREAD,
VACUM BREAKER, NALL BRACKET AND PAIL HOOK SPOUT AND
LK173 CAST IRON P-TRAP.

3"

2"

3/4"

3/4"

NOT USED

GROUP

| architecture - planning - design services |
1135 South West Temple, Ste. A
Salt Lake City, UT 84101
P:(801) 961-7070
F:(801) 961-7373

CONSULTANTS

3

NOT USED

g

2 COMPARTMENT SINK - JUST #DL-ADA-2233-A-GR, STAINLESS
STEEL DOUBLE COMPARTMENT, SELF RIMMING, SIZE 22'X33" OD
WITH TNO COMPARTMENTS THAT ARE 16"X14"X8" DEEP,
MATERIAL - 18 GAUGE TYPE 304 STAINLESS STEEL, SEAMLESS
DIE DRANN. INTERIOR SURFACES POLISHED TO A NON-POROUS
FINISH. UNDERSIDE TO BE FULLY COATED INSULATED FOR
SOUND AND CONDENSATION REDUCTION. FAUCET AND DRAIN -
GOOSENECK WITH SPRAY. WST JWF-201 WITH TEAR DROP
HANDLES AND .B-99 DRAIN OR APPROVED EQUAL. PROVIDE
WITH CHROME PLATED SUFPPLY AND STOPS. DEARBORN 17 GA
TUBE "P" TRAP, CHROME PLATED.

2"

11/2"

1/2«

1/ i

g

URINAL - WALL MOUNTED URINAL CRANE #7147, 1.0 GPF,
VITEROUS CHINA, MOUNT 17" AFF. TO MEET ADA
REQUIREMENTS. PROVIDE WITH SLOAN #5126 62 OPTIMA PLUS
BATTERY OPERATED FLUSHMETER, FLUSHMETER TO HAVE
MANUAL OVERRIDE (URINAL SHALL FIT SPACE AVAILABLE)
PROVIDE CARRIER.

2II

112"

3/4"

Mnoineering,LLC

811 West Cedar St.
Pocatello, Idaho 83201
(p) 208-478-4613

() 208-478-4617
wwwbengllc.com

PROFESSIONAL SEAL

s

TRAP PRIMER - TRAP PRIMER MIFAB #500 COMPLETE WITH
MIFAB MI-GAP AIR GAP FITTING AND STAINLESS STEEL
ACCESS DOOR. '

1/ i

3

DRINKING FOUNTAIN - ADA COMPLIANT WATER COOLER, 12
GPH, SEMI-RECESSED, 115 VOLTS, 400 WATTS, 4.5 AMPS,
ELKAY #ESRNG-13.

2n

112"

172"

TRENCH DRAIN - JTRENCH DRAIN JR. SMITH #4931, COMPLETE
WITH HEAVY DUTY FRAME, LOAD CLASS ¢ CAST IRON SLOTTED
CGRATE, FULLY SLOPED CHANNELS.

3!!

2"

~ CLIFFORD DEE
HOLMES

oy

308570

HOSE BIB - SINGLE SPOUT WITH HOSE CONNECTION. PROVIDE
WITH VACUM BREAKER AND METAL HANDLE. (PLASTIC
HANDLES ARE NOT ACCEPTABLE). CHICAGO MODEL NO. 293
WITH E27 VACUM BREAKER

5/4"

ISSUE

WALL HYDRANT - WADE We600,175, NON-FREEZE WALL
HYDRANT WITH NICKEL BRONZE BOX, COMPLETE WITH CHROME
PLATED LOCKING COVER AND BOX WITH INTEGRAL VACUUM
BREAKER. WALL HYDRANT TO BE SIZED FOR WALL THICKNESS.

3/4"

FLOOR DRAIN - FLOOR DRAIN UR. SMITH #2005-A. WITH
NICKEL BRONZE STRAINER, TRAP FRIMER CONNECTION AND
DEEP SEAL TRAP.

11/2"

05/01/07|CONSTRUCTION DOCUMENTS

FLOOR DRAIN - SMITH #2340 NB, FLOOR DRAIN WITH SEDIMENT
BUCKET, DEEP SEAL P-TRAP, AND NICKEL BRONZE TOP.

g 9 8 & @ d

FLOOR SINK - FLOOR SINK JR. SMITH #3020. COMPLETE WITH
ACID RESISTANT COATED INTERIOR AND POLISHED ALUMINUM
DOME BOTTOM STRAINER

2;1

2"
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CLIENT

KEY NOTES

SEE SITE DRAWINGS FOR CONTINJATION.

SEE CIVIL DRAWINGS FOR INVERT ELEVATION. GENERAL
CONTRACTOR 1S TO COORDINATE WITH HIS SUBS TO VERIFY SITE
SANITARY SEWER AND BUILDING SANITARY SEWER PIFE WILL
PROPERLY CONNECT PRIOR TO INSTALLING ANY SANITARY PIPE IN
THE SITE OR BUILDING. IF A PROBLEM EXISTS, THE CONTRACTOR 15
TO INFORM THE ARCHITECT OF THE PROBLEM PRIOR TO INSTALLING
ANY PIPE. IF PIFE IS INSTALLED AND A PROBLEM ARISES, THE
CONTRACTOR, AT HIS EXPENSE, SHALL PERFORM ANY WORK
REQUIRED SUCH THAT THE SANITARY PIFE CAN BE INSTALLED
CORRECTLY TO CODE STANDARDS,

OO

STATION #3437A
SR-44 @ M.P. 0.5 %
GREENDALE UTAH

DESIGNER

VENTS FROM SAND/OIL SEPARATOR MAY BE COMBINED AFTER THEY
ARE 10' ABOVE FLOOD RIM OF SEPARATOR. THEN VENTS MAY BE
CONNECTED TO VEHICLE STORAEE BAY WASTE SYSTEM VENT PIPE.

: : A
GROUUP
[ architecture - planning - designservices |

1135 South West Temple, Ste. A
Salt Lake City, UT 84101
P:(801) 961-7070
F:(801) 961-7373

PROVIDE PYC COVER OVER INSULATION TO &'-0" AFF. MOUNT HB-1
3'-0" AFF,

- ROUTE PIPING ABOVE STRUCTURE.

ALL WASTE PIPING 3" AND GREATER TO SLOPE 1/8" PER FOOT.

PIPE SLEEVES REGUIRED ON THIS PROJECT. IF CONTRACTOR FAILS
TO INSTALL PIPE SLEEVES, THE CONTRACTOR SHALL REMOVE PIFE,
INSTALL SLEEVE AND REINSTALL PIPE AT NO ADDITIONAL EXPENSE

QOO © O

TO THE ONNER.

CAP LINE FOR FUTURE EXPANSION. CONSULTANTS

AT BUILDING EXTERIOR PROVIDE PROPANE SHUTOFF VALVE AT 24"
AF.G. PROVIDE PRESSURE REGULATOR TO REGULATE PRESSURE

FROM 10 P3I TO 2 PSI. TURN, PENETRATE BUILDING WALL AND RISE
TO ROOF TRUSSES, SEAL PENETRATION AND PROVIDE ESCUTCHEON.

EXTEND PROPANE GAS PIPING FROM TANK FARM TO THIS POINT.
CONFIRM EXACT LOCATIONS.

CONNECT 1" COMPRESSED AIR LINE AND 3/4" CW LINE TO OVERHEAD
HOSE REEL. PROVIDE SHUT-OFF AND UNION. HOSE REEL BY
CONTRACTOR.

1eering,LLC

811 West Cedar St.
Pocatello, Idaho 83201
(p) 208-478-4613

() 208-478-4617
wwwbengllc.com

3/4" COMPRESSED AIR DROP DOWN TO QUICK DISCONNECT. PROVIDE
SHUT-OFF VALVE. VERIFY MOUNTING HEIGHT WITH OANER. REFER TO
DETAIL 5/P601.

DROP WITH CW LINE ON WARM SIDE OF INSULATION TO WH1 AT 18"
AFG.

REUSE EXISTING HOLDING TANK AND BLADDER TANK. RELOCATE TO
MEZZANINE. REVSE EXISTING WATER SUPPLY. MAKE CONNECTION TO
EXISTING IN THIS AREA. CONFIRM EXACT LOCATION.

AIR COMPRESSOR BY THIS CONTRACTOR. CONNECT 1-1/4"
COMPRESSED AIR LINE TO COMPRESSOR. PROVIDE SHUT-OFF VALVE
AND UNION.

O QO OO O©

GAS LINE DOWN TO HEATER BEURNER. PROVIDE SHUT-OFF VALVE,

UNION AND  APPLIANCE REGULATOR TO REGULATE GAS PRESSURE PROFESSIONAL SEAL

FROM 2 PS5l TO 11" WC.. REFERENCE DETAIL 2/M603.

DROP AIR LINE DOWN COLUMN FACE AND TERMINATE WITH QUICK
COUPLER 3'-0" AFF.

CONNECT TO EXISTING BUILDING SANITARY SEWER. FIELD VERIFY
EXACT LOCATION AND INVERTED ELEVATION TO PROVIDE PROPER
FLOW TO EXISTING SEPTIC DRAIN FIELD.

® @

HOLMES

il
309570

01 e

201

MECHANICAL
MEZZANINE

o Hh

—lP
I

ISSUE

@ 3/4"{ y

1P /3/w v

T
CJ

e — — — ] — —— — —— o G w—— — ——

/1" ; : /1u
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MEZZANINE PLUMBING PLAN / 2\

SCALE:

1/4" = 1-0" P301

NORTH

KEY NOTES

CLIENT

DROOVOO © QOO © O

DROP WITH WATER LINES TO LEVEL BELOW. ENSURE WATERLINES
DROP ON WARM SIDE OF INSULATION,

MAKE CONNECTION TO FURNACE AND COOLING COIL CONDENSATE
DRAIN CONNECTIONS AND ROUTE TO DRAIN INDIRECTLY INTO
FLOOR SINK. 1" MIN PVC.

3" VENT LINE FROM BELOW CONTINJE THROUGH ROOF.

PROFANE &AS LINE.

DROP TO LEVEL BELOW WITH SANITARY SEWER LINE.

MAINTAIN MINIMUM OF 36" CLEAR SPACE IN FRONT OF ELECTRICAL
PANELS IN THIS AREA. CONFIRM EXACT LOCATION AND
COORDINATE WITH EC.

MAKE ©AS CONNECTION TO GAS APPLIANCE THROUGH SHUTOFF
VALVE, INION AND FLEXIELE CONNECTOR.

CONTINUED FLUMBING PLAN P201.

RISE TO CEILING LEVEL WITH VENT.

DROF FROM LEVEL ABOVE WITH SANITARY DRAIN LINE.
DROP FROM LEVEL ABOVE WITH WATER LINES.

RISE TO LEVEL ABOVE WITH SANITARY VENT LINE.
EXISTING HOLDING TANK RELOCATED TO THIS AREA.

EXISTING PRESSURE TANK RELOCATED TO THIS AREA.

COMNECTING COMARMITIES

STATION #3437A
SR-44 @ M.P. 0.5 *
GREENDALE UTAH

DESIGNER

GROUP

architecture - planning - design services |
1135 South West Temple, Ste. A
Salt Lake City, UT 84101
P:(801) 961-7070
F:(801) 961-7373

CONSULTANTS

— eering,LLC

811 West Cedar St.
Pocatello, Idaho 83201
(p) 208-478-4613
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wwwbengllc.com
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1 : 2 ° 3 o o 5
KEYED NOTES: NOTES:
@ ClL PIPE SAME SIZE AS INLET PIFE. 1. PIPING, CLEANOUT CONFIGURATION, SIZE AND TYPE OF PIPING MATERIAL AS PER CITY OR N 2 e
SANITARY DISTRICT. INSPECTION BY SOUTH VALLEY WATER RECLAMATION DISTRICT (SVARF) FINISH GRADE
@) (2) 2" VENTS MAY BE CONNECTED TOGETHER +42" AFG WITH COMMON TO PRIOR TO BACKFILLIING 1S REQUIRED.
SEPERATE 2" VENT EXTEND TO 3" VIR AS REQUIRED BY BLDG DEPT. 2. INTERCEPTOR PIPING AND OTHER ASSOCIATED PIPING CHANGES THAT ARE NECESSARY TO "
INSTALL INTERCEPTOR MUST BE IN ACCORDANCE WITH LOCAL REGULATIONS. NN %
3. INTERCEPTOR MUST BE PROPERLY VENTED IN ACCORDANCE WITH INTERNATIONAL PLUMBING CODE <\\///\\\///\\>//\\>//\\>// AR < \\>/<\\
o . 1 4 STANDARDS. R e
5-0 & 4-0 . CONCRETE SHALL HAVE A MINIMUM 28 DAY COMPRESSIVE STRENGTH OF 4000 PSL. SOV
— 5. REINFORCEMENT STEEL SHALL BE ASTEM A6O5 GRADE £0. PN I
6. THE CONCRETE COVER OVER REINFORCEMENT STEEL SHALL BE A MINIMUM OF 1-%2", 12'x12" CONCRETE R IGREGEX
7. THE STRUCTURE SHALL BE DESIENED BY A REGISTERED PROFESSIONAL ENGINEER LICENSED IN THE COLLAR SAME AS //\///\ R DX GAST IRON S01L
STATE OF UTAH. THE DESIGNED SHALL BE SUBMITTED FOR APPROVAL TO THE ARCHITECT PRIOR EEEAL%CU)THAY >\>//\\\///\\\///\\ ‘ / 7/\\\///\\\///\\\///\\\///\\\//\ PIPE RISER.
TO INSTALLATION. ' NN NN ESENNNNS
&, THE STRUCTURE SHALL BE DESIGNED FOR THE FOLLOWING LOADING CRITERIA. \//>\<//\\<,{ 2 \\//>\<//\\\//>\\//}/\
PIPE OD. +2" ‘ NN OV
n ‘ A A. WALL DESIGN FOR A SATURATED EQUIVALENT FLUID AT-REST SOIL PRESSURE . ) 3
9 O © a z @) ] OF 40 PCF PLUS TRUCK SURCHARGES.
v 1 : - B. TRUCK LOADING USING AN AASHTO H-20 TRUCK LOAD. CAST IRON BEND
N MANWAY FRAME & COVER SHALL BE A TRAFFIC TYPE CASTING FOR H-20 TRUCK LOAD. SAME MATERIAL AS LINE.
\ g, THE INLET PIPE SHALL BE AT AN ELEVATION 1" HIGHER THAN THE QUTLET PIFE.
10. WHERE THE SEWER LINE ALREADY EXIST, THE SEWER INVER INTO AND QUT OF THE INTERCEPTOR WYE BRANCH
\- 11, SHALL BE 4-O0" ABOVE THE INTERCEPTOR FLOOR. GROUTED PLUG WHEN C.0.
PRIMARY SECONDARY THE BAFFLE IN THE INTERCEPTOR SHALL BE WITHIN 3" OF THE CEILING OF THE INTERCEPTOR. OCCURS AT END OF LINE.
CHAMBER CHAMBER 12 COVERS SHALL BE CIRCULAR AND BE SOLID.
*““‘“ 15 SANITARY WASTE FROM TOILETS MUST NOT BE PLUMBED THROUGH THE INTERCEPTOR. g \
* INTERCEPTOR MUST BE LOCATED IN SUCH A MANNER THAT IT 15 READILY ACCESSIBLE FOR ; A
" CLEANING, ‘ { = =
15 FIELD VERIFY INVERT ELEVATIONS OF INLET AND OUTLET PIPING PRIOR TO INSTALLING
& INTERCEPTOR.
" CONTRACTOR SHALL OBTAIN OFFICIAL LOCAL JURISDICTION WATER RECLAMATION DISTRICT
INTERCEPTOR DESIGN AND INSTALL PER THEIR REQUIREMENTS.
PRECAST REINFORCE SCALE
CONCRETE TOP SLABS EXTERI NOUT DET
(REMOVABLE) WITH TYPICAL OF 2 OR CLEA DETALL NO SCALE
LIFTING RINGS AT 4 TYPICAL OF 2 2470 STANDARD EXTENTION
CORNERS (RETRACTABLE) 24" STANDARD MANHOLE WITH RING & COVER.
MANHOLE RING VERIFY EXACT DEPTH OF
TYPICAE AND COVER. MANHOLES.
TRLBESAT N\
BY LOCAL JURISDICTION. N THERMOMETER ; - :
o O oy, O ‘ N @ _— . e H'EC0 \\ HEAT TRAP  TYPICAL: GATE VALVE
cTLr;'O,A:Nou'r | TYPICAL:
FITTING SRODEELEY. CHECK
+ : +
4'6C0 46co  \ 4'6C0 1 } VALVE
—— p—— [’ ZZ Z T T AN N i = AN SSCSCAT " { < I‘_ .
- N I e i s 1 R e
wor —<_] 5o || . 1 | TO SAMPLING MANHOLE - : i DG ST MECH. _\A ||
| et & | | |
Cl. SEE PLANS FOR MIN. | ! ' @ | | CONTINUATION. " £ |
PIPE SIZE AND FOR CONT. | flon || ! ! ! 1 ‘ TYPICAL: UNION
| INE n FLOA | | | Q 5'-0" MIN, FROM _ | FLOW 1 T &3
| / LINE | | N TROMEUILOING (AL | | [ LINE | WiAE & HC. FUMP CP-1
it yad | | — | | 4" TO SALT RETENTION | yonT | THERMAL EXPANSION . \TYPICAL.
4" INLET PIPE  — | BAFFLE ' j:D | EoR o e in = | -0 ABSORBER. AMTROL DIELECTRIC UNION
(IN) 1E. FIELD VERIFY. | WALL@ N | ' | | MOPE- 5T \ ASME RATED T ¢ P
| 4" OUTLET PIPE
| o j “ | (OUT) 1E. FIELD VERIFY. | | ANCHOR WATER ————— © 2o RELIEF VALVE PIPED
| 3F11 | I . HEATER TO WALL. USE  HOT WATER———= o o
! ] i ! I 1"<18GA. STRAP WITH HEATER WH-1 a :
! | ! #10x2-%" ANCHOR o =
| o K 5 LUBR. €AS COCK
| '3 | el | | f i BOLTS. TYP. OF TWO V
. : i | : . PLACES, DRAIN VALVE P
U S _}_._-__J S ] & WHOSE END [H[—OS &" DIRT LEG
A Y CONNECTION. . N /—
Z‘:}Tl‘:'EL REINFORCED IN TOP & BOTTOM NON-SHRINK . I I
ELABS & WALLS TO BE SPECIFIED BY CROUT AROUND 3/4" PIPETOFS-1— 0, N FLOOR

EQUIPMENT SUPPLIER UNIT TO MEET H20
LOADING REQUIREMENTS,

m SECTION

ALL FIPE OPENINGS

mELEVATION

GALVANIZED
SHEET METAL
DRAIN PAN

\. \— UNION
UNIT GAS TRAIN

FURNISHED WITH
WATER HEATER.

SCALE SCALE
1000 GALLON GREASE INTERCEFTOR DETAIL-2 COMPARTMENT D SCALE 4 LIQUID PROPANE FIRED WATER HEATER e SCALE
MAIN PIPE/DUCT
CLEANOUT & ACCESS COVER TOP OF / /
COVER TO BE FLUSH W TOP OF FLOOR ) 1/2" FILTER
g ég | 3
P PROTECTIVE
/— FLOOR LINE Il 1/2" PRESSURE RUBBER CAP
REDUCING VALVE
1/2" AIR SUPPLY /
£ \ﬁ LN 1/2* LUBRICATOR STAINLESS
STEEL CLAMP STAINLESS STEEL
)ﬂ_ﬂ%fg:, ATTACH SCRENW CLAMP RING
et oo /m I i METAL ROOF
1 1/2" SHUT OFF VALVE | N ' )
L jﬂi@ ! + +
BALANCE OF PIPING SAME (¢ ))
A5 CLEANOUT TO GRADE. C3D)
) QUICK SEALANT
6" LEG - CONNECTOR
W/CAP NOTE:
U-BOLT UNISTRUT SECURED — FLASHING/PROTECTLVE
TO BUILDING WALL RUBBER CAP TO BE
W/EXP. BOLTS WEATHER/WATER TIGHT.
Ov
SCALE SCALE ; SCALE
FLOOR CLEANOUT O SCALE 6 COMPRESSED AIR OUTLET CONNECTION DETAIL o SCALE 5 METAL ROOF PENETRATION DETAIL N SCALE

CLIENT

CONNECTING CONMMUMITIES

STATION #3437A
SR-44 @ M.P. 0.5 £
GREENDALE UTAH

DESIGNER

| ~—\
GROUP

architecture - planning - design services |
1135 South West Temple, Ste. A
Salt Lake City, UT 84101
P:(801) 961-7070
F:(801) 961-7373

CONSULTANTS

ngmeering,LLC
811 West Cedar St.
Pocatello, Idaho 83201
(p) 208-478-4613

() 208-478-4617
wwwbengllc.com

" PROFESSIONAL SEAL

HOLMES

04/30/07
509870

ISSUE
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1 : 2 ° 3 o o 5
KEYED NOTES: NOTES:
@ ClL PIPE SAME SIZE AS INLET PIFE. 1. PIPING, CLEANOUT CONFIGURATION, SIZE AND TYPE OF PIPING MATERIAL AS PER CITY OR N 2 e
SANITARY DISTRICT. INSPECTION BY SOUTH VALLEY WATER RECLAMATION DISTRICT (SVARF) FINISH GRADE
@) (2) 2" VENTS MAY BE CONNECTED TOGETHER +42" AFG WITH COMMON TO PRIOR TO BACKFILLIING 1S REQUIRED.
SEPERATE 2" VENT EXTEND TO 3" VIR AS REQUIRED BY BLDG DEPT. 2. INTERCEPTOR PIPING AND OTHER ASSOCIATED PIPING CHANGES THAT ARE NECESSARY TO "
INSTALL INTERCEPTOR MUST BE IN ACCORDANCE WITH LOCAL REGULATIONS. NN %
3. INTERCEPTOR MUST BE PROPERLY VENTED IN ACCORDANCE WITH INTERNATIONAL PLUMBING CODE <\\///\\\///\\>//\\>//\\>// AR < \\>/<\\
o . 1 4 STANDARDS. R e
5-0 & 4-0 . CONCRETE SHALL HAVE A MINIMUM 28 DAY COMPRESSIVE STRENGTH OF 4000 PSL. SOV
— 5. REINFORCEMENT STEEL SHALL BE ASTEM A6O5 GRADE £0. PN I
6. THE CONCRETE COVER OVER REINFORCEMENT STEEL SHALL BE A MINIMUM OF 1-%2", 12'x12" CONCRETE R IGREGEX
7. THE STRUCTURE SHALL BE DESIENED BY A REGISTERED PROFESSIONAL ENGINEER LICENSED IN THE COLLAR SAME AS //\///\ R DX GAST IRON S01L
STATE OF UTAH. THE DESIGNED SHALL BE SUBMITTED FOR APPROVAL TO THE ARCHITECT PRIOR EEEAL%CU)THAY >\>//\\\///\\\///\\ ‘ / 7/\\\///\\\///\\\///\\\///\\\//\ PIPE RISER.
TO INSTALLATION. ' NN NN ESENNNNS
&, THE STRUCTURE SHALL BE DESIGNED FOR THE FOLLOWING LOADING CRITERIA. \//>\<//\\<,{ 2 \\//>\<//\\\//>\\//}/\
PIPE OD. +2" ‘ NN OV
n ‘ A A. WALL DESIGN FOR A SATURATED EQUIVALENT FLUID AT-REST SOIL PRESSURE . ) 3
9 O © a z @) ] OF 40 PCF PLUS TRUCK SURCHARGES.
v 1 : - B. TRUCK LOADING USING AN AASHTO H-20 TRUCK LOAD. CAST IRON BEND
N MANWAY FRAME & COVER SHALL BE A TRAFFIC TYPE CASTING FOR H-20 TRUCK LOAD. SAME MATERIAL AS LINE.
\ g, THE INLET PIPE SHALL BE AT AN ELEVATION 1" HIGHER THAN THE QUTLET PIFE.
10. WHERE THE SEWER LINE ALREADY EXIST, THE SEWER INVER INTO AND QUT OF THE INTERCEPTOR WYE BRANCH
\- 11, SHALL BE 4-O0" ABOVE THE INTERCEPTOR FLOOR. GROUTED PLUG WHEN C.0.
PRIMARY SECONDARY THE BAFFLE IN THE INTERCEPTOR SHALL BE WITHIN 3" OF THE CEILING OF THE INTERCEPTOR. OCCURS AT END OF LINE.
CHAMBER CHAMBER 12 COVERS SHALL BE CIRCULAR AND BE SOLID.
*““‘“ 15 SANITARY WASTE FROM TOILETS MUST NOT BE PLUMBED THROUGH THE INTERCEPTOR. g \
* INTERCEPTOR MUST BE LOCATED IN SUCH A MANNER THAT IT 15 READILY ACCESSIBLE FOR ; A
" CLEANING, ‘ { = =
15 FIELD VERIFY INVERT ELEVATIONS OF INLET AND OUTLET PIPING PRIOR TO INSTALLING
& INTERCEPTOR.
" CONTRACTOR SHALL OBTAIN OFFICIAL LOCAL JURISDICTION WATER RECLAMATION DISTRICT
INTERCEPTOR DESIGN AND INSTALL PER THEIR REQUIREMENTS.
PRECAST REINFORCE SCALE
CONCRETE TOP SLABS EXTERI NOUT DET
(REMOVABLE) WITH TYPICAL OF 2 OR CLEA DETALL NO SCALE
LIFTING RINGS AT 4 TYPICAL OF 2 2470 STANDARD EXTENTION
CORNERS (RETRACTABLE) 24" STANDARD MANHOLE WITH RING & COVER.
MANHOLE RING VERIFY EXACT DEPTH OF
TYPICAE AND COVER. MANHOLES.
TRLBESAT N\
BY LOCAL JURISDICTION. N THERMOMETER ; - :
o O oy, O ‘ N @ _— . e H'EC0 \\ HEAT TRAP  TYPICAL: GATE VALVE
cTLr;'O,A:Nou'r | TYPICAL:
FITTING SRODEELEY. CHECK
+ : +
4'6C0 46co  \ 4'6C0 1 } VALVE
—— p—— [’ ZZ Z T T AN N i = AN SSCSCAT " { < I‘_ .
- N I e i s 1 R e
wor —<_] 5o || . 1 | TO SAMPLING MANHOLE - : i DG ST MECH. _\A ||
| et & | | |
Cl. SEE PLANS FOR MIN. | ! ' @ | | CONTINUATION. " £ |
PIPE SIZE AND FOR CONT. | flon || ! ! ! 1 ‘ TYPICAL: UNION
| INE n FLOA | | | Q 5'-0" MIN, FROM _ | FLOW 1 T &3
| / LINE | | N TROMEUILOING (AL | | [ LINE | WiAE & HC. FUMP CP-1
it yad | | — | | 4" TO SALT RETENTION | yonT | THERMAL EXPANSION . \TYPICAL.
4" INLET PIPE  — | BAFFLE ' j:D | EoR o e in = | -0 ABSORBER. AMTROL DIELECTRIC UNION
(IN) 1E. FIELD VERIFY. | WALL@ N | ' | | MOPE- 5T \ ASME RATED T ¢ P
| 4" OUTLET PIPE
| o j “ | (OUT) 1E. FIELD VERIFY. | | ANCHOR WATER ————— © 2o RELIEF VALVE PIPED
| 3F11 | I . HEATER TO WALL. USE  HOT WATER———= o o
! ] i ! I 1"<18GA. STRAP WITH HEATER WH-1 a :
! | ! #10x2-%" ANCHOR o =
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KEY NOTES

SEE SITE DRAWINGS FOR CONTINJATION.

SEE CIVIL DRAWINGS FOR INVERT ELEVATION. GENERAL
CONTRACTOR 1S TO COORDINATE WITH HIS SUBS TO VERIFY SITE
SANITARY SEWER AND BUILDING SANITARY SEWER PIFE WILL
PROPERLY CONNECT PRIOR TO INSTALLING ANY SANITARY PIPE IN
THE SITE OR BUILDING. IF A PROBLEM EXISTS, THE CONTRACTOR 15
TO INFORM THE ARCHITECT OF THE PROBLEM PRIOR TO INSTALLING
ANY PIPE. IF PIFE IS INSTALLED AND A PROBLEM ARISES, THE
CONTRACTOR, AT HIS EXPENSE, SHALL PERFORM ANY WORK
REQUIRED SUCH THAT THE SANITARY PIFE CAN BE INSTALLED
CORRECTLY TO CODE STANDARDS,

OO

STATION #3437A
SR-44 @ M.P. 0.5 %
GREENDALE UTAH

DESIGNER

VENTS FROM SAND/OIL SEPARATOR MAY BE COMBINED AFTER THEY
ARE 10' ABOVE FLOOD RIM OF SEPARATOR. THEN VENTS MAY BE
CONNECTED TO VEHICLE STORAEE BAY WASTE SYSTEM VENT PIPE.

: : A
GROUUP
[ architecture - planning - designservices |

1135 South West Temple, Ste. A
Salt Lake City, UT 84101
P:(801) 961-7070
F:(801) 961-7373

PROVIDE PYC COVER OVER INSULATION TO &'-0" AFF. MOUNT HB-1
3'-0" AFF,

- ROUTE PIPING ABOVE STRUCTURE.

ALL WASTE PIPING 3" AND GREATER TO SLOPE 1/8" PER FOOT.

PIPE SLEEVES REGUIRED ON THIS PROJECT. IF CONTRACTOR FAILS
TO INSTALL PIPE SLEEVES, THE CONTRACTOR SHALL REMOVE PIFE,
INSTALL SLEEVE AND REINSTALL PIPE AT NO ADDITIONAL EXPENSE

QOO © O

TO THE ONNER.

CAP LINE FOR FUTURE EXPANSION. CONSULTANTS

AT BUILDING EXTERIOR PROVIDE PROPANE SHUTOFF VALVE AT 24"
AF.G. PROVIDE PRESSURE REGULATOR TO REGULATE PRESSURE

FROM 10 P3I TO 2 PSI. TURN, PENETRATE BUILDING WALL AND RISE
TO ROOF TRUSSES, SEAL PENETRATION AND PROVIDE ESCUTCHEON.

EXTEND PROPANE GAS PIPING FROM TANK FARM TO THIS POINT.
CONFIRM EXACT LOCATIONS.

CONNECT 1" COMPRESSED AIR LINE AND 3/4" CW LINE TO OVERHEAD
HOSE REEL. PROVIDE SHUT-OFF AND UNION. HOSE REEL BY
CONTRACTOR.

1eering,LLC

811 West Cedar St.
Pocatello, Idaho 83201
(p) 208-478-4613

() 208-478-4617
wwwbengllc.com

3/4" COMPRESSED AIR DROP DOWN TO QUICK DISCONNECT. PROVIDE
SHUT-OFF VALVE. VERIFY MOUNTING HEIGHT WITH OANER. REFER TO
DETAIL 5/P601.

DROP WITH CW LINE ON WARM SIDE OF INSULATION TO WH1 AT 18"
AFG.

REUSE EXISTING HOLDING TANK AND BLADDER TANK. RELOCATE TO
MEZZANINE. REVSE EXISTING WATER SUPPLY. MAKE CONNECTION TO
EXISTING IN THIS AREA. CONFIRM EXACT LOCATION.

AIR COMPRESSOR BY THIS CONTRACTOR. CONNECT 1-1/4"
COMPRESSED AIR LINE TO COMPRESSOR. PROVIDE SHUT-OFF VALVE
AND UNION.

O QO OO O©

GAS LINE DOWN TO HEATER BEURNER. PROVIDE SHUT-OFF VALVE,

UNION AND  APPLIANCE REGULATOR TO REGULATE GAS PRESSURE PROFESSIONAL SEAL

FROM 2 PS5l TO 11" WC.. REFERENCE DETAIL 2/M603.

DROP AIR LINE DOWN COLUMN FACE AND TERMINATE WITH QUICK
COUPLER 3'-0" AFF.

CONNECT TO EXISTING BUILDING SANITARY SEWER. FIELD VERIFY
EXACT LOCATION AND INVERTED ELEVATION TO PROVIDE PROPER
FLOW TO EXISTING SEPTIC DRAIN FIELD.
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KEY NOTES

CLIENT

DROOVOO © QOO © O

DROP WITH WATER LINES TO LEVEL BELOW. ENSURE WATERLINES
DROP ON WARM SIDE OF INSULATION,

MAKE CONNECTION TO FURNACE AND COOLING COIL CONDENSATE
DRAIN CONNECTIONS AND ROUTE TO DRAIN INDIRECTLY INTO
FLOOR SINK. 1" MIN PVC.

3" VENT LINE FROM BELOW CONTINJE THROUGH ROOF.

PROFANE &AS LINE.

DROP TO LEVEL BELOW WITH SANITARY SEWER LINE.

MAINTAIN MINIMUM OF 36" CLEAR SPACE IN FRONT OF ELECTRICAL
PANELS IN THIS AREA. CONFIRM EXACT LOCATION AND
COORDINATE WITH EC.

MAKE ©AS CONNECTION TO GAS APPLIANCE THROUGH SHUTOFF
VALVE, INION AND FLEXIELE CONNECTOR.

CONTINUED FLUMBING PLAN P201.

RISE TO CEILING LEVEL WITH VENT.

DROF FROM LEVEL ABOVE WITH SANITARY DRAIN LINE.
DROP FROM LEVEL ABOVE WITH WATER LINES.

RISE TO LEVEL ABOVE WITH SANITARY VENT LINE.
EXISTING HOLDING TANK RELOCATED TO THIS AREA.

EXISTING PRESSURE TANK RELOCATED TO THIS AREA.
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CLIENT

KEY NOTES

SEE SITE DRAWINGS FOR CONTINJATION.

SEE CIVIL DRAWINGS FOR INVERT ELEVATION. GENERAL
CONTRACTOR 1S TO COORDINATE WITH HIS SUBS TO VERIFY SITE
SANITARY SEWER AND BUILDING SANITARY SEWER PIFE WILL
PROPERLY CONNECT PRIOR TO INSTALLING ANY SANITARY PIPE IN
THE SITE OR BUILDING. IF A PROBLEM EXISTS, THE CONTRACTOR 15
TO INFORM THE ARCHITECT OF THE PROBLEM PRIOR TO INSTALLING
ANY PIPE. IF PIFE IS INSTALLED AND A PROBLEM ARISES, THE
CONTRACTOR, AT HIS EXPENSE, SHALL PERFORM ANY WORK
REQUIRED SUCH THAT THE SANITARY PIFE CAN BE INSTALLED
CORRECTLY TO CODE STANDARDS,

OO

STATION #3437A
SR-44 @ M.P. 0.5 %
GREENDALE UTAH

DESIGNER

VENTS FROM SAND/OIL SEPARATOR MAY BE COMBINED AFTER THEY
ARE 10' ABOVE FLOOD RIM OF SEPARATOR. THEN VENTS MAY BE
CONNECTED TO VEHICLE STORAEE BAY WASTE SYSTEM VENT PIPE.

: : A
GROUUP
[ architecture - planning - designservices |

1135 South West Temple, Ste. A
Salt Lake City, UT 84101
P:(801) 961-7070
F:(801) 961-7373

PROVIDE PYC COVER OVER INSULATION TO &'-0" AFF. MOUNT HB-1
3'-0" AFF,

- ROUTE PIPING ABOVE STRUCTURE.

ALL WASTE PIPING 3" AND GREATER TO SLOPE 1/8" PER FOOT.

PIPE SLEEVES REGUIRED ON THIS PROJECT. IF CONTRACTOR FAILS
TO INSTALL PIPE SLEEVES, THE CONTRACTOR SHALL REMOVE PIFE,
INSTALL SLEEVE AND REINSTALL PIPE AT NO ADDITIONAL EXPENSE

QOO © O

TO THE ONNER.

CAP LINE FOR FUTURE EXPANSION. CONSULTANTS

AT BUILDING EXTERIOR PROVIDE PROPANE SHUTOFF VALVE AT 24"
AF.G. PROVIDE PRESSURE REGULATOR TO REGULATE PRESSURE

FROM 10 P3I TO 2 PSI. TURN, PENETRATE BUILDING WALL AND RISE
TO ROOF TRUSSES, SEAL PENETRATION AND PROVIDE ESCUTCHEON.

EXTEND PROPANE GAS PIPING FROM TANK FARM TO THIS POINT.
CONFIRM EXACT LOCATIONS.

CONNECT 1" COMPRESSED AIR LINE AND 3/4" CW LINE TO OVERHEAD
HOSE REEL. PROVIDE SHUT-OFF AND UNION. HOSE REEL BY
CONTRACTOR.

1eering,LLC

811 West Cedar St.
Pocatello, Idaho 83201
(p) 208-478-4613

() 208-478-4617
wwwbengllc.com

3/4" COMPRESSED AIR DROP DOWN TO QUICK DISCONNECT. PROVIDE
SHUT-OFF VALVE. VERIFY MOUNTING HEIGHT WITH OANER. REFER TO
DETAIL 5/P601.

DROP WITH CW LINE ON WARM SIDE OF INSULATION TO WH1 AT 18"
AFG.

REUSE EXISTING HOLDING TANK AND BLADDER TANK. RELOCATE TO
MEZZANINE. REVSE EXISTING WATER SUPPLY. MAKE CONNECTION TO
EXISTING IN THIS AREA. CONFIRM EXACT LOCATION.

AIR COMPRESSOR BY THIS CONTRACTOR. CONNECT 1-1/4"
COMPRESSED AIR LINE TO COMPRESSOR. PROVIDE SHUT-OFF VALVE
AND UNION.

O QO OO O©

GAS LINE DOWN TO HEATER BEURNER. PROVIDE SHUT-OFF VALVE,

UNION AND  APPLIANCE REGULATOR TO REGULATE GAS PRESSURE PROFESSIONAL SEAL

FROM 2 PS5l TO 11" WC.. REFERENCE DETAIL 2/M603.

DROP AIR LINE DOWN COLUMN FACE AND TERMINATE WITH QUICK
COUPLER 3'-0" AFF.

CONNECT TO EXISTING BUILDING SANITARY SEWER. FIELD VERIFY
EXACT LOCATION AND INVERTED ELEVATION TO PROVIDE PROPER
FLOW TO EXISTING SEPTIC DRAIN FIELD.
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KEY NOTES

CLIENT

DROOVOO © QOO © O

DROP WITH WATER LINES TO LEVEL BELOW. ENSURE WATERLINES
DROP ON WARM SIDE OF INSULATION,

MAKE CONNECTION TO FURNACE AND COOLING COIL CONDENSATE
DRAIN CONNECTIONS AND ROUTE TO DRAIN INDIRECTLY INTO
FLOOR SINK. 1" MIN PVC.

3" VENT LINE FROM BELOW CONTINJE THROUGH ROOF.

PROFANE &AS LINE.

DROP TO LEVEL BELOW WITH SANITARY SEWER LINE.

MAINTAIN MINIMUM OF 36" CLEAR SPACE IN FRONT OF ELECTRICAL
PANELS IN THIS AREA. CONFIRM EXACT LOCATION AND
COORDINATE WITH EC.

MAKE ©AS CONNECTION TO GAS APPLIANCE THROUGH SHUTOFF
VALVE, INION AND FLEXIELE CONNECTOR.

CONTINUED FLUMBING PLAN P201.

RISE TO CEILING LEVEL WITH VENT.

DROF FROM LEVEL ABOVE WITH SANITARY DRAIN LINE.
DROP FROM LEVEL ABOVE WITH WATER LINES.

RISE TO LEVEL ABOVE WITH SANITARY VENT LINE.
EXISTING HOLDING TANK RELOCATED TO THIS AREA.

EXISTING PRESSURE TANK RELOCATED TO THIS AREA.
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KEYED NOTES: NOTES:
@ ClL PIPE SAME SIZE AS INLET PIFE. 1. PIPING, CLEANOUT CONFIGURATION, SIZE AND TYPE OF PIPING MATERIAL AS PER CITY OR N 2 e
SANITARY DISTRICT. INSPECTION BY SOUTH VALLEY WATER RECLAMATION DISTRICT (SVARF) FINISH GRADE
@) (2) 2" VENTS MAY BE CONNECTED TOGETHER +42" AFG WITH COMMON TO PRIOR TO BACKFILLIING 1S REQUIRED.
SEPERATE 2" VENT EXTEND TO 3" VIR AS REQUIRED BY BLDG DEPT. 2. INTERCEPTOR PIPING AND OTHER ASSOCIATED PIPING CHANGES THAT ARE NECESSARY TO "
INSTALL INTERCEPTOR MUST BE IN ACCORDANCE WITH LOCAL REGULATIONS. NN %
3. INTERCEPTOR MUST BE PROPERLY VENTED IN ACCORDANCE WITH INTERNATIONAL PLUMBING CODE <\\///\\\///\\>//\\>//\\>// AR < \\>/<\\
o . 1 4 STANDARDS. R e
5-0 & 4-0 . CONCRETE SHALL HAVE A MINIMUM 28 DAY COMPRESSIVE STRENGTH OF 4000 PSL. SOV
— 5. REINFORCEMENT STEEL SHALL BE ASTEM A6O5 GRADE £0. PN I
6. THE CONCRETE COVER OVER REINFORCEMENT STEEL SHALL BE A MINIMUM OF 1-%2", 12'x12" CONCRETE R IGREGEX
7. THE STRUCTURE SHALL BE DESIENED BY A REGISTERED PROFESSIONAL ENGINEER LICENSED IN THE COLLAR SAME AS //\///\ R DX GAST IRON S01L
STATE OF UTAH. THE DESIGNED SHALL BE SUBMITTED FOR APPROVAL TO THE ARCHITECT PRIOR EEEAL%CU)THAY >\>//\\\///\\\///\\ ‘ / 7/\\\///\\\///\\\///\\\///\\\//\ PIPE RISER.
TO INSTALLATION. ' NN NN ESENNNNS
&, THE STRUCTURE SHALL BE DESIGNED FOR THE FOLLOWING LOADING CRITERIA. \//>\<//\\<,{ 2 \\//>\<//\\\//>\\//}/\
PIPE OD. +2" ‘ NN OV
n ‘ A A. WALL DESIGN FOR A SATURATED EQUIVALENT FLUID AT-REST SOIL PRESSURE . ) 3
9 O © a z @) ] OF 40 PCF PLUS TRUCK SURCHARGES.
v 1 : - B. TRUCK LOADING USING AN AASHTO H-20 TRUCK LOAD. CAST IRON BEND
N MANWAY FRAME & COVER SHALL BE A TRAFFIC TYPE CASTING FOR H-20 TRUCK LOAD. SAME MATERIAL AS LINE.
\ g, THE INLET PIPE SHALL BE AT AN ELEVATION 1" HIGHER THAN THE QUTLET PIFE.
10. WHERE THE SEWER LINE ALREADY EXIST, THE SEWER INVER INTO AND QUT OF THE INTERCEPTOR WYE BRANCH
\- 11, SHALL BE 4-O0" ABOVE THE INTERCEPTOR FLOOR. GROUTED PLUG WHEN C.0.
PRIMARY SECONDARY THE BAFFLE IN THE INTERCEPTOR SHALL BE WITHIN 3" OF THE CEILING OF THE INTERCEPTOR. OCCURS AT END OF LINE.
CHAMBER CHAMBER 12 COVERS SHALL BE CIRCULAR AND BE SOLID.
*““‘“ 15 SANITARY WASTE FROM TOILETS MUST NOT BE PLUMBED THROUGH THE INTERCEPTOR. g \
* INTERCEPTOR MUST BE LOCATED IN SUCH A MANNER THAT IT 15 READILY ACCESSIBLE FOR ; A
" CLEANING, ‘ { = =
15 FIELD VERIFY INVERT ELEVATIONS OF INLET AND OUTLET PIPING PRIOR TO INSTALLING
& INTERCEPTOR.
" CONTRACTOR SHALL OBTAIN OFFICIAL LOCAL JURISDICTION WATER RECLAMATION DISTRICT
INTERCEPTOR DESIGN AND INSTALL PER THEIR REQUIREMENTS.
PRECAST REINFORCE SCALE
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CLIENT

POLYDRAIN CAST [RON .

INLAY HEAVY DUTY GRATE. NOTE:

REFER TO ARCHITECTURAL
POLYDRAIN CHANNEL FLOOR SLAB DRAWINGS FOR WEATHERPROOF
(DEPTH VARIES). \ / REQUIREMENTS,
e —r T e——e e
CONNECTING CCOAMINITES

METAL PIPE SLEEVE :’.f:‘-> POLYDRAIN CAST [RON

INLAY HEAVY DUTY GRATE.

STATION #3437A
SR-44 @ M.P. 0.5 %
GREENDALE UTAH

PIPE
ESCUTCHEON WHERE PIFE 15
\ ﬁ \ ﬂ/ EXPOSED IN FINISHED SPACE. DLSTAPLE DESIGNER
O 23 NOT REQUIRED WHERE SLEEVE
IS ABOVE CEILING.
Q ﬂ POLYDRAIN SUPPERT - ‘ a— 4" CONCRETE ——— POLYDRAIN CHANNEL
NOTE: BRACKET, FURNISHED * .o e il ) (FIRST POUR) (DEPTH VARIES). 1 I~
PIPE 6LEEVE® ARE REQUIRED DRAIN SYSTEM. BECRET RN porareny BERRIIIN N i , ‘
THI& PROJECT. TRACT / | RARTIIR R
AL BE FEQURED TO FEMOVE. A R AR GROUP
éﬂl@ 2EEE€E1\TE‘:’ T&LZJL-‘-EA?_LY I;:SUZLQEVE SOIL SUB-BASE— POLYDRAIN PVC | architecture - planning - design services |
' CONNECTOR FURNISHED 1135 South West Temple, Ste. A

AND REINeTALL THE PIPE AT NO ] ) BY TRENCH DRAIN MFER.
ADDITIONAL CO%T TO THE OVNER. \ :
GYPSUM WALLBOARD ' - PIFE

OR MASONRY WALL , 1

Salt Lake City, UT 84101
P:(801) 961-7070
F:(801) 961-7373

T (TYP) 12" MIN.
TRENCH DRAIN INSTALLATION TRENCH DRAIN PIPING CONSULTANTS
SCALE ’ SCALE o
HRU WALL CAL TRENCH N DET. A .
NG TR oY SCAE 7 TYPICAL TRENCH DRAIN DETAIL oo |\ eering,LLC
811 West Cedar St.
Pocatello, Idaho 83201
(p) 208-478-4613
() 208-478-4617
wwwbengllc.com
CORE DRILLED HOLE ESCUTCHEON WHERE PIPE IS
~7—T~__— FOUNDATION WALL METAL PIPE SLEEVE Mg e
| B = I5 ABOVE CEILING.
PIFE EI=IERVEER |
\ T\ PIFE
e — == —\ PROFESSIONAL SEAL
"J_” 7 ’ WHERE PIPING 1S EXPOSED
NOTE: SEALANT & TO EXTERIOR, PROVIDE
PIPE &LEEVEG ARE REQUIRED BACK-UP MATERIAL. NOTE: SEALANT & BACK-UP
ON THI6 PROJECT. CONTRAGTOR . PIPE 4LEEVES ARE REQUIRED MATERIAL. CLFFORD DEE
; PROVIDE 1/4" MIN. CLEAR ON THI6 PROJECT. CONTRAGTOR ' HOLMES
oHALL BE REQUIRED TO REMOVE 7 AROUND PIPE. PIPE TO BE : PROVIDE 1/4" MIN. CLEAR
ANY PIPE IN6TALLED \ITHOUT A GHALL BE REQURED TO REMOVE AROUND BARE PIPE OR 04/30/07
' CENTERED THRU HOLE. NY PIPE IN6TALLED VITHOUT A (ien
PIPE GLEEVE, INGTALL THE &LEEVE A LTALLED \ITHOU INSULATED PIPE. 309570
AND PENGTALL. THE PIDE AT NO PIPE GLEEVE, INoTALL THE &LEEVE
ADDITIONAL COT TO THE OVWNER. AND REINGTALL THE PIPE AT NO
ADDITIONAL CO&T TO THE OVNER.

MASONRY OR CONCRETE WALL

ISSUE
SCALE | SCALE
PIPE THRU WALL - BELOW GRADE —1\ 5 | PIPE THRU WALL ABOVE GRADE | e\ 2
05/01/07|CONSTRUCTION DOCUMENTS
MARK| DATE DESCRIPTION
DFCM PROJECT NO: 07029900
ARCHIPLEX PROJECT NO: 0708.01
OUTSIDE DIAMETER OF LENGTH OF SIZE OF . |
PIPE OR COVERING COLOR FIELD LETTERS DRAWN BY: LCM
Q A B CHECKED BY: CDW
h— — INCHES MM INCHES| MM | INCHES | MM SCALE: NONE
3/4" 70 1-1/4" 19 TO 32 8” 200 1/2" 13 DATE: MAY 1, 2007
1-1/2" 70 2" 38 TO 51 8" 200 3/4" 19 ,
[LEGEND] 2-1/2" TO 6" 64 TO 150 | 12" | 300 1—1/4" | 32
8" 70 10" 200 TO 250 | 24" 600 2-1/2" 64
OVER 10" OVER 250 32" | 800 3-1/2" | 89
SERVICE BACKGROUND OR|  IDENTIFICATION
e COLOR BAND MARKER
NOTE: DOMESTIC COLD WATER GREEN WHITE ON GREEN
IDENDIFICATION MARKERS OR STRIPS TO BE DOMESTIC HOT WATER YELLOW BLACK ON YELLOW
PLACED ON ALL EXPOSED COVERED AND ‘ DOMESTIC HOT WATER RETURN|  YELLOW BLACK ON YELLOW
UNCOVERED PIPES AT 50'-0" INTERVALS AND FIRE PROTECTION (SPRINKLER)|  RED WHITE ON RED
AT ALL VALVES, BRANCHES, CHANGE IN NATURAL GAS YELLOW BLACK ON YELLOW
DIRECTION OF FLOW AND ON BOTH SIDES OF SANITARY DRAIN GREEN WHITE ON GREEN
WALLS WHERE PIPES PASS THROUGH SAME, STORM WATER GREEN WHITE ON GREEN
ARROWS OF SAME COLOR AS IDENTIFICATION ,
MARKERS SHALL ALS0 BE PLACED ON PIPES
POINTING AWAY FROM MARKER INDICATION
DIRECTION OF FLOW.
SHEET TITLE
SCALE ; SCALE
PRV STATION DETAILL ———( 6 PIPE IDENTIFICATION DETAILL —\>
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CLIENT

POLYDRAIN CAST [RON .

INLAY HEAVY DUTY GRATE. NOTE:

REFER TO ARCHITECTURAL
POLYDRAIN CHANNEL FLOOR SLAB DRAWINGS FOR WEATHERPROOF
(DEPTH VARIES). \ / REQUIREMENTS,
e —r T e——e e
CONNECTING CCOAMINITES

METAL PIPE SLEEVE :’.f:‘-> POLYDRAIN CAST [RON

INLAY HEAVY DUTY GRATE.

STATION #3437A
SR-44 @ M.P. 0.5 %
GREENDALE UTAH

PIPE
ESCUTCHEON WHERE PIFE 15
\ ﬁ \ ﬂ/ EXPOSED IN FINISHED SPACE. DLSTAPLE DESIGNER
O 23 NOT REQUIRED WHERE SLEEVE
IS ABOVE CEILING.
Q ﬂ POLYDRAIN SUPPERT - ‘ a— 4" CONCRETE ——— POLYDRAIN CHANNEL
NOTE: BRACKET, FURNISHED * .o e il ) (FIRST POUR) (DEPTH VARIES). 1 I~
PIPE 6LEEVE® ARE REQUIRED DRAIN SYSTEM. BECRET RN porareny BERRIIIN N i , ‘
THI& PROJECT. TRACT / | RARTIIR R
AL BE FEQURED TO FEMOVE. A R AR GROUP
éﬂl@ 2EEE€E1\TE‘:’ T&LZJL-‘-EA?_LY I;:SUZLQEVE SOIL SUB-BASE— POLYDRAIN PVC | architecture - planning - design services |
' CONNECTOR FURNISHED 1135 South West Temple, Ste. A

AND REINeTALL THE PIPE AT NO ] ) BY TRENCH DRAIN MFER.
ADDITIONAL CO%T TO THE OVNER. \ :
GYPSUM WALLBOARD ' - PIFE

OR MASONRY WALL , 1

Salt Lake City, UT 84101
P:(801) 961-7070
F:(801) 961-7373

T (TYP) 12" MIN.
TRENCH DRAIN INSTALLATION TRENCH DRAIN PIPING CONSULTANTS
SCALE ’ SCALE o
HRU WALL CAL TRENCH N DET. A .
NG TR oY SCAE 7 TYPICAL TRENCH DRAIN DETAIL oo |\ eering,LLC
811 West Cedar St.
Pocatello, Idaho 83201
(p) 208-478-4613
() 208-478-4617
wwwbengllc.com
CORE DRILLED HOLE ESCUTCHEON WHERE PIPE IS
~7—T~__— FOUNDATION WALL METAL PIPE SLEEVE Mg e
| B = I5 ABOVE CEILING.
PIFE EI=IERVEER |
\ T\ PIFE
e — == —\ PROFESSIONAL SEAL
"J_” 7 ’ WHERE PIPING 1S EXPOSED
NOTE: SEALANT & TO EXTERIOR, PROVIDE
PIPE &LEEVEG ARE REQUIRED BACK-UP MATERIAL. NOTE: SEALANT & BACK-UP
ON THI6 PROJECT. CONTRAGTOR . PIPE 4LEEVES ARE REQUIRED MATERIAL. CLFFORD DEE
; PROVIDE 1/4" MIN. CLEAR ON THI6 PROJECT. CONTRAGTOR ' HOLMES
oHALL BE REQUIRED TO REMOVE 7 AROUND PIPE. PIPE TO BE : PROVIDE 1/4" MIN. CLEAR
ANY PIPE IN6TALLED \ITHOUT A GHALL BE REQURED TO REMOVE AROUND BARE PIPE OR 04/30/07
' CENTERED THRU HOLE. NY PIPE IN6TALLED VITHOUT A (ien
PIPE GLEEVE, INGTALL THE &LEEVE A LTALLED \ITHOU INSULATED PIPE. 309570
AND PENGTALL. THE PIDE AT NO PIPE GLEEVE, INoTALL THE &LEEVE
ADDITIONAL COT TO THE OVWNER. AND REINGTALL THE PIPE AT NO
ADDITIONAL CO&T TO THE OVNER.

MASONRY OR CONCRETE WALL

ISSUE
SCALE | SCALE
PIPE THRU WALL - BELOW GRADE —1\ 5 | PIPE THRU WALL ABOVE GRADE | e\ 2
05/01/07|CONSTRUCTION DOCUMENTS
MARK| DATE DESCRIPTION
DFCM PROJECT NO: 07029900
ARCHIPLEX PROJECT NO: 0708.01
OUTSIDE DIAMETER OF LENGTH OF SIZE OF . |
PIPE OR COVERING COLOR FIELD LETTERS DRAWN BY: LCM
Q A B CHECKED BY: CDW
h— — INCHES MM INCHES| MM | INCHES | MM SCALE: NONE
3/4" 70 1-1/4" 19 TO 32 8” 200 1/2" 13 DATE: MAY 1, 2007
1-1/2" 70 2" 38 TO 51 8" 200 3/4" 19 ,
[LEGEND] 2-1/2" TO 6" 64 TO 150 | 12" | 300 1—1/4" | 32
8" 70 10" 200 TO 250 | 24" 600 2-1/2" 64
OVER 10" OVER 250 32" | 800 3-1/2" | 89
SERVICE BACKGROUND OR|  IDENTIFICATION
e COLOR BAND MARKER
NOTE: DOMESTIC COLD WATER GREEN WHITE ON GREEN
IDENDIFICATION MARKERS OR STRIPS TO BE DOMESTIC HOT WATER YELLOW BLACK ON YELLOW
PLACED ON ALL EXPOSED COVERED AND ‘ DOMESTIC HOT WATER RETURN|  YELLOW BLACK ON YELLOW
UNCOVERED PIPES AT 50'-0" INTERVALS AND FIRE PROTECTION (SPRINKLER)|  RED WHITE ON RED
AT ALL VALVES, BRANCHES, CHANGE IN NATURAL GAS YELLOW BLACK ON YELLOW
DIRECTION OF FLOW AND ON BOTH SIDES OF SANITARY DRAIN GREEN WHITE ON GREEN
WALLS WHERE PIPES PASS THROUGH SAME, STORM WATER GREEN WHITE ON GREEN
ARROWS OF SAME COLOR AS IDENTIFICATION ,
MARKERS SHALL ALS0 BE PLACED ON PIPES
POINTING AWAY FROM MARKER INDICATION
DIRECTION OF FLOW.
SHEET TITLE
SCALE ; SCALE
PRV STATION DETAILL ———( 6 PIPE IDENTIFICATION DETAILL —\>
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CLIENT
/ﬂ—-—”\"’ : 5 (s
COMVECTING COAMIMITIES
MAY EXTEND AS A WASTE OR VENT METAL PIFE SLEEVE
STATION #3437A
ADJWSTABLE HEAD SET B CHROME WALLCOVER ¢ SCREW SR-44 @ M.P. 0.5 +
FLUSH NITH FINISHED FLOOR FINISHED FLOOR 4 / A
CONCRETE (TYP) — _—WALL ' PIFE GREENDALE UTAH
" __SLOPE _ _ sloPE L PLUGGED TEE W CLEANOUT \ / giguo;%f?ﬁ ?:ﬂ??i??iiia DESIGNER
1/2"¢ FROM TRAP PRIMER Loe w L ; NOT REQUIRED WHERE SLEEVE
L\ \ / e é FLOOR LINE 15 ABOVE CEILING,
RTINS VAR SEE SLEEVE DETAIL
n | = ' FIRE RATED FIRE RA )
| | SEALANT TED Il A
SEALANT
WATERPROOF MEMBRANE GROUP
Elbﬁﬁp INTO CLAMPING USE CAULKED T 12" CI BEND NON-COMBUSTIBLE
‘ ggm%zgg& INSULATION architecture - planning - design services |
| BRSPS | '~ (155 Seuh Vst Toaple. S 4
DEEP SEAL P-TRAP \ Salt Lake City, UT 84101
GYPSUM WALLBOARD P:(801) 961-7070
IR OR MASONRY WALL F:(801) 961-7373
- (TYP)
CONSULTANTS
SCALE SCALE SCALE |
FLOOR DRAIN DETAIL 7 WALL CLEANOUT - ALL VERTICAL PIFE _ 4 PIPING THRU FIRE-RATED WALL 2 LL
NO SCALE NO SCALE NO SCALE ccrin g, C
811 West Cedar St.
Pocatello, Idaho 83201
(p) 208-478-4613
(f) 208-478-4617
wwwbengllc.com
PIPE
SEALANT ¢ —\nc TAL OR PLASTIC SLEEVE COPPER PIPE 1/2" BALL VALVE
BACK-UP MATERIAL. o~ (INSULATED OR NON-INSULATED)
CONCRETE PAD
(FLOOR)
\ o — ANCHOR UNISTRUT TO WALL TRAP PRIMER VALVE
WITH INTEGRAL PROFESSIONAL SEAL
_— P1o00 INISTRUT BACKFLOW PREVENTER ONAL SE
AND VACUUM BREAKER
- ' 15172 PORT
\ 2 AIR GAP FITTING '
/9 i 1/2" COPPER TUBING 1 2
UNISTRUT PIPE CLAMP TRAP SUPPLIES ROUTE FOLMES
PROVIDE 1/4" MIN. CLEAR BELOW FLOOR TO FLOOR
AROUND PIPE. PIPE TO BE ] DRAIN TRAPS (SEE PLAN) 04/30/07
N CENTERED THRU HOLE. 309570
NOTE: CLAMP BOLT 48" MIN, AFF
ALL PIPES TO BE SLEEVED. \_/\_ 20 MIL THICK PVC ISOLATION TAPE
THIS INCLUDES WATER, SEWER (DUCT TAPE 1S NOT ACCEPTABLE)
ETC. ’
ISSUE
SCALE SCALE SCALE
PIPING THRU ON GRADE FLOOR e o PIPE SUPPORT DETAIL e SCALE TRAP PRIMER DETAIL . e SCALE
05/01/07|CONSTRUCTION DOCUMENTS
MARK | DATE DESCRIPTION
PRESSURE RELIEF Z%%”CNEE%REQSEALT DFCM PROJECT NO: 07029900
PRESEURE SWITCH—,  VALVE SET AT T5 HANGER RO ere) ' e ARCHIPLEX PROJECT NO: 0708.01
SET - 40 PS.1. ON Pol LOCKING NUT m : (NIDTH AS REQUIRED) : :
60 PS1. OFF | SUPPORT NUT l DRAWN BY: LCM
ZIRA‘[EJZSEURE HEA\/Y DUTY e o [ n» A N I S P CHECKED BY: CDW
STRAINER R I IR S SR AR SR SRS St
CHECK VALVE CLEVIS HANSE AN = = = = =R NN N NN :
/ W:m:m:m:m:m:m:m: /4/\\\///\\\///\\\///\\\ 5% SCALE NONE
! ) AN Bl e =T =T E=TTE=T] SN SNANNVN DATE: MAY 1, 2007
7 % S=I=T= N ’
A o 16 GAGE ZINC COATED —¢f =i
NP B—5rerev = s SHEET STERL SACDLE T TS
TN TS
METALLIC MARKER R
T PIPEX S
R =—— EARTH
SYSTEM SHUTA DRAIN VALVE BALL VAPOR BARRIER gl'Eg[E\Bg@\lEDAND ///\\\///\
OFF &
VALVE VALVE (TYF) INSULATION BELOW BURIED PIFE. ///\\\///\
\ CALCI A
3 PRESSURE TANK | SILICATE BLOCK R
Q_.,.\_ WELL-X-TROLL CLEVIS HANGER AT HANGER CLEVIS HANGER REGRRRR
WATER SUPPLY SINELE HORIZINTAL RUNS SINGLE HORIZINTAL RUNS R
FROM WELL WITH VAPOR BARRIER INSULATION IANE 7
UNION (TYP) NOTE:
ELEVATIONS W/ALL
*INSTALL 20 MIL THICK PVC ISOLATION TAPE BETWEEN PIPE 3;2%552%5& INVERT
AND HANEGER FOR DISSIMILAR MATERIAL. WRAP TAPE AROUND PIPE
(DUCT TAPE OR ELECTRICIAN TAPE IS NOT ACCEPTABLE) TRENCH
*PLUMBER'S TAPE 15 NOT AN ACCEPTABLE METHOD TO HANG PIFE. SHEET TITLE
SCALE SCALE " SCALE
WELL SYSTEM PRESSURE TANK ——( 4 PIPE HANSERS DETAIL vrrrmG EURISD PIFE DETAIL N0 SCALE
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ELECTRICAL SYMBOL SCHEDULE

LIGHT-FIXTURE SCHEDULE

SYMBOL| DEVICE/FIXTURE DESCRIPTION MOUNTING| NOTES DESCRIPTION LAMPS
T I —— o TYPE | MANJFACTURER CATALOG NOMBER | No] TYPE VOLTS| MOUNTING | REMARKS
= &' 4-LAMP INDUSTRIAL FLUORESCENT FIXTURE
Y | EXIT LIGHT FIXTURE - WALL MOUNT (1) (2) (4) (5) METALUX STDIM232-120V-EB&2 |4 |F32189P35 | 120 | PENDENT (1)
WALL LIGHT FIXTURE (1) (2) L1
S | SINGLE POLE SWITCH (©) 54 VA
Ss THREE WAY SWITCH (6) RECESSED FLANGED 2'X4' 3-LAMP FLUORSCENT FIXTURE
Sw | MOTION SENSING SIWITCH ) P METALUX 2FC&-332A-120VEBS2 |3 | F32185P35 | 120 |RECESSED | (1)
THERMOSTAT
© | DUPLEX CONVENIENCE OUTLET, GROUNDING TYPE () a8 VA
=) DUPLEX CONVENIENCE QUTLET - GFI ®) SURFACE MOUNTED FLUORSCENT NWRAP AROUND FIXTURE
— METALUX WS232A-120VEES1 2 |F32185P35 | 120 |SURFACE
SINGLE CONVENIENCE OUTLET (©) L3
B DOUBLE DUPLEX OUTLET ®)
S | SINGLE PHASE SPECIAL OUTLET | NEMA - SUBSCRIPT MARKS TYPE | (&) 68 Vi,
VOLTS|AMPS TOUTLET PG TWIRE EMERGENCY BATTERY PACK
1125 | 30 [5-30R  |5-30P | 3N SURELITES  CCINGSD-SM [2 [emunT | 120 |sURFACE
2| 250 | 20 |6-20R _ |6-20P | 3W L4
31 250 | 50 [10-50R |10-BOP 3N ('l 3 )
4 250 | 60 20 VA
JUNCTION BOX 2 3 NS LED EXIT SteN
© | UNCTION BOX NOTED SURELITES  LPXTODG-WH - |Lep 120 |UNLV.
FAN MOTOR OUTLET - CEILING OR AS NOTED L5
TELEPHONE OUTLET (6) 20 VA
® | VEHICLE EXHAUST FAN SWITCH OUTDOOR 250W METAL HALIDE WALLPACK
® | CARBON MONOXIDE SENSOR P LUMARK MHAL250-120V 11 | 250WMH | 120 | SURFACE
DISCONNECT SWITCH (7)
MAGNETIC STARTER WITH DISCONNECT %) 300 VA
© MILTI-MEDIA STRUCTURED CABLING OVTLET OUTDOOr~4R gogfﬁ SSIT:;—NHQLAIIE i ?CJOSSHLP:?H‘; BK 1 [ 400nMH | 120 [WALL
v c o ™ - - -
/) | MAIN POWER PANEL LT
Bl | PANEL BOARD -
480
‘" | EMERGENCY LIGHT FIXTURE (1) (2)
100W METAL HALIDE FIXTURE
[see] | OVERHEAD DOOR CONTROL LUMARK MHWL100-120V [1 [100m [ 120 [WALL
LS
NRING INCND IN | —
N e R WAL WIRING IN CND IN GROUND OR FLOOR IRV
—O | CONDUIT TURNED UP E— CONDUIT TURNED DONWN 230W METAL HALIDE FIXTURE
— | CIRCUIT HOME RUN TO PANEL. 3 CONDUCTORS INCLUDING THE EQUIPMENT LUMARK MHCL230-120V |1 | 230WMH | 120
GROUND CONDUCTOR. L4
CIRCUIT HOME RUN TO PANEL. NUMBER OF ARROW HEADS INDICATE
—if—=» | NUMBER OF CIRCUITS. SLASH MARKS INDICATE NUMBER OF CONDUCTORS. 300 VA
EX. TWO CIRCULTS, FOUR CONDUCTORS, COMMON NEUTRAL AND THREE
‘ , NOTE: THE FIXTURES LISTED IN THIS SCHEDULE REPRESENT THE QUALITY AND TYPE OF FIXTURES DESIRED. EQUALS
~fHf—2 | CIRCUITS WITH T CONDUCTORS (SEPERATE NEUTRAL PER CIRCUIT). BOTH OF THOSE MANUFACTURERS NOTED IN THE REMARKS ARE ACCEPTED. FOR THOSE FIXTURES WITHOUT A
EX. INCLUDE AN EQUIP. GROUND. MANUFACTURE DESIGNATION IN THE REMARK COLUMN THE SUPPLIER MAY SUBMIT A FIXTURE THEY BELIEVE

INSTALL CONDUIT AS DRAWN ON THE PLANS. THE ONLY EXCEPTIONS ARE THOSE
AUTHORIZED IN WRITING BY THE ENSINEER.
ALL CONDUITS SHALL INCLUDE AN EQUIPMENT GROUND CONDUCTOR SIZED PER NEC.

ABBREVIATIONS/NOTES

TO BE EQUAL TO THE ONE SPECIFIED. TO BE ACCEPTABLE THE FIXTURES SUBMITTED MUST BE OF THE SAME

TYPE AND MATERIAL AS THAT SPECIFIED AND MUST RECEIVE APPROVAL FROM THE ENGINEER BY ADDENDUM

PRIOR TO BID.

(1) PROVIDE TWO BALLASTS FOR INBOARD/OUTBOARD SWITCHING.

AFF - ABOVE FINISHED FLOOR, AFG - ABOVE FINISHED GRADE,

AIC - AMPS INTERUPTING CAPACITY, BC - BARE COPFER, BFC - BELOW FINISHED CEILING
BF& - BELOW FINISHED GRADE, CND. OR €. - CONDUIT, CT - CURRENT TRANSDUCER,

DFA - DROP FROM ABOVE, EC - ELECTRICAL CONTRACTOR, &C - GENERAL CONTRACTOR,
MC - MECHANICAL CONTRACTOR, MCA - MINIMUM CIRCUIT AMPS,

P.C. - PLUMBING CONTRACTOR, POC - POINT OF CONNECTION, POS - POINT OF SALES,
RMC - RIGID METAL CONDUIT, SCA - SHORT CIRCUIT AMPERES,

TC
WP

(1)
(2)
(3)
(4)
(5)

©)
(1)
(&)
()

(10) USE HEAVY DUTY FOR 450 VOLT.

(11) ACCEPTABLE EQUALS ARE HUBBELL, ORTRONICS, SIEMON

(12) SNITCH WITH LIGHTS UNLESS INDICATED OTHERWISE.

(13) PROVIDE RECEFTACLE CONFIGURATICON AND NUMBER OF CONDUCTORS REQUIRED BY

- TEMP. CONTROL CONTRACTOR, VA - VOLT/AMPS, VIF - VERIFY IN FIELD,
- WEATHER PROOF/NEMA 3R

SEE LIGHTING FIXTURE SCHEDULE FOR TYPE AND SPECIFICS.

SEE LIGHTING FIXTURE SCHEDULE FOR MOUNTING OF FIXTURE.

WIRE FIXTURE FROM ADJACENT J-BOX

DO NOT SWITCH

PROVIDE DIRECTIONAL ARROWS AS SHOWN ON THE DRAWINGS BY THE DARKENED
AREA

ACCEPTABLE EQUALS ARE P¢9, LEVITON, COOPER, HUBBELL

ACCEPTABLE EQUALS ARE GENERAL ELECTRIC, ALLEN-BRADLEY, SQUARE D
ACCEPTABLE EQUALS ARE LEVITON, P¢S, HUBBELL, COOPER

PROVIDE MUD RING AND/OR BOX COVER APPROPRIATE FOR DEVICE/FIXTURE SERVED

CONDULT/CONDUCTOR SCHEDULE

GENERAL NOTES

CLIENT

SUFFIX:

ONDULT] CONDUCTOR *
MARK || AMPS ICABLE QTY| SIZE |INSUL.| REMARKS
QD20 [ 34 [ 2] 12 [ (1) [
20 | 34 14 12 | (1) |2
30 | 34" | 2| 10 | (1) |2
50 | 34" 2| & | (1) (2
65 | 1" 2] 6 (1)
(33Dl 100 [11/4" | 3 3 1 (2
335 | 3" |3 | 400 | (1) (2
Gzol 200 [ 212° 1 31 30 | (1) (2
NOTE

(2) ALL CONDUIT SHALL CONTAIN A SEPARATE
EQUIPMENT GROUNDING CONDUCTOR SIZED
IN ACCORDANCE WITH THE NEC. ACCOUNT FOR
PARALLEL RUNS.

"A" INDICATES ALUMINUM CONDUCTORS
"Y' INDICATES YELLOW ISOLATED GROUND
CONDUCTOR IN ADDITION TO THE GROUND
CONDUCTOR IN NOTE ABOVE.

MECHANICAL EQUIPMENT SCHEDULE

MARK

DESCRIPTION

ELECTRICAL

V/PH

MCA

MocP

LMHP

DISCONNECT
SIZE/POLE

FUSE
SIZE

REMARKS

AC~1

AIR COMPRESSOR

240/

15.0

35.0

3.0

60/2

25AF

3)

B-1

RADIANT HEATER

120/1

10

CU-1

CONDENSER

230/

120

200

(1)

EF-1

EXHAUST FAN

120/1

04

(2)

EF-2

EXHAUST FAN

230/1

50

15.0

1.0

(4)(5)

F-1

FURNACE

1201

11.4

15.0

1/2

20A SWITCH/

NF

(6)

P-4

DRINKING FOUNTAIN

120/1

4.9

150

VP-1

VACUM PUMP

120/

45

15.0

1/3

20A SWITCHN

NF

()

WELL

WELL PUMP

240/1

17.0

35.0

60A/2

25AF

LM

LOUVER MOTOR

1201

15

(4)

V/PH/Mz = YOLTAGE / PHASE / HERTZ
MCA = MINIMU CIRCUIT AMPACITY
MOCP = MAXIMUM OVER CURRENT PROTECTION LISTED BY THE MANUFACTURER

NF = NON-FUSED

LMHP = LARGEST MOTOR HORSE POWER

EQUIPMENT.

NOTES:

(1) UNIT FURNISHED WITH DISCONNECT INSTALLED BY EC.
(2) SNITCH WITH LIGHT FIXTURE
(3) PROVIDE NEMA 1 DISCONNECT. FUSE TO MAX FUSE SIZE AS LISTED BY MANUFACTURER
(4) INTERLOCK LOUVER MOTOR WITH FAN MOTOR. COORDINATE WITH MC.

(5) PROVIDE COMBINATION STARTER (SQUARE D 8538-5BG6 1VO2-CP15X20Y74)
(6) PROVIDE DISCONNECT DEVICE AS REQUIRED BY UNIT.

1. THE ELECTRICAL SYSTEMS DEFINED BY THESE PLANS AND
SPECIFICATIONS ARE TO BE CONSTRUCTED AS COMPLETE AND OPERABLE
SYSTEMS AND SHALL BE BID WITH THIS INTENT. THE CONTRACTOR SHALL
VISIT THE SITE, READ ALL THE RELEVANT DOCUMENTS AND BECOME
FAMILIAR WITH THE TYPE OF CONSTRUCTION AND WORK TO BE
ACCOMPLISHED. SHOULD ANY ERROR, OMISSION OR CONFLICT EXIST IN
EITHER THE PLANS OR SPECIFICATIONS, THE CONTRACTOR SHALL NOTIFY
THE ENGINEER IN WRITING BEFORE SUBMITTING HIS BID PRICE SO A CHANGE
CAN BE ISSUED IN A PRE-BID ADDENDUM. OTHERWISE, THE CONTRACTOR
AND/OR EQUIPMENT SUPPLIER SHALL SUPPLY THE PROPER MATERIALS AND
LABOR TO INSTALL COMPLETE AND OPERABLE SYSTEMS AT THEIR OAN
EXPENSE. WHEN EACH ELECTRICAL SYSTEM 1S COMPLETE, THE CONTRACTOR
SHALL TEST AND CONFIRM IT'S PROPER OPERATION. ANY INCOMPLETE
SYSTEM SHALL BE MADE COMPLETE AND OPERABLE.

2. THE ARCHITECTURAL AND MECHANICAL PLANS ARE CONSIDERED A
PART OF THE ELECTRICAL DOCUMENTS SO FAR AS THEY APPLY. THE
ELECTRICAL CONTRACTOR SHALL REFER TO AND COORDINATE WITH THEM,
NO EXTRA COST SHALL BE ALLOWED FOR FAILURE TO COORDINATE THE
CONTRACT DOCUMENTS WITH OTHER TRADES AND/OR IF EQUIPMENT
DIMENSIONS ARE GREATER THAN SPECIFIED AND/OR DIMENSIONED ON THE
PLANS.

3. NO ADDITIONS TO THE CONTRACTOR BID WILL BE ALLOWED FOR
CHANGES MADE NECESSARY BY INTERFERENCE WITH OTHER WORK.

4. THE ELECTRICAL CONTRACTOR SHALL PROVIDE EQUIPMENT, MATERIALS
AND LABOR FOR THE CONNECTIONS OF ALL EQUIPMENT SHOWN ON THE
PLANS - ARCHITECTURAL, MECHANICAL, ETC.

5. THIS PROJECT IS TO BE INSTALLED IN STRICT ACCORDANCE WITH
LOCAL AND STATE CODES AND THE NEC. IF AT ANY TIME DURING
CONSTRUCTION, OR AFTER, SOMETHING 1S FOUND TO BE INSTALLED IN
VIOLATION OF THE CODES LISTED ABOVE, IT SHALL BE CORRECTED AT THE
CONTRACTORS EXPENSE.

6. ELECTRICAL CONTRACTOR SHALL CONFIRM THE EXACT LOCATION OF
THE POWER COMPANY SERVICE TRANSFORMER, BEFORE INSTALLING THE
FAD AND SERVICE CONDUIT.

7. THE ELECTRICAL CONTRACTOR SHALL COORDINATE THE SERVICE
FEEDER TO THE BUILDING WITH THE LOCAL UTILITY. PROVIDE LABOR AND
CONDUIT, CONDUCTORS, WEATHER HEAD (IF AERIAL FEED), WIRE WAYS,
TRANSFORMER LUSS, METER BASES, METER CONDUIT, CONDUCTORS, ETC., AS
NEEDED FOR A COMPLETE ELECTRIC SERVICE TO THIS FACILITY.

8. THE EC SHALL INSTALL A SEPARATE EQUIPMENT GROUNDING
CONDUCTOR IN EACH CONDUIT RUN. CONDUIT SHALL NOT BE USED AS AN
EQUIPMENT GROUNDING CONDUCTOR. THE EC SHALL GROUND THE
ELECTRICAL SYSTEM IN ACCORDANCE WITH LOCAL AND NATIONAL CODES.

9. THE CONTRACTOR SHALL NOTIFY THE MANUFACTURER THAT THE LAYOUT
AND DIMENSIONS ARE CRITICAL FOR ALL PANELS, SNITCHEEAR, ETC. AND
NO PIECE OF EQUIPMENT SHALL EXCEED THE PHYSICAL SIZE INDICATED ON
THE PLANS.

10. ELECTRICAL CONTRACTOR SHALL CONFIRM MINIMUM CODE (NEC)
WORKING CLEARANCE BEFORE INSTALLING ANY ELECTRICAL PANELS OR
CABINETS AND SHALL MOVE THE PANELS AT HIS EXPENSE IF REJECTED BY
AN INSPECTOR. [F CLEARANCE 15 NOT POSSIBELE, THE DESIGNER SHALL BE
NOTIFIED IMMEDIATELY IN WRITING.

11. THE CONTRACTOR SHALL ALLOAW THE MOVEMENT, BEFORE ROUGH-IN, OF
ANY ELECTRICAL PANEL, DEVICE, LIGHT FIXTURE, ETC. A DISTANCE OF 10
FEET WITHOUT REQUIRING ADDITIONAL COST TO THE PROJECT.

12. THE ELECTRICAL CONTRACTOR SHALL SECURE ALL CONDUIT TO THE
STRUCTURE AS IT IS SET IN PLACE USING INDUSTRY STANDARD METHODS
AND PRACTICES.

13. TO ASSURE ALL DEVICES ARE RIGIDLY SET, THE ELECTRICAL
CONTRACTOR SHALL SECURE ALL DEVICE BOXES WITH BRACKETS, HANGERS,
ETC. DESIENED FOR THE APPLICATION. ANY DEVICE BOXES NOT SECURED
WILL BE MADE SECGURE AT THE CONTRACTORS EXPENSE.

14. THE ELECTRICAL CONTRACTOR SHALL PROVIDE THE TELEPHONE
SERVICE CONDUIT WITH A NYLON FULL CORD INSTALLED. EC SHALL
CONFIRM ROUTING, SIZE, AND LOCATION OF THE TELEPHONE SERVICE
CONDUIT, AND THE MAIN TELEPHONE BOARD WITH THE TELEFPHONE COMPANY
AND EACH TELEPHONE OUTLET WITH OWNER PRIOR TO ROUGH-IN.

15. EC SHALL INSTALL A 3/4" CONDUIT WITH (1) #6 BARE COPPER
CONDUCTOR FROM TELEPHONE PANEL TO THE MAIN GROUNDING BUS.

16. BEFORE ANY ELECTRICAL CONDUIT, BOXES, ETC. ARE COVERED (FLOOR,
CEILINGS, WALLS, ETC.), THEY SHALL BE APPROVED BY THE INSPECTING
OFFICER (INSPECTOR). THE UNCOVERING AND REPLACEMENT OF
ELECTRICAL WORK FOR THE INSPECTION PURPOSES WILL BE AT THE COST
OF THE ELECTRICAL CONTRACTOR.

17. LIGHT FIXTURES INSTALLED IN THE MECHANICAL ROOM SHALL BE
PLACED 50 THAT ALL EQUIPMENT IS ADEQUATELY ILLUMINATED AFTER THE
MECHANICAL EQUIPMENT IS IN PLACE.

16, ALL FIXTURES SHALL BE SUPPORTED FROM THE BUILDING STRUCTURE
AND NOT THE CEILING GRID.

19. ELECTRICAL CONTRACTOR SHALL PROVIDE CONDUIT WITH PULL CORD,
FROM ALL HEATING/COOLING EQUIPMENT TO THE THERMOSTAT, FOR THE
AUTOMATIC TEMPERATURE SYSTEM CONTROL. CONFIRM AND COORDINATE
WITH THE MECHANICAL CONTRACTOR.

20. THE ELECTRICAL CONTRACTOR SHALL PROVIDE AND INSTALL THE
STRUCTURED CABLING FROM EACH TELEPHONE OR MULTIMEDIA OUTLET TO
THE TELEPHONE/DATA BOARD/RACK. THE CABLE SHALL BE LABELED ON
EACH END FOR PROPER IDENTIFICATION BEFORE THE CABLE ENDS ARE
TERMINATED. THE ELECTRICAL CONTRACTOR SHALL TERMINATE THE
CABLES IN THE OUTLET AND IN THE PATCH PANEL OR BLOCK IN THE
TELECOMMUNICATIONS CLOSET.

21, AFTER THE FACILITY IS COMPLETE AND BEEN IN FULL OPERATION FOR
TWNO WEEKS THE ELECTRICAL CONTRACTOR SHALL OBTAIN THE UTILITY
DEMAND, THE SYSTEM VOLTAGE (PHASE TO PHASE AND PHASE TO GROUND)
AND AN AMMETER READING (EACH PHASE) ON THE MAIN FEEDERS. THESE
READINGS SHALL BE OBTAINED DURING NORMAL OPERATING HOURS FOR
THE FACILITY AND SHALL BE RECORDED AND A COPY SENT TO THE
ENGINEER.

22. DURING CONSTRUCTION, THE ELECTRICAL CONTRACTOR SHALL REMOVE,
REROUTE, AND/OR RELOCATE ANY EXISTING ELECTRICAL EQUIPMENT THAT
CONFLICTS WITH THE REMODEL OR ADDITION, ALL SYSTEMS SHALL BE
OPERABLE AT THE COMPLETION OF THE PROJECT. EQUIPMENT THAT IS NOT
REUSED BECOMES THE PROPERTY OF THE ELECTRICAL CONTRACTOR AND
SHALL BE REMOVED FROM THE PREMISES.

23. THE ELECTRICAL CONTRACTOR SHALL MAINTAIN ELECTRICAL
CONTINUITY TO REMAINING EQUIPMENT WHEN ANY EXISTING ELECTRICAL
EQUIPMENT 1S REMOVED.
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2 @ 3 4 o 5
KEY NOTES
X\
PHOTO CELL MOUNTED l(D— @ SERVICE DISCONNECT. PROVIDE A 400 AMP, TWO POLE, NEMA 3R,
ABOVE ROOF FACING | 1/4'5Q TUBE FUSED DISCONNECT, FUSED 350 AMPS. INSTALL THE DISCONNECT
NORTH. (INTERMATIC _! }_ STEEL Bi?ACKET ON THE SIDE OF THE BUILDING. SEE SHEET E201.
- ~ 3 REQD ~
k4121 - ( @ PROVIDE A MAST, NEATHERHEAD AND CONDUCTORS ON THE POLE
‘3 DOWN TO THE METER BASE AS REGUIRED BY THE POWER COMPANY.
§ - E . <5> PROVIDE A 320 AMP METER BASE THAT COMPLIES WITH ALL
REQUIREMENTS OF THE POWER COMPANY. INSTALL THE METER BASE
ON THE POWER COMPANY POLE AND INSTALL THE NEW SERVICE
DROP AND SERVICE ENTRANCE CONDUCTORS AS SHOWN., GROUND
‘ - 6 é a0 THE METER BASE AS REQUIRED BY THE POWER COMPANY.
’_@‘* A1 AFF
@ EC SHALL PROVIDE 30' OF #4 ARG BARE COPPER ENCASED IN AT
LEAST 2" OF CONCRETE LOCATED WITHIN AND NEAR THE BOTTOM
OF A CONCRETE FOUNDATION OR FOOTING THAT IS IN DIRECT
EXTERIOR LI @HTS__’ ¢l Ad g CONTACT WITH THE EARTH PER 2005 NEC SECTION 25052 (A)(3).
el 8 @ POWER COMPANY EXISTING POLE AND NEW POLE MOUNTED
NEMA 1 ENCLOSURE —= EXTERIOR UGHTS—l A1 1" CONDUIT TRANSFORMER. COORDINATE WITH THE POWER COMPANY FOR THE
HOFFMAN (A-SE12X12%6) ‘{ FG1 70 PANEL "A" |ngaTuH1ERibi‘ECNE T$ND PROVIDE A COMPLETE ELECTRICAL SERVICE
LIGHTIN@ FI XTURE DETAIL SCALE ( ’|> <e> DO NOT PROVIDE AN EQUIPMENT GROUNDING CONDUCTOR IN THIS
oA 3 POLE NONE CONDULT FROM THE METER TO THE SERVICE DISCONNECT.
CONTACTOR
(SQUARE-D M MOUNTING [ FEED MAINS DIMS. | SPECIAL EQUIPMENT
£410-DPA33VO2 PANEL VOLTAGE 120/ 240 400 AMP 20" W X GROUND BUS
OR EQUAL) NQOD A X  SUB-FEED BRKR
TYPE PHASE 1 WIRES 3 FLUSH TOP X Lues 515" D NEMA 2R
MEZZANINE T SURGE PROTECTOR
SCALE LOCATION AIC 10000 AMPS X  SURFACE| X  BOTTOM BREAKER [62" H
EXTERIOR LIGHTING CONTROL 2 CIR CIRCUIT OUTLETS |BRKR | WIRE| CIRCUIT COMBINED PHASES | CIRCUIT | WIRE[BRKR | OUTLETS CIRCUTT CIR
NONE INO.|  DESCRIPTION CODE|LTE[CO[MIS|P| AMP | SIZE |LOAD A [ ¢ LOAD |SIZE [AMP |P|MIS[COLLTS CODE DESCRIPTION NO.
1 PANEL A 13 T12[200 10108 || 10108 20 1 SPARE 2
3 - 632 [ 9632 20 |1 SPARE 4
5 | OVERHEAD DOOR T[120 |10 | 1200 | 1200 | 20 |1 SPARE )
7| OVERHEAD DOCR 111120 T10 | 1200 [ 1200 20 |1 SPARE )
d4 | OVERHEAD DOOR T[1 20 |10 | 1200 | 1200 | 20 |1 SPARE 10
11| OVERHEAD DOCR 111 20 | 10 | 1200 1200 20 |7 SPARE 12
13| OVERHEAD DOCR 11120 |10 | 1200 | 1200 | 20 |1 SPARE 14
15 HEAT CABLE ) T 20 [ 10 | 1200 [ 1200 20 |1 SPARE )
(] HEAT CABLE 6 1T[1 20 [ 10 | 1200 || 1200 | 20 |1 SPARE 18
19 HEAT CABLE ) 711120 |10 | 1200 [ 1200 20 |1 SPARE 20
21 HEAT CAELE 6 1T[120 |10 | 1200 | 1200 | 20 |1 SPARE 22
23 VEHICLE PLUG T 20 [ 12| 1200 [ 1200 20 |1 SPARE 24
25 VEHICLE PLUG 11120 [ 10 | 1200 || 2560 1| 1Beo | 12 | 15 [1] 1 F-1 26
27 VEHICLE PLUG 1711 20 |10 | 1200 [ 1200 35 [2 SPARE 28
249 VEHICLE PLUG 71120 [ 10 | 1200 || 1200 | - 30
31 VEHICLE PLUG 11120 10| 1200 | [ 3000 | 1800 35 (2] 1 1 AC-1 32
33 SPARE 1 20 18200 | 1200 - 34
35 SPARE 1 20 [1440 | 1440 20 |21 1 CU-1 36
37 SPARE 1 20 1440 | 1440 - 3%
39 SPARE 2| 20 [4800 | 4800 50 2| 1 i WELDER 40
4 - 4500 | 4800 - 42
NOTE: PHASE TOTALS CONNLOAD  |CODES
VA| 27906 26072 54 KVA|1 = SEE DRAWINGS FOR CONDUIT § CONDUCTOR SIZE
DIV AV. AMPS 2 = SHINT-TRIP BREAKER 5 = GFCl BREAKER
AMPS| 232 211 225 A |3 = SUBFEED BREAKER & = GFEP BREAKER
4 = PROVIDE LOCK OFF DEVICE
THIS PANEL, ALL OF ITS LUGS, BREAKERS, ETC. SHALL BE RATED FOR 15° ¢
A MOUNTING [ FEED MAINS DIMS. |  SPECIAL EQUIPMENT
PANEL VOLTAGE 120 / 240 225 AMP 20° W X GROUND BUS
NQOD . SUB-FEED BRKR
TYPE PHASE 1 WIRES 3 FLUSH X__ ToP X Lues 575" D| _ NEMABR
MEZZANINE “”“‘" T SURGE PROTECTOR
— LOCATION AIC 10000 AMPS X SURFACE BOTTOM BREAKER (35" H
@ CIR] CIRCUIT OUTLETS |BRKR |WIRE|CIRCUIT COMBINED PHASES CIRCUIT [WIRE[BRKR |OUTLETS CIRCUIT CIR
NO. DESCRIPTION CODELTSCO[MIS|P] AMP | SIZE | LOAD A [ ¢ LOAD |1ZE [AMP [PIMIS[COLLTE| GODE DESCRIPTION  [NO.|
1 LIGHTING CTL. T]1] 20 | 12 | 120 1380 1200 | 12 | 20 [1] 2 TRAINING RM 104 | 2
D 3 SHOP LTS, 13 120 10| 1340 [ 2540 | 1200 | 12 [ 20 ]1] 2 TRAINING RM 104 | 4
GD ] 5 SHOP LTS. 12 1120 |10 1152 2532 | 1360 | 12 | 20 |1] 3 TRAINING RM 104 | &
1| OFFICEMEZZ LTS. 13 71 20 [ 12 | 1306 [ 2062 e | 12 |20 |11 |1 P-q, RM 103 )
MEZZANINE U 9 | TYPE L7 EXTERIOR 3 1120 [ 10 | 1440 || 3090 | 650 | 12 | 20 [1] 1 MICRONAVE 10
11| TYPE L& EXTERIOR 5 11 20 | 10 | 1500 [ 2040 540 | 10 | 20 |1 3 REPAIRRM 101 |12
13| REFRIGERATOR 1120 [ 12| e50 1210 ] 360 | 10 | 20 |1 2 EXTERIOR PAR |14
15 COUNTER 111120 T 12| 1200 [ 1200 20 |2 SPARE 16
r1r> 17 SPARE 11 20 o ] - 18
/<5’> q SPARE 1] 20 500 500 |12 | 20 |1 1 PHONE/DATA 20
1cd 21 SPARE 1 20 36 | a6 | 12 | 20 [1] 4 B-1 CONTROLLER |22
L 23 SPARE 11 20 [ o 20 |1 SPARE 24
L 25 SPARE 1 20 o | ERE SPARE 26
27 SPARE 1 20 [ 330 330 | 12 | 20 |1| 1 WH-T, LM 26
1/0 COPPER 29 SPARE 1| 20 o | 20 |1 SPARE 30
31 SPARE 1 20 [ o 30 |2 SPARE 32
f e 33 SPARE 11 20 o | - 34
35 SPARE 1 20 [ 960 960 15 (2] 1 1 EF-2 36
37 SPARE 1 20 60 | 960 - 25
v v 349 SPARE 2| 15 [0 50 |2 SPARE 40
41 - o - 42
NOTE: PHASE TOTALS CONNLOAD [CODES
- | VA| 10106 4632 20 KVA|1 = SEE DRANWINGS FOR CONDUIT ¢ CONDUGTOR SIZE
LCJ DI AV, AMPS 2 = SHINT-TRIP BREAKER 5 = GFCI BREAKER
AMPS|| &4 &0 £2 A |3 = SUBFEED BREAKER & = GFEP BREAKER
Ng;EEEIT'IfE 4 = PROVIDE LOCK OFF DEVICE
CASING THIS PANEL, ALL OF ITS LUGS, BREAKERS, ETC. SHALL BE RATED FOR 15° ¢

CHECKED BY: - SWJ

SCALE: NONE

DATE: MAY 1, 2007

SERVICE LOAD CALCULATIONS

SHEET TITLE

ELECTRICAL PANELS,
LOAD CALCS, AND
RISER DIAGRAM

DESCRIPTION LOAD DEMAND NEW LOAD AMPS

POUJER R' SER LIGHTING 6918 125 &b415

HYAC 2246 1 2296

SCALE: NONE CONTINUOUS 16430 125 20538

RECEPTACLES 00 1 00

NON-CONTINUOUS 27436 1 27436

LARGEST SHP 6720 025 1680

NEW MOTOR
TOTAL SERVICE LOAD 61497 = 256.2
2 o 3 o 4 o 5

£002
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KEY NOTES

EXISTING POWER COMPANY PONER FPOLE WITH SINGLE PHASE POLE
MOUNTED TRANSFORMER. EC SHALL FIELD CONFIRM THE EXACT
LOCATION AND REQUIREMENTS FOR THE NEW SERVICE AND
CONNECTIONS WITH THE POWNER COMPANY AND PROVIDE A COMPLETE
ELECTRICAL SERVICE TO THE FACILITY.

@ EC SHALL REMOVE THE EXISTING SERVICE ENTRANCE FEEDERS AND
PROVIDE THE NEW FEEDER AS SHOWN ON SHEET EOO2. FIELD
CONFIRM EXISTING CONDITIONS AND PROVIDE UNOBSTRUCTED
ROUTING FOR THE INSTALLATION OF THE FEEDER. INSTALL THE
SERVICE ENTRANCE FEEDERS AS REQUIRED BY THE POWER COMPANY

CONNECTING CONRRIITIES

STATION #3437A

SR-44 @ M.P, 0.5 %

GREENDALE UTAH

AND THE 2005 NEC.

DESIGNER

<’3> EC SHALL COORDINATE WITH THE TELEPHONE COMPANY AND EXTEND
THE EXISTING TELEPHONE SERVICE FROM ITS CURRENT LOCATION TO
THE NEW BUILDING AND PROVIDE A 1" CONDUIT WITH A CATSE CABLE
FROM THE TELEPHONE DEMARK LOCATION TO THE PHONE/DATA
BOARD ON THE MEZZANINE. FIELD CONFIRM EXISTING CONDITIONS.

EC SHALL CONFIRM ALL EXISTING ELECTRICAL REQUIREMENTS

GROUP

OUTSIDE OF THE NEW BUILDING THAT WILL REMAIN AND NEED POWER.
FPROVIDE BREAKERS, CONDUIT AND CONDUCTORS FROM EITHER

| architecture - planning - design services |

FANEL M OR PANEL A AS REQUIRED TO POWER THEM IN
ACCORDANCE WITH THE 2005 NEC. EC SHALL CONFIRM THESE
LOADS AND THE LOADS SHOWN IN THE PANEL SCHEDULES ARRANGE
THE CIRCUITS SO THE PANELS LOADS ARE BALANCED AND NOT
OVERLOADED. CONTACT THE ENGINEER IF THE PANELBOARDS OR

1135 South West Temple, Ste. A

Salt Lake City, UT 84101
P:(801) 961-7070
F:(801) 961-7373

FEEDERS APPEAR TO BE OVERLOADED.
CONSULTANTS
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SEE ARCHITECTURAL ELEVATIONS FOR MOUNTING HEIGHTS OF
LUMINAIRES.

TO LIGHT FIXTURE BELOW. SEE ROOM 106 ON MAIN LEVEL LIGHTING
PLAN.

TO LIGHT FIXTURE ABOVE. SEE ROOM 201 ON MEZZANINE LIGHTING
PLAN.

TO THREE WAY SWITCH AT BOTTOM OF STAIRS. SEE MAIN LEVEL
LIGHTING PLAN.

SWITCH GANG. LETTER ON THE SIWITCH INDICATES LAMPS SWITCHED IN
EACH FIXTURE.

CONNECT BOTH BALLASTS TOEETHER TO THE SWITCH LEG IN THESE
LUMINAIRES ABOVE THE MEZZANINE.

NOTE NOT USED.
NOTE NOT USED.

INSTALL CIRCUITS FOR EXTERIOR LUMINAIRES THROUGH THE LIGHTING
PANEL ON THE MEZZANINE LEVEL FOR CONTROL. SEE DETAIL 2/E002.

ALL RECEPTACLES IN THE REPAIR GARAGE AND IN THE STORAGE
AREA SHALL BE INSTALLED AT 24" AFF OR GREATER AND BE GFCI
RECEPTACLES.

EC SHALL PROVIDE EXTERIOR LIGHTING CONTROLS AS SPECIFIED IN
DETAIL 2/E0O2.

RADIANT HEATING CONTROL PANEL FURNISHED BY MC. PROVIDE
CONDUIT AND CONDUCTORS FROM THE PANEL TO THE B-1 UNITS AND TO
VP-1. COORDINATE WITH MG AND PROVIDE ALL REQUIRED CONDUIT,
CONDUCTORS AND CONNECTION FOR THE RADIANT HEATING SYSTEM.

MANUAL OVER-RIDE SWITCH FOR CONTROL OF EF-2. WIRE S0 THAT IN
AUTO THE CARBON MONOXIDE SENSOR STARTS AND STOPS EF-2 AND IN
ON THE SWITCH STARTS AND STOPS EF-2.

INSTALL RECEPTACLE HORIZONTALLY IN BACK SPLASH.

CARBON MONOXIDE SENSOR FROVIDED BY MC. PROVIDE CONNECTION
FROM IT TO THE MANUAL OVER-RIDE SWITCH AND EF-2 STARTER.
COORDINATE WITH MC.

DOCOR CONTROLS PROVIDED BY OVERHEAD DOCR SUPPLIER
INSTALLED AND CONNNECTED BY EC. CONFIRM AND PROVIDE ALL
MATERIALS AND LABOR REQUIRED TO POWER AND OPERATE THE
OVERHEAD DOORS.

RECEPTACLE INSTALL ON STRUCTURE FOR PONER TO THE B-1 UNIT.
COORDINATE WITH MC AND PROVIDE POWER TO THE B-1 UNITS AND
INTER-CONNECTION WITH THE RADIANT HEATING CONTROL FANEL.

JUNCTION BOX FOR POWER TO OVERHEAD DOOR OPERATOR. CONFIRM
LOCATION AND PROVIDE AS REQUIRED BY THE OVERHEAD DOOR
SUPPLIER.

PROVIDE WEATHER PROOF JUNCTION BOX FOR POWER TO RAIN GUTTER
DE-ICING CABLE. INSTALL UNDER EAVE. PROVIDE DE-ICING CABLE
(RAYCHEM GM-1X 320F CABLE) IN GUTTER AND DOWNSPOUTS. INSTALL
THE CABLE TO THE BOTTOM OF EACH DOANSFPOUT. FOR DOWNSPOUTS
IN THE CENTER OF THE RUN, LOOFP CABLE TO THE BOTTOM OF THE OF
THE DONNSFPOUT AND CONTINUE BACK UP TO THE GUTTER.

THERMOSTAT FOR CONTROL OF F-1. PROVIDE 3/4" CONDULT WITH PULL
CORD FROM THERMOSTAT TO F-1. CABLE/CONDUCTORS PROVIDED BY
MC. COORDINATE WITH MC.

PROVIDE 3/4" CONDUIT WITH CATSE CABLE FROM MULTI-MEDIA OUTLET
TO PHONE/DATA BACK-BOARD. CONFIRM REQUIREMENTS WITH OWNER
AND PROVIDE A COMPLETE PHONE/DATA SYSTEM.

PROVIDE CONNECTION TO EF-2 COMBINATION STARTER FOR REMOTE
CONTROL FROM CARBON MONOXIDE SENSOR AND MANUAL OVER-RIDE
SWITCH. CONFIRM REQUIREMENTS WITH MC AND PROVIDE REQUIRED
COMPONENTS FOR A FULLY FUNCTIONAL EXHAUST/VENTILATION SYSTEM.

SERVICE DISCONNECT. SEE POWER RISER SHEET EOO2.

INTER-CONNECT THE EF-2 STARTER WITH THE LOUVER ACTUATOR
THROUEGH A NORMALLY OPEN CONTACT ON THE STARTER SO THE
DAMPER OFENS WHEN EF-2 OPERATES.

LOUVER ACTUATOR. EC SHALL INTER-CONNECT WITH EF-2 STARTER
FOR SIMULTANEOUS OPERATION OF THEM BOTH. SEE KEY NOTE 24.

FPHONE/DATA BOARD. EC SHALL PROVIDE A 3/4'X24"X24" PLYWOOD
BACKBOARD INSTALLED WITH THE TOP AT 5'-6" AFF FOR THE
PHONE/DATA BOARD. INSTALL ALL CONDUITS FROM THE MULTI-MEDIA
OUTLETS T& THIS BOARD. :

CLIENT

COMVECTING COMAITIES

STATION #3437A
SR-44 @ M.P. 0.5 £
GREENDALE UTAH

DESIGNER

GROUP

| architecture - planning - design services |
1135 South West Temple, Ste. A
Salt Lake City, UT 84101
P:(801) 961-7070
F:(801) 961-7373

CONSULTANTS

—fmgineering,LLC

811 West Cedar St.
Pocatello, Idaho 83201
(p) 208-478-4613

() 208-478-4617
wwwbengllc.com

PROFESSIONAL SEAL

—

YL
5246941

ISSUE

05/01/07 |CONSTRUCTION DOCUMENTS

MARK | DATE | DESCRIPTION

DFCM PROJECT NO: 07029900
ARCHIPLEX PROJECT NO: 0708.01
DRAWN BY: LCM
CHECKED BY: | SWJ
SCALE: 1/8"°=1"-0"
DATE: MAY 1, 2007

SHEET TITLE

LIGHTING AND
POWER PLANS

E201




